


Installation Instructions for:
GM DURAMAX 2001-2007 V8-6.6L (td)

LB7/LLY/LBZ

LARGE BORE
E x h a u s tHD

49-44003 (409SS) TURBO-Back

49-14003 (Aluminized) TURBO-Back

SStteepp 11::  ((RReeaadd IInnssttrruuccttiioonnss pprriioorr ttoo iinnssttaallllaattiioonn)) Remove your stock exhaust from the rear of your truck working your way forward. It may
be necessary to cut the pipes if the slip joints are stuck. Take caution not to damage the factory isolation mounts as they will be reused. IItt iiss
rreeccoommmmeennddeedd ttoo nnoott ffuullllyy ttiigghhtteenn tthhee ccllaammppss uunnttiill tthhee eennttiirree ssyysstteemm hhaass bbeeeenn iinnssttaalllleedd..

SStteepp 22:: For faster installation spread the pieces of the exhaust along side of your vehicle according to the diagram shown.

SStteepp 33:: Install the down pipe leaving the Turbo band clamp loose for adjustments. Then assemble and install the mid-pipe adapter using the
gasket,nuts,screws, and washer provided. Do not fully tighten at this time.

SStteepp 44: Slip the hanger clamp onto the muffler and install the over-axle/tailpipe from the rear into the muffler.

SStteepp 55:: Slip band clamps over the ends of the mid-pipe prior to installation. Now install the mid-pipe. Test fit first as the mid-pipe will re-
quire cutting at the muffler end to fit shorter wheelbases. At this time tighten all clamps from front to rear.

SStteepp 66:: Install the exhaust tip and tighten. Your installation is now complete. It is recommended to re-tighten all parts after 50-100 miles.  

SStteepp 11,, 22 aanndd 33:: See above

SStteepp 44: Slip the hanger clamp onto the muffler and install the over-axle pipe from the rear into the muffler.. 

SStteepp 55:: Slip band clamps over the ends of the mid-pipe prior to installation. Now install the mid-pipe. Test fit first as the mid-pipe will re-
quire cutting at the muffler end to fit shorter wheelbases. At this time tighten all clamps from front to rear.

SStteepp 66:: Slip band clamp over expanded end of tailpipe prior to installation. Now install tailpipe an tighten band clamp. Your installation is
now complete. It is recommended to re-tighten all parts after 50-100 miles.   
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