
Installation Instructions 
Part Number 200-142 
2004-07 Chevrolet Colorado/ 
GMC Canyon 2.8L, 2.9L, 3.5L, 3.7L 
2006-07 Isuzu i-280, i-290, i-350, i-370 

Packing List: 
 
 #1     700-451  Airaid Premium Filter 1 
 #2     KIT142FPC Black Front Panel 1 
 #3     KIT142RPC Black Back Panel  1 
 #4     KITWSTRIP02 Weather Strip 23 1/2” 1 
          KIT142HP  Hardware & Instructions 1 
 #5 KIT6C31MXPPZ 6-32x 5/16” Screw  4 
 #6    KIT6CNKEPZ 6-32 Keps Nut  4 
 #7 KIT6NWSAPZ #6 Flat Washer  4 

  

Tools Required For Installation: 

5/16”  Socket 
Ratchet & Extension 
Phillips Screwdriver 

1. Disconnect negative battery cable.  
Unlatch three clips that hold down the factory 
airbox lid. 

2.  Remove the factory airbox lid, and set it 
aside. 

3. Remove the factory air filter, and set it 
aside. 

4.  Install the Airaid Premium Filter (#1) on the 
factory tube inside the airbox. Make sure the 
hose clamp and filter, are tight against the wall 
of the airbox, and tighten the clamp. 

5. Assemble the Quick Fit panels (#2&#3) using 
the four 6-32x5/16” screws (#5), #6 washers 
(#7), and nuts (#6). 

6. Install the Quick Fit panels by inserting the tab 
on the front of the panel into the front slot of the 
factory airbox base (A), and then rotating the pan-
els counterclockwise. 

7. Make sure the second tab is aligned in the 
rear slot of the factory airbox, and then adjust 
the Quick Fit panels to fit squarely on top of the 
airbox, and then relatch the three factory clips. 

8. Install the provided weather strip (#4) on the 
top of the Quick Fit panels. For ease of installa-
tion, start next to the fender and work your way 
towards the front of the vehicle. 

9. Congratulations on installing your new in-
take system! See the back of this page for fur-
ther instructions. 

A 

C.A.R.B. E.O. Number Applies Only To 
Listed Vehicles Up Thru  2006 Models 
All Others Pending 



10. Double check your work! 
Make sure there is no foreign material in the intake path. Make sure all clamps, hoses, bolts, and screws are tight.  

11. Reconnect the negative battery cable! 

Before! After! 

Don’t Forget Your AIRAID Filter Tune-Up Kit! 

P/N 790-551 Aerosol Spray  
P/N 790-550 Squeeze Spray 

Included with your Airaid Intake System is a sticker with a California Air Resources Board 
(C.A.R.B.) Executive Order (EO) number. This sticker must be placed in plain view inside of 
the engine compartment. Failure to do so may prevent you from passing a smog inspection. 
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