
Installation Instructions 

Part Number 200-228 

2005-06 Chevrolet Trailblazer 

2006 Chevrolet SS Trailblazer 

2005-06 GMC Envoy 

5.3L, 6.0L V-8 

Packing List: 
#1     720-477  Airaid Premium Filter 1 

#2     KIT206MAFC MAF Panel  1 

#3     KITWSTRIP02 Weather Strip 26” 1 

         KIT228HP  Hardware & Instructions 1 
#4 KIT60C250HCS M6 x 25mm Hex Bolt  3 

#5 KIT15DHC3050 ¼ - 20 x 1/2” Button Head Bolt 1 

#6 KIT09FWZ019 ¼” Flat Washer  4 
#7 KIT1420WZZF ¼ - 20 Serrated Nut  1 

#8 KIT15BHC3050 8-32 x 1/2” Button Head Screw 3 

#9 KIT15FW3016 #8 Flat Washer  3 
#10 KIT8CNKEPZ 8-32 Keps Nut  3 

#11 KIT114B  Aluminum Spacer  1 

 

Tools Required For Installation: 

Phillips & Flat Blade Screwdrivers 

7/16”, 11/32”, Wrench 

5/32”, 3/32” Allen Wrench 

5/16”, 10mm Sockets 

Ratchet and Extension 

1. Disconnect the negative battery cable.  
6.0 Liter Only:  Loosen the factory bolt and remove 

the engine beauty cover, and set them aside for reuse. 

2. Using a 5/16” socket or flat blade screwdriver, 

loosen the hose clamps on both ends of the factory 

intake tube. Carefully pull the crankcase breather fit-

ting out of the factory intake tube. Remove the factory 

intake tube from the vehicle. 

3. Loosen the hose clamp on the Mass Air Flow 

(MAF) sensor and remove only the sensor from the 

factory air filter housing without disconnecting the 

wiring harness. Set it aside for reuse. Leave the clamp 

and rubber seal on the factory filter housing. 

4.  6.0 Liter Only: Using a flat blade screwdriver, 

gently pry the plastic retaining clip from the factory 

side cover. Pull out the center pin, and then remove 

the clip from the cover. 

5. Loosen the four mounting screws on the factory 

airbox lid. Remove the factory airbox lid, filter, and 

resonator as an assembly. 

6. Mount the MAF Panel (#3) onto the airbox base 

using three M6 x 25mm Hex Bolts (#7), and flat 

washers (#9).  

5.3 Liter Only: Insert one aluminum spacer (#18) be-

tween the panel tab and the lower airbox in the posi-

tion as shown. Tighten using a 10mm socket, ratchet 

and extension.   

6.0 ONLY:  

OEM SIDE COVER 

5.3L Only: Insert 

Spacer Under 

MAF Panel Tab 

9. Install the Airaid Premium Filter (#1) onto the 

MAF sensor. Rotate the filter so that the tab contacts 

the air box base, and then tighten the clamp. Next in-

stall the supplied weatherstrip (#3) onto the top of the 

MAF panel starting at the right fender and work your 

way towards the radiator. 

7. 6.0 Liter Only: Insert one ¼ - 20 x 1/2” button head 

bolt (#8) and 1/4” flat washer (#9) through the hole in 

the factory side cover, and through the hole in the 

panel. Secure using one ¼ - 20 serrated nut (#10). 

8. Mount the MAF sensor onto the panel using three 

8-32 x 1/2” button head screws (#11), #8 flat washers 

(#12), and 8-32 keps nuts (#13). (Note: sensor should 

be mounted with “flow” arrow on top). 

OEM SIDE 

COVER 

Breather Fitting 

Clamp 

Rubber Seal 

Tab 



12. Double check your work! 
Make sure there is no foreign material in the in-

take path. Make sure all clamps, hoses, bolts, 

13. Reconnect the negative battery 

cable! 

 

 

Don’t Forget Your AIRAID Filter Tune-Up Kit!

 

P/N 790-551 Aerosol Spray 

 

P/N 790-550 Squeeze Spray

 

 

11. Reinstall the factory beauty cover and tighten the 

bolt. 

10. Reinstall the factory intake tube and tighten the 

hose clamps. Reconnect the factory crankcase breather 

tube. 

Before! After! 

WARNING! If your vehicle has a Vehicle Emission Control Information decal affixed to the factory airbox, a 

new replacement label must be obtained and installed in a readily visible position in the engine compartment in 

order to remain CARB compliant. Failure to do so will prevent the vehicle from passing a smog check. Replace-

ment labels can be ordered from your local dealership. Regulations state that the VECI label shall not be affixed 

to any equipment which is easily detached from the vehicle. Label placement, under the hood on a painted sur-

face is recommended.  

mailto:AirAidInfo@airaid.com

