
 
 

 PARTS LIST: 

Qty Description Qty Description 
1 Sport Bar   4 6mm Flat Washers 
1 Driver/Left Upper Mount Bracket 4 6mm Lock Washers 
1 Passenger/Right Upper Mount Bracket 4 6mm Nuts 
1 Driver/Left Lower Mounting Bracket 4 8mm Flat Washers 
1 Passenger/Lower Mounting Bracket 4 8mm Lock Washers 
2 10mm x 30mm Bolts   4 8mm x 25mm Bolts 
4 10mm Flat Washers 2 10mm x 35mm Bolt Plate 
2 10mm Lock Washer 2 10mm Flat Washers 
2 10mm Nuts 2 10mm Lock Washers 
1 License Plate Relocation Bracket 2 10mm Nuts 
4 6mm x 15mm Hex Cap Screws 
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  PROCEDURE: 

1. REMOVE CONTENTS FROM BOX. VERIFY ALL PARTS ARE PRESENT. READ
INSTRUCTIONS CAREFULLY BEFORE STARTING INSTALLATION.

2. The grill of the vehicle will have to be removed in order to install the Upper mounting
brackets, proceed with opening the Hood of the Vehicle.

3. Next using a flat screw driver, carefully begin to remove the Upper Plastic push pins
securing the grill to the vehicles upper radiator support, (Fig 1) shows location of upper
push pins to be removed. Once removed, carefully lean the grill forward, just enough to fit
your flat screw driver in between the back of grill, and the radiator. Note: there are four
plastic push tabs at the bottom, by pushing each tab down and pulling grill forward each tab
will release (Fig 1A) shows location of push tabs with the grill removed, (view from back of
grill).

4. With the grill removed you now need to remove the torque screws, and the factory nuts
holding the Upper bumper to the radiator. NOTE: (1 each per side). (Fig 2 Passenger/Right Side)
shows location of screws and nuts, once removed Refer to the parts list Diagram above,
select the Upper Mounting Brackets (A & B).

5. Starting with Passenger/Right side Upper bracket, pull the plastic tab of the bumper forward
to give yourself enough room to slip the bracket under plastic and over factory bolt end, Re-
attach factory nut  (Fig 3) shows bracket attached. Repeat for Drivers side.

6. Once you have the Upper brackets mounted, begin to attach brackets A1 & B1 to them
with the supplied hardware, (1) 8mm x 25mm Hex bolt (1) 8mm flat washer and (1) 8mm
lock washer per. (Fig 4 & Fig 4A) shows attachment.

7. You can now re-install the grill of the vehicle. Starting with Passenger/Right side, slip
bracket A1 threw the lower opening of the grill on an angle, then slide the grill over the
driver/Left, mount bracket B1. Carefully push grill in at the bottom until it snaps in place re-
attach the 4 upper push pins.

8. Next, using a flat screw driver, carefully begin to remove the Plastic push pins securing the
bottom of bumper to the vehicles underside once removed, carefully pull the bottom of the
bumper down, just enough to fit the (2)10mm Bolt Plates in to the bottom of the factory
support for the Radiator, (Fig5) shows Bolt Plate installed then push bumper over Bolt (Fig
5A) shows bolt plate installed and Bolt threw bumper.

9. Proceed to install the lower Mounting brackets to the Bolt Plates with (1) 10mm Flat
washer, (1) 10mm Lock washer and (1) 10mm Nut (Fig 6) shows brackets installed, Snug
but do not tighten hardware.

10. Your License plate will need to be relocated, please remove the license plate and the
plastic holder; your license will be reinstalled to the Sport bar by using the supplied license
plate relocation bracket. Begin by securely mounting bracket to the Sport bar with (2) 6mm
bolts, (2) 6mm flat washers, and (2) lock washer, once secure you can attach your license
plate to the new license bracket, using the (2) 6mm bolts, (2) 6mm flat washers, (2) 6mm
lock washers.



11. You can now attach the Sport bar to the Upper Mounting Brackets with the (2)10mm bolts,
(4) 10mm flat washers, (2) 10mm Lock washers and 2 10mm nuts. Snug but do not tighten
hardware at this time.

12. Next, attach Sport bar to the lower mounting brackets with the (2) 8mm Bolts, (2) 8mm Flat
washers and (2) 8mm lock washer, Snug but do not tighten hardware.

13. Level and align Sport Bar properly; then tighten all hardware at this time.

14. Do periodic inspections to the installation to make sure all hardware is secure and tight.

To protect your investment, wax this product after installing. Regular waxing is recommended to 
add a protective layer over the finish. Do not use any type of polish or wax that may contain 
abrasives that could damage the finish.   
For stainless steel: Aluminum polish may be used to polish small scratches and scuffs on the 
finish. Mild soap may be used also to clean the Sidebar.  
For gloss black finishes: Mild soap may be used to clean the Sidebar. 
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Installation Complete

Shop for quality Aries products on our website. Learn more about grille guards and bull bars we have.

https://www.carid.com/aries-automotive/
https://www.carid.com/grill-guards.html

