
  11-12 Toyota Sienna (Excludes SE Models) 
  C810-BRK -168                                    

   Part Number: C810-BRK-168 
    Section A – Installation Preparation 

   Kit Contents 

   Hardware Bag Contents 

 
   Recommended Tools                     

 
 

 

 

 

 

 

 

 

 

 

Item # Quantity Description Part # 
1 1 Hardware Kit                     C810-BRK-168 
2 2 Front Bracket                  BRK-168 F 
3 4 Middle Bracket           BRK-168-MR 
4 2 Rear Bracket             BRK-168-R 
5 2 Pinch Hanger           BRK-168 
6 2 1/2 x 2” Anchor Bolt                      BRK-168 
7 2 5/16” x 2” Anchor Bolts                      BRK-168 

Item # Quantity Description Part # 
1 16 5/16 x 3/4” Square Head Bolt BLT013 
2 24 5/16 x 18 SAE Washer WAS006 
3 24 5/16 x 18 Ny-lock Nut NUT010 
4 8 5/16 x ¾ Hex Head Bolt BLT0012 
5 8 #14 ¼” x ¾” TEK Screw (self tapping) SCW019 
6 2 5/16 SAE Flange Nut  NUT041 
7 2 1/2” Med Lock Washer WAS001 
8 2 1/2” Hex Nut NUT033 

Item 
# 

Tools required for side step installation  

1 Safety eyewear  

2 Utility knife 

3 Ratchet 3/8 

4 Drill and bits / 1/8”, 5/16” 

5 Torque Wrench / Wrench Set 

6 Metric / SAE socket set  

7 Non-scratch Cloth 

Each ATS Design Running Board has a specific Bracket Kit, which coincides 
with the specific vehicle. Make sure your kit coincides with your vehicle. Read 
all instructions thoroughly before you begin installing the running boards and 
brackets. Pre-fit all pieces and check the hardware list to be sure all the parts 

are included before beginning. 

STOP 
STOP: Damage to the vehicle may occur.  Do not 
proceed until process has been complied with. 

OPERATOR SAFETY:  Use caution to avoid risk of 
injury 

CRITICAL PROCESS:  Proceed with caution to ensure a 
quality installation. 

GENERAL PROCESS:  This highlights specific 
processes to ensure a quality installation. 

TOOLS & EQUIPMENT:  This calls out the specific tools 
and equipment required for this process 
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1. Verify kit contents. 

 

2. Measuring from the Front wheel well back 
mark these 3 SUGGESTED locations on the 
pinch weld. ( 6 ½, 30, 50 ) You will be using a 
factory hole in the underbody on location (4) 
REAR BRACKET.  Both sides use the same 
locations. (Fig 1)  

 

3. On the front bracket drill in the center of the 
BACK SIDE of the pinch weld from top to 
bottom. You can use the pinch weld “L” 
bracket as a guide. Drill a 1/8” pilot hole 
followed by a 5/16”. With the pinch weld hole 
drilled hold the front bracket as show in FIG 2. 
This will show you the location of the factory 
hole in which you will use the 5/16” Anchor 
bolt to fasten the bracket. Use the 5/16 
Flange Nut  on Anchor bolts . Arrow shows 
location . (Fig 2)  

 

4. You will have to lower the Black Plastic cover 
to install Bracket # 2. You can remove the 
push pins on the back half of the cover and let 
hang (this will help when you have to cut a 
small relief to all for clearance around the 
bracket). (Fig 3)  

 

5. When install the middle brackets us the 
bracket as a template. Place the bracket at 
marked locations. Being sure the bracket is in 
position mark the pinch weld hole to be 
drilled. Use the 5/16” bolt, washer & nylock 
nut. (Fig 4) 

 

 

 

 

 

 

 

Fig 1 

Fig 2 

Fig 3 

Fig 4 
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6. Once the bracket is snug, install the 2 TEK or 
self tapping screw in the top 2 holes of the 
bracket. DO NOT OVER TIGHTEN !! (Fig 5) 

 

7. Locate the factory hole in the frame towards 
the rear of the van. Remove the rubber plug. 
Install ½ anchor bolt as show. (Fig 6, 6A). 

 

8. Once anchor bolt is installed, hang REAR 
bracket using the ½ lock washer & nut. 

 

9. With everything in place tighten all mounting 
hardware. Torque front & middle 5/16  
hardware to 12 ftlbs. Torque rear anchor 
bolt to 32 ftlbs. 

 

10.  Hold up plastic cover until it touches the #2 
bracket. Notch out the cover so it clears the 
bracket and reinstall the cover with push pins. 
(Fig 7, 7A). 

 

11. Hold the running boards at a slight angle to 
get the rubber hider strip under vehicle when 
placing on mounting brackets. It will be a 
snug fit. Center running board to vehicle. 
Fasten with 5/16 washers & nylock nuts. 
Torque to 8 ftlbs. 

 

 

 

Fig 5 

Fig 6 

Fig 6A 

Fig 7 Fig 7A 

ATS RUNNIG BOARDS SIDE STEPS

http://www.carid.com/ats/
http://www.carid.com/running-boards.html

