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IMPORTANT:  Read all instructions carefully be-
fore beginning installation.  The ideal installation
temperature is between 65°-110°F (18°-43°C).

STEP 1
Raise the hood and clean the Bugflector tape mount-
ing locations on the underside of the hood with an
alcohol pad. Locate the hood latch assembly be-
hind the front grill.  Carefully disconnect the latch
assembly from the hood by removing the (1) screw
with a wrench. See FIGURE 1.

STEP 2
Locate the (6) nuts that secure the front grill to the
hood and remove with 10mm nut driver. See FIG-
URE 2.  Carefully remove the grill from the hood  by
pulling forward and set aside.

STEP 3
Peel back approximately 2” (5 cm) of tape liner from
each end of the Bugflector.  Be sure that the free
ends of the liner can be easily accessed later.  See
FIGURE 3.
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NOTE: Actual application may vary slightly from pictures.
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Helpful Hint
A trial fit is recommended to ensure proper posi-
tioning, since installing and then removing the
Bugflector will degrade the adhesive perfor-
mance of the tape.
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Congratulations!
You have purchased one of the many quality items manufactured by Auto
Ventshade.  We take the utmost pride in our products and want you to
enjoy years of satisfaction from your investment.  We have made every
effort to ensure that your product is top quality in terms of fit, durability,
finish and ease of installation.

STEP 4
Center the Bugflector on the hood. Press firmly to
adhere the previously exposed tape to the under-
side of the hood and verify position.  See FIGURE
4.  With the Bugflector in its final position, remove
the remainder of the tape liner by pulling on the
free ends. See FIGURE 5.  Press firmly along all
tape flanges to insure tape has adhered properly to
underside of hood.

STEP 5
Make sure the Bugflector’s front flange is hanging
over the hood’s grill opening and reattach the front
grill to the hood using the (6) nuts that were previ-
ously removed.

STEP 6
Reattach the hood latch to the underside of the hood
with the (1) screw that was previously removed.

STEP 7:  Optional Screw Attachment
Screw the self-tapping screw with washer through
the predrilled holes in the Bugflector and into the
hood. A power screwdriver is recommended, but
once the screw penetrates the inside metal panel,
use a regular Phillips screwdriver the remainder of
the way. Do not overtighten screws. Be sure
Bugflector is properly positioned before using
screws to prevent damaging hood.  See FIGURE
6.

STEP 8
To reduce vibration, adhere the bump-ons at pre-
cleaned locations on the hood surface where the
Bugflector may contact. See FIGURE 7.  If the hood
will not shut properly, it may be necessary to adjust
the hood bumper stops (refer to your owner's
manual).
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