
 
 

 

Beat-Sonic FRW1 Roof Spoiler for Scion FR-S and Subaru BRZ 

Attention  

-  Inspect box and all parts for damage before installing the spoiler. 

- If parts are damaged or incorrect, make note to the shipper and contact the dealer or distributor 

that shipped your order. 

- If damage is not immediately reported, Beat-Sonic or your merchant that you purchased from 

will not be responsible for shipping damage.  

Recommended preparation procedure for installation 

1. Remove contents from packaging and inspect for any shipping damages 

2. Test fit all parts to the car prior to installation and/or painting to insure proper fit. Warranty 

claims will not be accepted for parts that were not pre-fitted. Note that due to the flexible 

nature of the polypropylene material that the spoiler is made up of, the spoiler will not sit flat 

onto the surface at the initial test fit. There will be a lift on the sides which will mount flush 

against the window after the double sided adhesive has been applied. The spoiler will shape to 

the rear window after installation without any lift.  

 

Tools/Materials Needed 

- Masking tape  

- Ruler 

Installation Time: 10minutes – 30minutes 

 

Step 1: Clean the rear window surface using a window cleaner and towel.

 



 
 

 

 

Step2:   

Clean the tinted area on the rear window 

surface with an alcohol wipe to remove 

contaminants. 

Step3:  

Fit and position the roof spoiler on the car. Line 

up the spoiler against the roof, but do not 

overlap the roof with the roof spoiler. Let the 

weather stripping material show slightly 

between the roof spoiler and roof. The two 

ends of the spoiler should be flush against the 

window’s edge.  In addition there should be the 

same amount of gap on both ends of the left 

and right side of the spoiler. 

Step4:  

While holding the spoiler down against the 

window with one hand in the desired position, 

mark the roof spoiler’s position using masking 

tape. 

After positioning the spoiler, cut the masking 

tape between the roof and the spoiler to 

separate the two, but marking the position.  

 



 
 

 

 

Step5: 

Remove the roof spoiler and carefully peel off 

the corner of the double sided tape red backing 

to leave a gap from the edge of the part of the 

tape. Using a piece of masking tape, hold the 

red backing of the double sided tape making 

sure you can access it from above the spoiler. 

Do this for all 4 pieces of the double sided tape 

under the spoiler. Then, fit the roof spoiler back 

to the mounted position. Use additional 

masking tape is necessary 

 

 

 

 

Step6:  

Remove the double-sided 

tape backing taking care not 

to break the red backing off 

behind the spoiler (Do not 

pull too hard! Lifting the 

spoiler helps) for all 4 pieces.  

Then, apply good pressure to 

all areas where tape was 

applied. Make sure enough 

pressure is applied for 

maximum contact. 

 

Step7:  Leave the car under the sun and let the tape settle in. Do not wash the car for 24 hours cure time.  

 

BEAT-SONIC SPOILERS CAR WINGS

http://www.carid.com/beat-sonic/
http://www.carid.com/spoilers.html

