
Installation Instructions

INSTALLATION TIME SKILL LEVEL

1/2 Hour 1 - Easy

TOOLS

10 mm

INSTATRUNK™

Vehicle Application: 

• Jeep® Wrangler and Wrangler Unlimited
 1997 - 2006
 Part Number: 42634

9/16" 1/8" and 
13/32" bits



INSTATRUNK™ Installation Instructions

Install Weatherstripping

Parts List

Install Instatrunk™

Instatrunk™, Part 
Number 407.06, 
Qty - 1

Locate the Weatherstripping (406.89) in the parts 
kit. From the rear of the Instatrunk™ (407.06) start 
installing the Weatherstripping on the driver's side 
and work across to the passenger's side. Peel the 
backing off the Weatherstripping a few inches at a 
time and press the adhesive on the Weatherstripping 
onto the edge of the Instatrunk™. 

Install Weatherstripping on 
upper edge of Instatrunk™

Start on 
Driver's Side

Open the tailgate of the vehicle and lean the rear 
seat back forward.

Place the Instatrunk™ (407.06) in the vehicle so 
that it fi ts snugly between the wheel wells with the 
top level with the top of the wheel wells and with 
the notches around the plastic seat belt covers. 
Make sure that the contoured edge of the Insta-
trunk™ with the Weatherstripping is fl ush against 
the tailgate. Close the tailgate to check that the 
Weatherstripping forms a seal against the tailgate. 
Adjust the position of the Instatrunk™ as needed.

Note: In some cases there may be extra padding 
under the carpet, in this case it may be necessary 
to remove it for the Instatrunk™ to fi t properly.

Fold Seat 
Forward

Weatherstripping should 
form seal with tailgate

Fit Instatrunk™ around 
Seat Belt Covers

Make sure that Instatrunk™ (407.06) is level. 
Use the mounting points in the Instatrunk™ as a 
template to drill four (4) 1/8" pilot holes. Remove 
the Instatrunk™ from the vehicle and drill four (4) 
13/32" holes. Drill 13/32" Holes at 

Mount Locations

Drill Holes - Wrangler 
Unlimited Only

Screw Tool, Part 
Number 407.12, 
Qty - 1

Flare Tool, Part 
Number 407.11, 
Qty - 1

Brass Wellnut, Part 
Number 406.72, Qty - 4

Weatherstripping, Part 
Number 406.89, Qty - 1

Large Bolt, Part 
Number 426.70, 
Qty - 4

Small Bolt, Part 
Number 426.71, 
Qty - 4

Fit Instatrunk™ around 
Seat Belt Covers



INSTATRUNK™ Installation Instructions

Install the Brass Wellnuts.

Carefully pull the carpet away from the rear wheel 
wells so that the hook and loop remains attached to 
the carpet for reinstallation later.

Locate the Brass Wellnuts (406.72) in the parts kit. 
Use the Flare and Screw Tools (407.11 and 407.12) 
provided and a 9/16" Open End Wrench and a 10mm 
Socket to install them into the holes. Make sure that 
the fl ange of the Wellnut is completely against the 
metal while installing. 

Wellnut

Flare Tool

Screw 
Tool

9/16" Open 
End Wrench

10mm 
Socket

Place the Instatrunk™ (407.06) back in the vehicle 
aligning the holes in the Instatrunk™ with the 
Wellnuts (406.72). Install a Bolt through the Insta-
trunk™ into each Wellnut. If you are installing the 
Instatrunk™ in the Wrangler Unlimited you will use 
the longer 47mm Bolts (426.70). For TJ vehicles, 
use the shorter 19mm Bolts (426.71).

Install Bolts

Install Knobs

Install Brass Wellnuts

Replace the carpet, smoothing it out and covering 
the Wellnuts (406.72). Use a utility knife to cut a 1" 
vertical slit in the carpet at each Wellnut location.

Cut 1" Slit in Carpet at 
Wellnut Locations

Replace Carpet

BESTOP CAR ORGANIZERS TRUNK ORGANIZERS

http://www.carid.com/car-organizers.html
http://www.carid.com/bestop/



