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Door Jackets
Installation Instructions

For:  Soft Upper Doors  Part Number: 51660

Parts List
Door Jacket Qty - 1

Step One
PLACE UPPER SOFT DOORS INTO DOOR JACKETS

Orient the Door Jacket with the zipper toward the top 
and set it on the floor with the zipper open.

Remove the Soft Upper Doors from the vehicle.

Place the doors with the vinyl sides together and the 
pins up. Slide them into the Door Jacket. 

Step Two
HANGING THE DOOR JACKET

The handles on the Door Jacket may be 
used to hang the doors for storage.

Place Soft Upper Doors in bag with pins 
up and vinyl sides facing each other



Care and Maintenance of your Door Jacket

Your Door Jacket is made of the finest materials available.  To keep it looking new and for the maximum possible wear, it will need periodic cleaning and maintenance.

Washing: The fabric should be washed often using soap, warm water and a soft bristle brush.  Rinse with clear water to remove all traces of soap.  

Snaps:  Keep snaps cleaned and lubricated with silicone to help prevent snaps from sticking to the studs.  If a snap does become stuck to a  stud, use a screwdriver and 
GENTLY pry apart to prevent permanent damage to the snap or to the fabric.

Zippers:  Keeping the zipper cleaned and lubricated with a silicone lubricant will help prevent damage and 
keep the zippers in a smooth working condition.  If a zipper opens behind the slider, the slider may have been 
spread apart.  This problem can usually be repaired by using an ordinary pair of pliers to bring the sides back 
into parallel.  Return slider to the end of the zipper in the normal Open position.  Squeeze lightly at first and 
test the zipper.  If the zipper continues to remain open squeeze more firmly with the pliers and try the zipper 
again.  Repeat this procedure until the zipper operates correctly. 

Normal Slider - Jaws 
Parallel

Damaged Slider 
- Jaws Spread Apart 
(sometimes broken)
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