
Installation Instructions

INSTALLATION TIME SKILL LEVEL

1 Hour 2 - Moderately Easy

TOOLS

Vehicle Application

• All Jeep CJ5s, CJ7s 
and Wranglers

 1976 – 2002
 Part Number: 39436

TrailMax™ II High Back 
Bucket Seat

13 mm and 
12 mm Hex

1997 – 2002 Vehicles must use Adapter Bracket Part Number 51256.



TrailMax™ II High Back Bucket Seat – Installation Instructions

Parts List and 
Hardware Identifi cation

Seat Back, 
Qty - 1

Assemble Seat

Release the fabric fl ap on the side of 
the Seat Bottom to access the bolt 
holes. Align the holes in the brackets 
on the Seat Back with the holes in the 
Seat Bottom. Install an M8 x 20 Bolt 
and Split Lock Washer in each hole. 
Tighten the bolts securely. Replace 
the fabric fl ap over the bracket and 
hook it to the bottom of the seat. 

M8-1.25x25 Bolt, Qty - 4

M8x20 Bolt, 
Qty - 4

Seat Bottom, 
Qty - 1

Split Lock Washers, 
Qty - 8

M8 x 20 Bolts and 
Split Lock Washers

Before beginning the seat installation, set the park-
ing brake, place the vehicle in gear or park and 
chock the wheels to reduce the risk of the vehicle 

unexpectedly moving, which could result in serious injury.

The seat is designed to be in-
stalled on the original seat riser. 
DO NOT remove or loosen any 

of the original seat riser anchor bolts. Doing so may cause 
improper anchoring of the seat, which could result in serious 
injury, to you and others.

Remove the four (4) nuts that mount the seat track 
slides to the riser. Do not throw away the four (4) nuts 
since they will be reused. 

The nuts are under the ledge on the riser. 

Then remove the bucket seat and track slides from the 
vehicle (the seat riser will remain in the vehicle).

Remove the Existing Seat 
from the Vehicle

Seat Track 
Slide

Remove 
Nuts

Seat Track 
Slide

Remove Nuts

Seat Riser - 
Remains in 
vehicle

Track 
Bar

Hook Flap to 
bottom of Seat

Parts Kit, Part Number 490.05, Qty - 1
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DO NOT reuse the original mounting bolts. Reuse of the 
bolts could cause the seat to loosen, which could result in 
loss of control of the vehicle, causing bodily injury to the 

vehicle occupants and to others. 

Remove Bolts 
& Throw Away

Seat Cushion 
(Front)

Track 

Track Bar - Push 
down to slide 
Track forward

Lay the seat down with the bottom 
side facing up. Push down on the 
track bar to slide the track forward, 
allowing access to the rear track 
mounting bolts. Remove the bolts 
and discard them.

Remove the Tracks

Track 

Track Bar - Push 
down to slide Track 
toward rear

Push down on the track bar again to slide the track toward the rear of 
the seat. Remove the front track mounting bolts and discard them.

Do not throw away the tracks, they will be mounted to the Bestop seat.

Remove Bolts 
& Throw Away

Seat Cushion 
(Front)

Remove the Tracks

Your new Bestop seat has two (2) mounting holes on each side 
of the front and three (3) holes on each side of the rear. This 
allows tracks from various Jeep models to be used with the Be-
stop seat.  Locate the correct mounting pattern by placing the 
track on the seat and positioning the track so that the four holes 
in the track align with four mounting holes in the seat, allowing 
the track to be positioned in the center of the seat.

Track 

Select front holes 
in seat that best 
center the track 
on the seat

Seat Cushion 
(Front)

Rear

Select rear holes in 
seat that best center 
the track on the seat

Hole Pattern
Use only the bolts provided in the Parts Kit when installing the new 
seat. Failure to do so may cause the seat to loosen, resulting in loss 

of control of the vehicle and causing serious bodily injury to the vehicle occupants and to others.

Track 
Bar 

Track 

Insert M8-1.25x25 Bolts and 
Split Lock Washers from Parts 
Kit - Finger Tighten 

Seat Cushion 
(Front)

Lay the Bestop seat down with the 
bottom of the seat facing up. Select 
the hole pattern on the seat that 
applies to your vehicle.

While the track slides are to the 
rear of the seat, place the tracks 
onto the Bestop seat. Install two 
of the M8-1.25x25 Bolts and Split 
Lock Washers from the Parts Kit 
in the front track mounting holes. 
Finger tighten the bolts.

Install the tracks on the 
Bestop Seat
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Insert M8-1.25x25 Bolts 
from Parts Kit - Tighten to 
21 Ft/Lbs 

Track Bar - Push 
down to slide 
Track forward

Seat Cushion 
(Front)

Track 

Press down on the track bar and 
slide the tracks forward. Install two of 
the M8-1.25x25 Bolts and Split Lock 
Washers from the Parts Kit in the rear 
track mounting holes. Tighten the rear 
bolts to 21 ft/lbs, using a 
13mm Wrench.

Install the tracks on the 
Bestop Seat

Failure to tighten the bolts and nuts to the specifi ed 
torque can result in the seat loosening, thereby caus-

ing serious bodily injury to the vehicle occupants and to others.

Track 

M8-1.25x25 Bolts - 
Tighten to 21 Ft/Lbs 

Seat Cushion 
(Front)

Press down on the track 
bar and slide the tracks 
toward the rear of the 
seat. Tighten the front 
bolts to 21 ft/lbs, using 
a 13mm Wrench.

Track Bar - Push 
down to slide 
Track to rear

Tighten the Front Bolts

Seat Riser 

Seat Track 
Slide

Track Bar

Re-Install Nuts - 
Tighten to 21 Ft/Lbs.

Re-Install Nuts - 
Tighten to 21 Ft/Lbs.

Failure to tighten the bolts and nuts to the specifi ed 
torque can result in the seat loosening, thereby 

causing serious bodily injury to the vehicle occupants and to others.

Place the seat in the vehicle. Align the studs on the tracks with the holes in 
the seat riser. Reinstall the four (4) nuts that were removed in Step One on the 
track studs. Tighten the nuts to 21 ft/lbs, using a 13mm Wrench.

Install the Seat in the Vehicle
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For proper use of  child seats in this vehicle, refer to the instructions 
provided with the child seat and to the vehicle owners manual.

Never adjust the driver’s seat or seat back when 
the vehicle is moving. You could loose control of the 
vehicle and injure someone.

This seat system is intended to be used with seat belts at all times. Do not rely on the 
seat to maintain the seating position of occupants, in the event of an accident.

Always drive and ride with your seat back upright and the lap belt snug across 
the hips to reduce the risk of serious  injury to the abdomen or neck that could be 
caused by sliding under the seat belts in a collision.

Children should always ride with the seat back in the fully upright position. When 
the seat back is not fully upright, there is a greater risk that the child will slide 
under the safety belt and be seriously injured in a collision.

WEAR SEAT BELTS AT ALL TIMES

Care and Maintenance of your Bestop Product
Your Bestop product is made of the fi nest materials available. To keep it 
looking new and for the maximum possible wear, it will need periodic cleaning 
and maintenance.
Washing: The fabric should be washed often using soap, warm water and 
a soft bristle brush. Rinse with clear water to remove all traces of soap or 
use Bestop-recommended Bestop Cleaner and Bestop Protectant.  Bestop 
Cleaner and Bestop Protectant are specially formulated to provide a total 
cleaning and protection system.  Bestop Cleaner will not harm vehicle fi nish, 
is biodegradable and environmentally friendly.  Bestop Protectant protects 
against UV-fading, cracking and hardening.

BESTOP RACING SEATS AUTO SEATS

http://www.carid.com/racing-seats.html
http://www.carid.com/bestop/



