
PHV-202-BL
PLEASE READ INSTRUCTIONS COMPLETELY BEFORE INSTALLING THIS MOUNT KIT 

ASSEMBLY (if necessary) 

IMPORTANT NOTE 

Main Body

Stabilizer 
    Bar

VENT MOUNT INSTALLATION 

OPTION 1 Vent Mount install: 
Align the front of each spring 
clip on the edge of the louver. 
Push the vent mount into the 
vent at an upward angle until 
the front hooks of the spring 
clips clears the rear edge of 
the louver. Lower the hooked 
ends over the rear edge of the 
louver and allow the springs 
clips to tighten, attaching 
itself to the vent. Rest the 
stabilizer bar on the lip of the 
dash to prevent the vent from 
sagging. 

MOUNTING Grip-iT 

Insert the round end of the spring 
vent clip into the hole in the 
middle of the horizontal gap of 
the main body. Slide the spring 
vent clip to one side and repeat 
with the other clip on the other 
side. Insert the stabilizer bar into 
either of the two hole sets on the 
back of the main body. The size of 
your air vents will determine 
which set to use.

OPTION 2 Vent mount install:
Pull back on the spring 
slide to fully retract the 
spring on the spring vent 
clip. Insert the spring vent 
clip into the vent and hook 
it around the back side of 
the louver. Release the 
slide to secure to the 
louver. Repeat with the 
second vent clip and then 
attach the main body as 
shown in ASSEMBLY. Rest 
the stabilizer bar on the lip 
of the dash to prevent the 
vent from sagging.

OPTION 1: VENT MOUNT 
Slide the T-notch from the Vent 
Mount into the hole in the back of 
the Grip-iT. Slide the Grip-iT down 
securing Vent Mount to the 
Grip-iT. 
OPTION 2: ADHESIVE MOUNT
Find the flattest spot on your dash 
and clean it with the supplied 
Alcohol Prep Pad and let dry. 
Remove one side of the adhesive 
backing and apply the adhesive 
pad to the back of the Grip-iT 
holder over the T-notch hole. 
Remove the remaining backing 
from the adhesive and press the 
Grip-iT firmly to the cleaned area 
of the dash. 
Note: The adhesive works best 
with all surfaces at room tempera-
ture. You may yield better results 
warming the mounting surface and 
the adhesive with a blow dryer. 
OPTION 3: T-NOTCH PLATE
Attach the T-Notch Plate to the 
Custom Vehicle Mount (sold 
separately) or Multi-Vehicle Mount 
(sold separately) with the supplied 
hardware. Insert the T-Notch from 
the T-Notch plate into the back of 
the Grip-iT holder. Slide the Grip-iT 
holder down securing the T-Notch 
fastener.
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 Grip-iT ADJUSTMENT 

IMPORTANT NOTE 

OVERVIEW 

VENT CLIP REMOVAL 

Remove the body of the 
vent clip by sliding the 
spring vent clip to the 
center of the body and 
pulling it through. 

Pull back on the spring  
slide clip compressing it 
completely. 

Push the entire clip in 
slightly so the hook clears 
the louver. Twist the clip 
90 degrees and pull away 
from vent to remove. 

Adjustable         
Arms

Push in side button to 
expand arms

Fold Out Support Arms

Expand the Grip-iT arms using the button locted on the bottom right 
corner. Insert your device and squeeze the arms back in to secure the 
device.

BRACKETRON CAR ORGANIZERS TRUNK ORGANIZERS
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