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1. Open the rear hatch of the vehicle.
Remove the rear threshold plate by
carefully pulling off each screw cap (7
approx.)and removing the screws holding it
in place.

2. Partially remove the side rear trim panels
by first removing the screw on the threshold
and the two cargo net brackets on each
side fo the vehicle.

3. Beginning with the driver’s side, the
taillight wiring harness will be located inside
the square hole near the vehicle threshold.
Being careful of the sharp edges in the hole,
there may be a gray piece of foam you have
to take out in order to see the wire harness.
Carefully pull the black coated wire loom
from the hole to expose the white
connectors.     Separate the connectors and
insert the T-Connector with the Yellow wire
between the separated halves and lock into
place.     Route 4-flat behind trim panel and
out through the jack storage compartment.



4. Route the connectors with the Green
wire behind the passenger side trim panel.
The wire harness will be located half way
up, just left of the seat belt retracter.
Seperate the halves and plug the
T-Connector with the Green wire between
the separated halves and lock into place.

7. Locate a suitable grounding point. Drill a
3/32" hole and secure the white wire using
the eyelet and screw provided. Do not drill
into any exposed surfaces.

8. Replace all trim panels removed during
installation.  Store 4-flat in jack storage
compartment when not in use.

WARNING!
Verify miscellaneous items the may be 
hidden behind or under any surface before 
drilling to avoid damage and or personal 
injury.

Looking for dependable trailer hitches and towing? Rely on CURT  for quality and long-lasting products.
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