
INSTALLATION PACKAGE INCLUDES: 
A) 4 – 1” Mounting Screws
B) 4 – Lock Washers
C) 4 – Flat Washers
D) Driver’s Side Template (Flip over for passenger side.)
E) Adhesive Pads (For an unpainted Sportwing

®
)

F) Instruction Sheet

PLEASE READ ALL INSTRUCTIONS BEFORE BEGINNING INSTALLATION 

1. Along the driver’s side measure 8 ¼” from the tip of the trunk lid back the rear of the car and place mark with
grease pencil. Repeat procedure on the other side. See Diagram A.

2. Leaving the paper on the bottom of the mounting feet, place the Sportwing® on the marks made in step #1 so that
as you face the rear of the car, the front edge as shown of the Sportwing® rests on the mark. Center the
Sportwing® from left to right. Using a yellow grease pencil, outline both mounting feet. Set the Sportwing® aside.

https://www.carid.com/dawn/


3. Place the driver’s side template provided on the driver’s side outline that you made in Step #2. Next, see template
for drilling instructions. Using a 5/32” drill bit, drill down through the spots indicated on the driver’s side template.
Next, flip template over for passenger side and repeat procedure.

4. Apply Zinc Chromate Primer or touch up paint to the edges of the two(2) 5/32” holes in the top panel.

5. Remove the paper liner from the bottom of the mounting feet and place the Sportwing® back onto the marks you
made in Step #2.  Press firmly into place.

6. Holding onto the Sportwing®, open the deck lid and drilling from the inside of the trunk, using the Four(4) 5/32”
holes drilled in Step #3 drill up into the bottom of the mounting feet with the same 5/32” drill bit (NOTE: when
drilling we insist on using a drill stopper to prevent from drilling thourgh the top of the Sportwing®.) Using a ratchet
with a 5/16” socket, install mounting screws with lock washers and flat washers and tighten firmly. DO NOT OVER
TIGHTEN. Repeat procedure on other side.

7. Clean up any metal shavings and you are done.

Learn more about car spoilers on our website.

https://www.carid.com/spoilers.html

