
Toolbox Bumper 

Thank you for purchasing the Dee Zee Toolbox Bumper Accessory.  This product is designed to 

help protect the front of your toolbox from shifting loads in the back of your truck.   This 

product includes two additional tie-downs for things such as tarps, and/or other loads in the 

bed of the truck.   The maxium tie down compacity is 200 LBS (COMBINED). 

http://www.carid.com/dee-zee/
http://www.carid.com/bed-accessories.html


Qty. Description Size 

3 Bolt 0.31”X1.19” 

2 Eye Bolt 1.27”X2.27” 

5 Metal Washer 01.18”X0.08”thickness 

5 EVA Washer 1.98”X0.1” 

5 Locking Nut 0.51”X0.26”height 

5 Locking Washer 0.55”X0.1”thickness 

1 Rubber Bumper 50”x2.95”x1.5” 

1 Metal Plate 50”x 2.47”x 0.06” 

3 Hole Plugs 0.874”x0.627”(height) 

Tools Needed: Power Drill, 11/32”drill bit, masking tape, crescent wrench 



Mounting the Toolbox Bumper 

Step 1: Slide the metal plate out of the bumper. Measure the length and width of the plate. 

Then measure the length and width of the toolbox. Align the center of the toolbox face with the 

center of the metal plate. 

Step 2: Use masking tape 

to secure the metal plate 

to the toolbox face. Use 

an 11/32” drill bit to drill 

a hole in the tool box 

corresponding to each 

hole in the metal plate. 

Step 3: Once holes are drilled,  align the 

metal plate on the INSIDE of the tool box with 

the holes you just drilled.  You may wish to 

apply tape to hold the plate in place. 



Step 4: Put one metal washer behind the eye bolt and insert into the toolbox bumper.  Place 

one rubber washer on the outside of the bumper against the toolbox face.  Push the bolt 

completely through the hole in the tool box. Align metal plate inside the toolbox with the bolts 

and add one locking  washer and one lock nut.  Repeat this step for each bolt location. 

Step 5: Securely tighten each bolt until secure using a wrench or socket.  It may help to use a 

screw driver to hold the threaded eye bolt from rotating. 

Important Warning:  Do not exceed 200 lbs of total load on the bumper system.  More 

than 200 lbs could damage the toolbox or the vehicle.  For best results, mount the tool box to 

the vehicle with threaded fasteners.   




