
(5) Black Plastic Push Pins
(6) Small Black Plastic Washers
(6) #8-32 ESNA Half Nuts
(6) #8 x 1/2” Tek Screws
(6) #8 Star Lock Washers 

5999-1952-00
1999-0256-00
1999-0065-00
1999-3919-00
1999-0247-00
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4

(5) Black Plastic Push Pins
(6) Small Black Plastic Washers
(6) #8-32 ESNA Half Nuts
(6) #8 x 1/2” Tek Screws
(6) #8 Star Lock Washers 

5999-1952-00
1999-0256-00
1999-0065-00
1999-3919-00
1999-0247-00

(4) Side Sill Mounting Brackets
(26) Black Nylon Retainers
(15’) 1” x .045” Double Faced Tape

5999-1952-00
3004-9244-92

Side Sills Part # 5007-1300-08XU

.
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. Drill through the outer two (2) mounting holes with 
the 1/8” drill bit and install the E&G tips using the 
supplied star lock washers and the #8 x 1/2” Tek  
screws. Once the tips are level and tightened, 

.

. Align the assembled rear bumper cover onto the vehi-
cle, reinstalling the factory hardware.

21, 22

23

. Use a level to make sure that the E&G dual tip is level
or the tips will not line up with the rear valance once 
it is reinstalled.

. Align the E&G exhuast tips over the factory ones, 
placing the back edge of the tip 2” behind the edge 
of the factory tips.

19 20

. Remove the two (2) factory push pins in the rear 
wheel arch (each side).

25



. Remove the factory push pins in the front wheel arch 
(each side).

2826
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. Install a side sill mounting bracket using the supplied 
black nylon retainers to secure the brackets to the 
rear side sill sections (each side).

. Install the supplied .045” x 1” double faced tape to the 
inside top edge of the rear side sills (where shown).

Install a side sill mounting bracket using the supplied 
black nylon retainers to secure the brackets to the 
front side sill sections (each side).

. Install the supplied .045” x 1” double faced tape 
across the top of the front side sills.

30

. Align the front side sills onto the vehicle and use 
masking tape to hold the side sill in place while the 
lower mounting holes are marked.

29

32



34

35
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. Use a 1/4” drill bit to drill through the holes in the 
side sill mounting bracket and install the supplied 
black nylon retainers.

. Use a 1/4” drill bit to drill through the holes in the 
side sill mounting bracket and install the supplied 
black nylon retainers.

. Install the supplied black nylon retainers into the 
holes drilled in .

. Finished installation.
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E&G GRILLES BILLET GRILLES

http://www.carid.com/eg-classics/
http://www.carid.com/billet-grilles.html

