
ABS Front Air Dam
ABS Rear Valance
Rear Valance Mesh Surround
Rear Valance Fine Mesh Section
Stainless Steel Quad Exhaust Tips
Hardware Kit (components listed below)
(5) Black Plastic Push Pins
(6) Small Black Plastic Washers
(6) #8-32 ESNA Half Nuts
(6) #8 x 1/2” Tek Screws
(6) #8 Star Lock Washers 

1
1
1
1
2
1

5007-1401-08XU
5007-1501-08XU
1007-0123-08X
1007-0122-08X
5007-1900-08DD
5007-1904-08X
5999-1952-00
1999-0256-00
1999-0065-00
1999-3919-00
1999-0247-00

Description Part No.Quantity

Air Dam/Dual Tip Rear Valance 
Part # 5007-1100-08XU

5. Remove the two (2) factory plastic push fasteners from 
the inside edge of the rear wheel well (each side).

IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE
2008-10 Cadillac CTS “EGX”
Ground Effects Version 2
Installation Instructions 
Part #5007-1000-08XU
Part #5007-1000-08CU

J 19 G9R

3. Once the factory fasteners are removed, pull the factory air 
dam straight out to remove.

1. Raise the car to a comfortable working level (if using a jack, 
you must install jack stands to properly secure the CTS).

2. Remove all factory plastic push fasteners across the front of 
the bumper cover and the two (2) per side 7mm hex head 
bolts retaining the sides of the factory air dam.  
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4. Align the E&G air dam through the slots in the bumper 
cover and reinstall all factory hardware removed in Step 2
to secure. If you have the optional carbon fiber look
insert, install it now using the double faced tape.
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Carbon Fiber Look Front Air Dam
Carbon Fiber Look ABS Rear Valance
Rear Valance Mesh Surround
Rear Valance Fine Mesh Section
Stainless Steel Quad Exhaust Tips
Hardware Kit (components listed below)
(5) Black Plastic Push Pins
(6) Small Black Plastic Washers
(6) #8-32 ESNA Half Nuts
(6) #8 x 1/2” Tek Screws
(6) #8 Star Lock Washers 

1
1
1
1
2
1

5007-1401-08CU
5007-1501-08CU
1007-0123-08X
1007-0122-08X
5007-1900-08DD
5007-1904-08X
5999-1952-00
1999-0256-00
1999-0065-00
1999-3919-00
1999-0247-00

Description Part No.Quantity

Carbon Fiber Look Air Dam/Dual Tip Rear
Valance Part # 5007-1100-08CU

ABS Side Sills

Hardware Kit (components listed below):
(4) Side Sill Mounting Brackets
(26) Black Nylon Retainers
(15’) 1” x .045” Double Faced Tape

1 Set

1

Description Part No.Quantity
5007-1301-08XU
5007-1302-08XU
5007-1303-08XU
5007-1304-08XU
5007-1903-08X
5007-1321-08X
5999-1952-00
3004-9244-92

Side Sills Part # 5007-1300-08XU

Right Front
Left Front
Rear Right

Rear Left

E&G strongly recommends placing several
welds to permanently attach the exhaust tips.



7. Cut off and remove the factory plastic push fasteners that
secure the lower edge of the bumper cover to the CTS. 
Pulling them off will distort the metal panel they are fas-
tened to.
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8. Pull the sides of the rear bumper cover out to release the 
tabs across the sides.

9. With the help of an assistant, remove the rear bumper 
cover from the CTS by pulling straight back (with a few 
quick pulls to release the tabs across the top of the 
bumper cover). Once the rear bumper cover has been 
removed, place it onto a clean, padded work surface for 
the following dissassembly procedure.

11. Remove the factory metal clips that secure the lower gray
plastic section to the painted upper section of the 
bumper cover. Once all the clips have been removed, 
seperate the two sections of the rear bumper cover.

10. Remove the factory plastic push fasteners from the rear 
lower corners of the bumper cover (located at the wheel 
arches) to begin seperating the lower gray plastic section 
of the bumper cover from the painted upper section of 
the bumper cover.
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6. Remove the factory bolt that is behind the plastic wheel 
well that secures the top edge of the bumper cover to 
the rear quarter panel.
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14. Insert the chrome plated fine mesh section and stainless 
steel frame into the recessed area of the E&G rear 
valance. Once all the studs are pass through the existing 
holes, install the supplied black plastic washers and #8-
32 ESNA half nuts to secure. IMPORTANT: Do not over-
tighten the ESNA nuts or you will indent the stainless 
steel frame at the stud locations! If you have the optional
carbon fiber insert, install it with the supplied double 
faced tape.

15. Install the factory reflectors into the E&G rear valance by 
reusing the factory 11mm hex speed nuts (not shown).

16. Install the E&G rear valance onto the upper painted sec-
tion of the factory rear bumper cover by reinstalling the 
metal clips removed in Step 11.

17. Use a 1/4” drill bit to drill through the holes in the E&G 
rear valance (at the wheel well openings) and through 
the factory bumper cover.

18. Install the supplied black plastic push fasteners through 
the factory bumper cover and into the E&G rear valance 
to secure the ends at the wheel openings (one each 
side).
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13. For kits with stainless steel mesh inserts: Apply masking 
tape to the return edge of the rear valance recessed area 
and apply semi-gloss black paint.
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PHOTO AVAILABLE SOON

12. Remove the 11mm hex speed nut securing the rear 
reflector to the rear bumper cover and remove it for rein-
stallation onto the E&G rear valance.
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PHOTO AVAILABLE SOON

******** For parts to be painted *********
D/A with 360 dry or 400 wet sand paper. Use a red scotch
brite pad around all edges. Degrease parts and follow the
paint man u fac tur er's recommendations for painting ABS.



23. Drill through the outer two (2) mounting holes with 
the 1/8” drill bit and install the E&G tips using the 
supplied star lock washers and the #8 x 1/2” Tek  
screws. Once the tips are level and tightened, E&G 
recommends placing several tack welds to perma-
nently attach the exhaust tips.

21. Once the tips are properly oriented, use masking tape to 
keep them aligned. Use a 1/8” drill bit to drill through 
the inner lower mounting hole (per tip) and mark the fac-
tory tip with the drill bit. 

22. Once the holes are marked, remove the tip and finish 
drilling through the marks made with the 1/8” drill bit. 
Drill only through the first layer of metal, then install the 
supplied star lock washer and #8 x 1/2” Tek screws.

24. Align the assembled rear bumper cover onto the vehi-
cle, reinstalling the factory hardware.

21, 22
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20. Use a level to make sure that the E&G dual tip is level
or the tips will not line up with the rear valance once 
it is reinstalled.

19. Align the E&G exhuast tips over the factory ones, 
placing the back edge of the tip 2” behind the edge 
of the factory tips.
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IMPORTANT: Side sills will not work on the 2010 CTS!

25. Remove the two (2) factory push pins in the rear 
      wheel arch (each side).
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26. Remove the factory push pins in the front wheel arch 
      (each side).
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27. Install a side sill mounting bracket using the supplied 
      black nylon retainers to secure the brackets to the 
      rear side sill sections (each side).

28. Install the supplied .045” x 1” double faced tape to the 
      inside top edge of the rear side sills (where shown).

30. Install a side sill mounting bracket using the supplied 
black nylon retainers to secure the brackets to the 
front side sill sections (each side).

31. Install the supplied .045” x 1” double faced tape 
across the top of the front side sills.
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32. Align the front side sills onto the vehicle and use 
masking tape to hold the side sill in place while the 
lower mounting holes are marked.

29. Peel back a small section of the double faced tape, align 
the side sill into place then reinstall the factory push pins 
removed in Step 1. Peel off the double faced tape back-
ing and press the part firmly against the rocker panels.
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WARRANTY INFORMATION:

E&G Classics, Inc. warrants its chrome parts and products to be free from de -
fects in ma te ri al, workmanship or finish for Twenty-Four (24) months from the date
of ship ment by E&G.  This warranty is limited to the repair or replacement, at E&G
Classics option, of the defective part or product.  To obtain performance under this
warranty you must:

1.) Present your E&G unit to an authorized distributor in your area with proof of 
purchase.

2.) If no distributor is available, contact E&G Classics (address below) for author-
ization to return unit.

3.) Returns - All unauthorized returns will be refused.  Merchandise approved by 
E&G for return must have been purchased within the Twenty-Four (24) months.
All returns require an au tho ri za tion number obtained from E&G and the actual
return must be accompanied by the written authorization form filled out com-
pletely.  All mer chan dise must be in spect ed upon receipt and shortages report-
ed within 48 hours. All mer chan dise must be in a resalable condition. Merchan-
dise must be packed carefully in the original pack ing. If original packing is no 
longer usable, repack item(s) compa ra ble to original manner. All returns are sub-
ject to a 25% handling charge. Special order items are not returnable. Defective
mer chan dise must have an explanation of the problem. No credit will be issued
unless invoice number and date of purchase has been sup plied. Manufacturer 
shall be sole judge of defects in a product.

4.) UPS accounts - All returns must be prepaid. Do not send return shipments 
freight collect. Once E&G has made its decision and it is a claim against our 
warranty policy, E&G will credit incoming freight on damaged parts.

5.) No discontinued part or parts changed due to body style are returnable.
You are responsible for inspecting all packages containing E&G Classics' parts

and prod uct im me di ate ly upon their receipt and must file a claim with the carrier
for any dam age dis clo sure by such inspection and notify E&G classics in writing at
the above address of any such damage.  This warranty does not extend to any of
our products which have been subject to misuse, neglect, accident or have been
altered or re paired in any way.  This warranty does not cover any accidental or con-
sequential damages for any breach of this warranty agree ment.  E&G Classics shall
have no responsibility for any loss of time, in con ve nience, com mer cial loss or con -
se quen tial damage, nor shall E&G be liable for any injury or damage to persons or
property by reason of any defect in material, work man ship or finish of its parts or
products.  This warranty gives you specific legal rights and you may also have other
rights which may vary from state to state.

33. With the lower edge of the side sills taped together, use 
a tool like the one shown above to mark the mounting 
hole locations in the bracket onto the onto the inside 
face of the front side sills, then remove the front side sills 
for the following hole drilling procedure.

35. Peel back a small section of double faced tape, align the 
front side sill and, while keeping the double faced taped 
section away from the factory rocker panel, install the 
front push pin. Once the front side sill is properly aligned
with the rear side sill, peel off the double faced tape liner
and press the front side sill firmly into place.

34. Use a 1/4” drill bit to drill through the marks made in the
previous step.
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36. Use a 1/4” drill bit to drill through the holes in the 
side sill mounting bracket and install the supplied 
black nylon retainers.

37. Use a 1/4” drill bit to drill through the holes in the 
side sill mounting bracket and install the supplied 
black nylon retainers.

38. Install the supplied black nylon retainers into the 
holes drilled in Step 10.

39. Finished installation.
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CAR ACCESSORIESBODY KITS

http://www.carid.com/
http://www.carid.com/body-kits.html

