
Fender Flares (Includes):

Hardware Kit (Contents listed below)
Push - Type Retainers (19422)
#8 x 5/8” Black Truss Head Screws
1/8” x 3/8” Long Aluminum Rivets

Right Front
Left Front

Right Rear Door
Left Rear Door

Right Rear Quarter
Left Rear Quarter

Right Rear Door End Cap
Left Rear Door End Cap

Right Quarter Panel End Cap
Left Quarter Panel End Cap

Quantity Description Part No.

1 Set

1
20
20
14

5355-2401-06
5355-2402-06
5355-2403-06
5355-2404-06
5355-2405-06
5355-2406-06
5355-2407-06
5355-2408-06
5355-2409-06
5355-2410-06
5355-2420-06
1999-0286-00
3999-9031-00
1999-3912-00

Part # 5355-2400-06

1. Use the supplied rivets to install the end caps into 
the left and right rear door fender flare end caps. 
The door flare end cap will use 3 rivets per side. 
Make sure the end caps are flush with the edge of 
the flare.

2. Use the supplied rivets to install the end caps into 
the left and right rear fender flare end caps. The 
rear flare end cap will use 4 rivets per side. Make 
sure the end caps are flush with the edge of the 
flare.
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The rear door and quarter panel end cap
come unpainted when ordering a painted kit.

3. Begin the front fender flare installation by first remov-
ing all the factory push pin fasteners that secure the 
inner fender liner to the fender (not shown).

4. Fit the edge of the E&G fender flare between the fend-
er and the inner liner, making sure all the fastener 
holes are aligned with the factory push fastener holes.

5. Install the E&G supplied push fastener through the 
holes in the factory inner fender liner, the E&G fender 
flares and into the factory fenders. NOTE: You might 
have to redrill one or more holes if all the aligned parts
do not have the push fastener holes in the exact place. 

6. Use a 7/64” drill to drill through the lower pre-drilled 
holes in the front fender flares and into the factory 
front fenders for supplied truss head screw installation. 
This will finish the front fender flare installation.
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9. Align the rear door fender flare , making sure the 
large pre-drilled holes align over the existing fasteners
on the factory door fender section.

10. Use a 7/64” drill to drill through the lower pre-drilled 
holes in the rear door fender flares and into the facto-
ry rear door fenders for supplied truss head screw 
installation.

7. Begin the rear fender flare installation by first remov-
ing the six factory push pin fasteners that secure the 
inner fender liner to the fender (not shown).

8. Fit the top edge of the E&G fender flare between the 
fender and the inner liner, making sure all the fastener 
holes are aligned with the factory push fastener holes. 
The rear edge will fit over the factory inner fender liner.

11. With the rear door fender flare properly aligned, drill 
and install the black truss head screws near the top of
the verticle section of the rear door fender flares.

12. Finish the rear door fender flare installation by drilling
and installing the final black truss head screws at the 
top edge of the rear door fender flares.

13. Finished installation.
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WARRANTY INFORMATION:
E&G Classics, Inc. warrants its chrome parts and products to be free from de fects in ma te -

ri al, workmanship or finish for Twelve (12) months from the date of ship ment by E&G.  This
warranty is limited to the repair or replacement, at E&G Classics option, of the defective part
or product.  

To obtain performance under this warranty you must:

1.) Present your E&G unit to an authorized distributor in your area with proof of purchase.
2.) If no distributor is available, contact E&G Classics (address below) for authorization to 

return unit.
3.) Returns - All unauthorized returns will be refused.  Merchandise approved by E&G for 

return must have been purchased within the Twelve (12) months. All returns require 
an au tho ri za tion number obtained from E&G and the actual return must be accompa-
nied by the written authorization form filled out completely.  All mer chan dise must be 
in spect ed upon receipt and shortages reported within 48 hours. All mer chan dise must
be in a resalable condition. Merchandise must be packed carefully in the original pack -
ing. If original packing is no longer usable, repack item(s) compa ra ble to original man-
ner.  All returns are subject to a 25% handling charge. Special order items are not return-
able.  Defective mer chan dise must have an explanation of the problem. No credit will be
issued unless invoice number and date of purchase has been sup plied.  Manufacturer 
shall be sole judge of defects in a product.

4.) UPS accounts - All returns must be prepaid. Do not send return shipments freight col-
lect. Once E&G has made its decision and it is a claim against our warranty policy, E&G
will credit incoming freight on damaged parts.

5.) No discontinued part or parts changed due to body style are returnable.
You are responsible for inspecting all packages containing E&G Classics' parts and prod uct

im me di ate ly upon their receipt and must file a claim with the carrier for any dam age dis clo sure
by such inspection and notify E&G classics in writing at the above address of any such dam-
age.  This warranty does not extend to any of our products which have been subject to mis-
use, neglect, accident or have been altered or re paired in any way.  This warranty does not
cover any accidental or consequential damages for any breach of this warranty agree ment.
E&G Classics shall have no responsibility for any loss of time, in con ve nience, com mer cial loss
or con se quen tial damage, nor shall E&G be liable for any injury or damage to persons or prop-
erty by reason of any defect in material, work man ship or finish of its parts or products.  This
warranty gives you specific legal rights and you may also have other rights which may vary
from state to state.
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