
1. Open the doors and pull down the factory weatherstripping.
2. Align the E&G sunvisor into place, making sure it is 5" back from the rear edge of

the windshield rubber moulding. The rear edge of the sunvisor must be parallel
with the windshield moulding for proper alignment.
IMPORTANT: Before you mark the mounting holes in the drip channels, make
sure that the measurement between the windshield and the center of the front
radiused edge of the sunvisor is 1-5/8". This is very important. Any less clearance
could interfere with windshield wiper operation!

3. Once the sunvisor is in the correct position, mark the holes through the side
brackets onto the drip channel with a grease pencil.

4. Remove the sunvisor and drill through the marks made with a 7/64" drill bit.
5. Install the sunvisor using the supplied 3/4" truss head screws.
6. Drill through the existing holes in the center brackets with a 7/64" drill bit (8

holes).
7. Align the center cover onto the sunvisor (hook front edge underneath the

sunvisor and center) then align the aluminum moulding into place. Use a 7/64"
drill bit to drill through the hole in the moulding, through the center cover,
sunvisor and metal of the roof for a 3/4" no.6 countersunk phillips screw
installation.

8. Remove the sunvisor. E&G recommends that all holes drilled through the metal
of the car be blown out to remove any metal shavings and a good quality sealer
be applied to prevent any future rust problems.

See next page for double faced tape installation and final installation notes.
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Sunvisor
Sunvisor Center Cover
Center Moulding
Hardware Kit (components listed below)
3/4" Truss Head Screws
3/4" No.6 Countersunk Phillips Screw
Double Faced Tape

1
1
1
1
12
1
6'

DDeessccrriippttiioonn PPaarrtt  NNoo..QQuuaannttiittyy

5200-0601-01
5200-0602-01
5200-0603-01
5200-0610-01
1999-3919-00
3999-9063-00
3004-9238-92 
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Part Number 5200-0600-01

IMPORTANT: Pre-painted parts may have light surface scratches in the paint
from shipping. E&G recommends using high quality extra fine liquid polishing
compound and wax for removing possible surface scratches.

Paint Information: E&G recommends using a  plastic adhesive promoter
primer, base and clear coats when painting. Spies Heckler has just such a system
for painting ABS parts. Please contact your local Spies Heckler paint representa-
tive/dealer for additional information.

9. Once the paint has cured, paint the underneath side of the visor with flat or semigloss black paint
(cross hatched area).

10. Apply double faced tape where shown to the inside of the sunvisor once the black paint is dry.
Apply a strip of double faced tape to either side of the center cover where shown.

11. Peel off the protective liner from the double faced tape, align the sunvisor into place and install all
12 3/4" truss head screws. IMPORTANT: Do not let the double faced tape pre-adhere to the roof
before it is properly aligned. Reinstall the factory weatherstrip to the drip rails.

12. Hook the front edge underneath the sunvisor, align and press firmly into place.
13. Apply double faced tape underneath the aluminum center moulding, align it into place and

install a 3/4" no.6 countersunk phillips screws to finish.

https://www.carid.com/eg-classics/


Sunvisor  Reinforcement  
Double  Faced  Tape
Tube  of  Silicone

1
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1

DDeessccrriippttiioonn PPaarrtt  NNoo..QQuuaannttiittyy

5200-00609-001
3004-99238-992
2999-99123-000  

2001-02 Chrysler P.T. Cruiser 
Classic Sunvisor

Reinforcement Installation 
K 01G1 

INSTALLATION INSTRUCTIONS:

1. Remove the sunvisor from the roof (center moulding screw and center section is double faced taped on) and lay it down onto a clean, well covered,
protected work area.

2. Thoroughly clean the underside of the sunvisor to remove any dirt, grease or fingerprints. This is a must! Failure to properly clean the underside surface
of the sunvisor will result in double faced tape and silicone adhesion failure.

3. Apply the supplied double faced tape around the outer edge of the reinforcement plate.
4. Scuff the exposed side of the reinforcement plate with a scotch brite pad or fine sandpaper and apply flat or semigloss black paint and allow to dry.
5. Apply long beads of the supplied silicone to the inside of the sunvisor where shown.
6. Peel off a small section off of each line of double faced tape. Align the reinforcement panel into place. Once it is properly aligned, peel off the remaining

double faced tape backing and press the panel firmly into place.
7. E&G recommends weighting down the reinforcement in the areas that the silicone was applied. Allow the weight to remain for 24 hours or until the

silicone has completely cured (the thicker the silicone was applied, the longer it will take to cure).
8. Apply double faced tape across the raised section of the reinforcement panel where shown.
9. Reseal all mounting holes previously drilled into the body of the car. Remove the double faced tape backing from the tape applied in step 8 and rein

stall the sunvisor to finish.

IMPORTANT: E&G does
not recommend the use
of epoxy to install the
new reinforcement plate.
Epoxies create high heat
as they cure and could
damage the paint finish.

Learn more about sunroof visors and deflectors we have.

https://www.carid.com/sunroof-visors.html



