
Stainless Steel Exhaust Tips
Hardware Kit (components listed below)
(4) .216” x 1” S. S. Self-Tapping Screws
(4) #10 Stainless Steel Lock Washers 
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5007-1901-08
5007-1905-08
1999-0341-00
1999-9555-00

Description Part No.Quantity

Part # 5007-1900-08

IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE

2008 Cadillac CTS & STS
Exhaust Tip Installation 

Instructions 
L 19 G7

5. Align the exhaust tips over the factory tips, orienting the 
“E&G” logos as follows: Driver side tip will have the second 
embossed logo (A) at the 12 o’clock position (as shown). The
passenger side tip will have the third embossed logo at the 
12 o’clock position (not shown). This will ensure that the 
tips are installed on the same angle as the rear valance. 
Using a tape measure, make sure that the 6 o’clock position 
of the tip is 1-1/16” out from the edge of the factory tip. 

1-1/16”

*** Use Caution when working on a hot exhaust system ***

1. Raise the vehicle to a comfortable working height on 
either a lift or with a jack and jack stands. Do not work 
under the vehicle supported only by a jack.
2. Apply masking tape around the factory exhaust cut-outs 

in the rear bumper cover to protect the finish during the 
following paint procedure.

3. Scuff the factory exhaust tips and use a high temperature 
exhaust paint to black out the factory stainless steel 
exhaust tips.
4. Remove the masking tape applied in Step 2 prior to 
exhaust tip alignment.

WARRANTY INFORMATION:

E&G Classics, Inc. warrants its chrome parts and products to be free from defects in ma -
te ri al, workmanship or finish for Thirty-Six (36) months from the date of shipment by
E&G.  This warranty is limited to the repair or replacement, at E&G Classics option, of the
defective part or product.  

To obtain performance under this warranty you must:

1.) Present your E&G unit to an authorized distributor in your area with proof of pur-
chase.

2.) If no distributor is available, contact E&G Classics (address below) for authorization 
to return unit.

3.) Returns - All unauthorized returns will be refused. Merchandise approved by E&G
for return must have been purchased within the Thirty-Six (36) months. All returns 

require an authorization number obtained from E&G and the actual return must 
be accompanied by the written authorization form filled out completely. All 

merchandise must be inspected upon receipt and shortages reported within 48 
hours. All merchandise must be in a resalable condition. Merchandise must be 
packed carefully in the original packing. If original packing is no longer usable, 
repack item(s) comparable to original manner. All returns are subject to a 25% 
handlingcharge. Special order items are not returnable. Defective merchandise 
must have an explanation of the problem. No credit will be issued unless invoice 

number and date of purchase has been supplied.  Manufacturer shall be the sole 
judge of defects in a product.

4.) UPS accounts - All returns must be prepaid.  Do not send return shipments freight 
collect. Once E&G has made its decision and it is a claim against our warranty pol
icy, E&G will credit incoming freight on damaged parts.

5.) No discontinued part or parts changed due to body style are returnable.
You are responsible for inspecting all packages containing E&G Classics' parts and prod-
uct immediately upon their receipt and must file a claim with the carrier for any damage
dis clo sure by such inspection and notify E&G classics in writing at the above address of
any such damage. This warranty does not extend to any of our products which have been
subject to misuse, neglect, accident or have been altered or repaired in any way.
This warranty does not cover any accidental or consequential damages for any breach of

this warranty agree ment.  E&G Classics shall have no responsibility for any loss of time,
inconvenience, com mer cial loss or consequential damage, nor shall E&G be liable for any
injury or damage to persons or property by reason of any defect in material, workmanship
or finish of its parts or products.  This warranty gives you specific legal rights and you may
also have other rights which may vary from state to state.

6. Once the tips are properly oriented, use masking tape to 
keep them aligned. Use a 1/8” drill bit to drill through 

two (2) of the mounting holes (per tip) and mark the fac-
tory tip with the drill bit. Use the holes that are easiest to 
access (sides and/or bottom).
7. Once the holes are marked, remove the tip and finish 
drilling through the marks made with the 1/8” drill bit. 
Drill only the first layer of metal, then enlarge the mount
ing holes to 3/16” (not shown).
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8. Install the tips using the supplied #10 lock washers and 
the .216” x 1” stainless steel self tapping screws. An air 
ratchet is recommended. Once the tips are level and tigh-
tend, E&G recommends placing several stainless steel tack 

welds to permanently attach the exhaust tips.
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BILLET GRILLS CAR ACCESSORIES

http://www.carid.com/billet-grilles.html
http://www.carid.com/

