
Stainless Steel Mesh Insert
Stainless Steel Surround
Mounting Brackets

(13) 8-32 ESNA Half Nuts
Top Mounting Plate

Stainless Steel Mesh Insert
Stainless Steel Surround
Lower Retainer w/Pins
(10) #8-32 ESNA Half Nuts

Right Outer
Left Outer

Right Inner
Left Inner

1081-0020-10
1081-0034-10
1081-0158-10
1081-0159-10
1081-0156-10
1081-0157-10
1999-0065-00
1084-0210-10

1081-0021-10
1081-0022-10
1081-0049-10
1999-0065-00

1084-0154-07
5999-1925-00
3004-9247-92
1999-9555-00
1999-9072-00
1999-0109-00
1999-0107-00
1081-0039-10

Stainless Steel “Q” Grille
(12) 8-32 ESNA Half Nuts
Top Mounting Plate
Mounting Brackets

Stainless Steel “Q” Grille
Lower Retainer w/Pins
(10) #8-32 ESNA Half Nuts

1081-0184-10Q
1999-0065-00
1084-0210-10
1081-0158-10
1081-0159-10
1081-0156-10
1081-0157-10

1081-0049-10
1999-0065-00

1999-0264-00
1999-0065-00
3999-9035-00
3004-9247-92
3999-9551-00
1999-9555-00
1999-9072-00
1999-0109-00
1999-0107-00
1081-0039-10

Right Outer
Left Outer

Right Inner
Left Inner

. To remove the stock grille, you must first squeeze the 
upper two (2) retaining clips and pull the top of the grille 
forward.
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1

3

“Black Ice” Stainless Steel Mesh Insert
Stainless Steel Surround
Mounting Brackets

(13) 8-32 ESNA Half Nuts
Top Mounting Plate

“Black Ice” Stainless Steel Mesh Insert
Stainless Steel Surround
Lower Retainer w/Pins
(10) #8-32 ESNA Half Nuts

Right Outer
Left Outer

Right Inner
Left Inner

1081-0020-10BI
1081-0034-10
1081-0158-10
1081-0159-10
1081-0156-10
1081-0157-10
1999-0065-00
1084-0210-10

1081-0021-10BI
1081-0022-10
1081-0049-10
1999-0065-00

1084-0154-07
3999-9035-00
3004-9247-92
1999-9555-00
1999-9072-00
1999-0109-00
1999-0107-00
1081-0039-10

. Use a long flat blade screw driver and push down on the 
centers of the factory grille retaining clips and pull for-
ward, releasing the factory grille from the bumper cover 
(grille shown removed for clarity).
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Install double faced tape to the back of the emblem (as 
shown). 

.. Remove the upper and lower mounting tabs from the 
back of the emblem.

6
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7 8

9

9

. Squeeze the bottom mounting tabs and remove the hood
prop rod holder from the factory grille.

. Remove the factory emblem from the O.E. grille by push-
ing in on the four (4) mounting tabs and push the 
emblem out from the back.

5

7

66

. For light colored vehicles, tape up the 1/2” inward of the 
upper grille opening and scuff the factory paint. Apply 
semi gloss or flat black paint to everything inside the 
upper and lower grille openings that are not already 
black.
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Before installing the upper grille, use a flat blade screw
driver top bend the centers of all four (4) lower mount-
ing brackets down as shown. This will allow the lower 
mounting brackets to snap into the factory slots in the 
bumper cover.

Install the assembled emblem onto the mesh section by 
aligning the mounting tabs on the emblems through the
slots in the mesh grille and install the supplied black 
plastic washers, #10 lock washers and #8-32 hex nuts 
then once the emblem assembly is centered, tighten. 

11

. Once the grille is installed and adjusted, use a long 1/8” 
(.125”) drill bit and drill through the centers of the exist-
ing holes in the and through both layers of 
plastic below the hole. You must drill straight down to 
catch both layers of plastic (see figure A).

16

. Install the supplied , 
making sure that they pass through both layers of plastic
(see figure A).

17

12

10

IMPORTANT! The exposed edges of the stainless steel grille and mesh can be ex- tremely sharp. Please handle with care.



Carefully peel back the protective masking tape from 
around the lower mesh grille. Peel the tape back over 
itself to minimize tape breakage. Pulling down on the 
bumper cover underneath the mesh grille will help 
increase the gap, making it easier to remove the tape.

. Install tape at the sides and bottom of the lower grille 
opening.

. Align the lower mesh grille into place, making sure the 
mounting pins fit into the slots drilled in .
Push the top of the grille in until the mesh is tight 
against the center bar and use a 1/16” drill bit to drill 
through the existing holes in the small mounting tabs 
and install the supplied #6 x 1/2” T-10 Torx pin head 
screws (not shown).

24

23

. Reinstall the hood prop rod holder removed in into
the rectangular opening in the .

18

. Measure and mark the centerline of the lower grille 
opening. 

. Cut out and tape together the supplied lower grille hole 
location template at the arrows, align it with the center
line of the grille opening and use masking tape to hold it
in place. Use an awl or similar pointed tool to mark the 
hole locations on the template onto the grille opening. 
Untape the template, flip it over and mark the opposite 
side.

19

. Use a 1/8” (.125”) drill bit to drill through the holes 
marked in the previous step. Use the drill bit to connect 
the holes, making mounting “slots” to allow for slight 
left to right grille adjustments

21

installed 
through both layers of factory plastic.

A

20



. Once the front license plate bracket has been modified, 
reinstall it using the factory hardware.

BB

A



Cut out and tape templates together at arrows.

E&G GRILLES BILLET GRILLES

http://www.carid.com/billet-grilles.html
http://www.carid.com/eg-classics/

