
Part #1146-0102-11

Open the hood and remove the factory plastic 
push pins (lift up on the centers of the push pins 
to remove them).

. Use wide masking tape and carefully mask around 
the factory grille prior to factory grille removal.

1
STEEL  MESH & GRILLE CAN  BE  EXTREMELY  SHARP!

. Push down on the lower factory grille retainers 
and remove the grille by pulling straight out.

3

WARNING:

“Black Ice” Part #1146-B102-11 Upper Only Part #1146-010U-11

http://www.carid.com/custom-grilles.html
http://www.carid.com/eg-classics/
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. Raise the vehicle on a lift or use a floor jack and 
jack stands to support the vehicle. Remove the 
10mm hex screws securing the left and right air 
deflectors (where shown).

. Once the lower air deflectors have been removed, 
remove all remaining plastic push fasteners and 
10mm hex head screws retaining the lower pan to 
the bumper cover and remove it from the vehicle.

. Measure and mark the exact center of the factory 
grille opening. Cut out and align the supplied 

and tape it into 
place. Mark the centers hole locations, untape the 
template, flip it over and mark the holes on the 
opposite side.
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. Remove the template and use a .125” (1/8”) drill 
bit to drill through the marks made in the previous
step. Use the drill bit to connect the holes, making 
a mounting slot.
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. Tape up to the factory grille lower mounting chan-
nel and paint everything inside the grille opening 
including the top edge of the channel) that will be 
visible through the mesh grille with flat or semi-
gloss black paint.
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. Remove the two 10mm hex bolts (one per side) 
and save for reinstallation.
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. Carefully align the and 
, making sure that all mounting 

studs pass through the openings or holes in the 
bumper cover. Push in on the dur-
ing the mounting hardware installation.

15

. Installthe and 
onto each bottom stud and 

tighten.  Install the and 
onto the upper mounting 

studs (as shown). the 
or you will indent the grille sur-

round at the stud locations. 
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. Install the by first aligning the 
through the holes drilled in 

(center ones first, then outer pins), then 
reuse the factory push pins to secure the

to the radiator support panel.

. Reinstall the 10mm hex bolt removed in . 
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. Use a 5/16” drill bit to drill through the marks 
made in the previous step.

. Cut out and align the 
and use an awl or similar pointed tool to mark the 
hole locations onto the lower factory grille insert.

The fits inside and flat against 
the lower honeycomb insert.
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Peel off the protective backing from the upper and 
lower mesh grilles and use a mild solvent to 
remove any glue residue. Use alcohol or glass 
cleaner to remove any solvent residue.

. Finished installation.



Cut out templates, align or overlap and tape together.


