
Remove the front license plate bracket (if equipped). Apply 
masking tape to the plastic and chromed openings of the fac -
tory lower grille as shown.

TOOLS REQUIRED 

Install the supplied .045” x .250” double faced tape to the top 
and bottom portions of the mesh surround.

3. Peel off the double faced tape liner, align the mesh section and
press it firmly into place to set the tape.

4. Peel back the four corners of the protective liner prior to screw
installation ( ).
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Align the mesh and surround in place and use wide masking 
tape to hold it in proper alignment (not shown) for the follow-
ing hole drilling and screw installation procedure.

Carefully install the supplied Torx T-10 screws using a 1/4” nut 
driver and the supplied Torx T-10 tool. Leave the screws slightly 
loose at this time. 

Do 
not overtighten or you could strip out the holes in the plastic 
grille!



Trim the center boss from the back of the front license plate 
bracket (if equipped).

Reinstall the front license plate bracket (if equipped).
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Apply the .045” x .250” double faced tape to the back of the 
upper grille mesh surround. You will need to trim a small por-
tion from the width of the tape.

13. Align the mesh onto the back of the mesh surround (see next
photo for alignment detail) and press the mesh firmly into 
place to set the tape.

Make sure that the mesh weave does not block the mounting 
holes in the surround. Peel off the protective cover from the 
mesh surround and use a mild solvent and a soft, clean cloth 
to remove any glue residue. Use alcohol or glass cleaner and a
soft, clean cloth to remove any solvent residue.
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Apply masking tape around the upper factory grille opening. 
Align the assembled upper mesh grille, making sure it is per-
fectly centered in the opening and the mounting holes align 
over the centers of the factory verticle dividers. Use a 1/16” 
drill bit to drill through the centers of the mounting holes. 

Install the supplied #6 x 3/4” Torx pin head screws using the 
supplied Torx pin head tool. Leave the screws loose at this 
time.
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Carefully pull off the protective masking tape before it can get 
caught underneath the installed upper mesh grille.

Finish tightening the upper grille torx pin head screws to fin-
ish the installation. Do not overtighten the screws or you 
could strip out the holes in the factory plastic grille!
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BILLET GRILLESE&G GRILLES

http://www.carid.com/eg-classics/
http://www.carid.com/billet-grilles.html

