
“Premiere” Heavy Mesh Grille Includes:
Chrome Plated Frame
“Fine” Mesh Insert
(14) Stainless Steel Rivets (SSD44SSBS)
(4) Large Rubber Bumpers #740-B
Emblem Backing Plate
Hardware Kit (components listed below)
Inner Mounting Brackets
Outer Mounting Brackets

Stainless Steel Rivets (SSD44SSBS)
E&G Multi-Color Emblem
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“Classic” Grille (Includes):
Chrome Plated Frame
“Classic” Verticle Section
(4) Large Rubber Bumpers #740-B
(14) Stainless Steel Rivets (SSD44SSBS)
(14) .135” I.D. x .560” X .062” O.D. Washers
Emblem Backing Plate
Hardware Kit (components listed below)
Inner Mounting Brackets
Outer Mounting Brackets

Stainless Steel Rivets (SSD44SSBS)
E&G Multi-Color Emblem
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1
2
1 Set

8
1

Description Part No.Quantity
*************
1367-0141-07
1367-0146-07
1999-3916-00
1999-1929-00
1999-3910-00
1367-0159-07
1367-1902-07
1367-0157-07
1367-0155-07
1367-0156-07
1999-1929-00
1099-0046-05

Classic Part #1367-0101-07

1

1
2
1 Set

8
1

Description Part No.Quantity
*************
1367-0141-07
1367-0020-07
1999-1929-00
1999-3916-00
1367-0159-07
1367-1902-07
1367-0157-07
1367-0155-07
1367-0156-07
1999-1929-00
1099-0046-05

Fine Mesh Part #1367-0102-07

1.   Open the hood and remove the radiator support 
      panel cover (remove all plastic push fasteners and 
      remove the cover for access to the grille mounting
      bolts).

1

2.    Remove the factory grille by first removing the four 
      (4) 13mm bolts across the top of the grille.

3.    Pull the top of the grille toward you slightly to gain 
      access to the lower mounting clips. Squeeze the clips as 
      shown to release the bottom of the grille and remove it 
      from the vehicle.
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IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE
2007-08 Chrysler Aspen

“Classic” & “Classic Mesh”
Grille Installation

Instructions
E 04 G7R 

DO NOT USE ABRASIVE OR CAUSTIC CLEANERS OF ANY TYPE ON THESE GRILLES. THIS WILL VOID THE E&G WARRANTY.
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“Premiere” Heavy Mesh Grille Includes:
Chrome Plated Frame
“Heavy” Mesh Insert
(14) Stainless Steel Rivets (SSD44SSBS)
(4) Large Rubber Bumpers #740-B
Emblem Backing Plate
Hardware Kit (components listed below)
Inner Mounting Brackets
Outer Mounting Brackets

Stainless Steel Rivets (SSD44SSBS)
E&G Multi-Color Emblem

1

1
2
1 Set

8
1

Description Part No.Quantity
*************
1367-0141-07
1367-0040-07
1999-1929-00
1999-3916-00
1367-0159-07
1367-1902-07
1367-0157-07
1367-0155-07
1367-0156-07
1999-1929-00
1099-0046-05

Heavy Mesh Part #1367-0104-07

Right
Left



10.  Install the outer mounting brackets onto the grille onto 
      the left and right sides of the grille (outer driver side 
      shown) using the supplied 1/8” x 3/8” stainless steel riv-
      ets.
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6.    Use a small flat blade screwdriver to seperate the hood 
      support rod recepticle from the recepticle base. Once 
      apart, remove the recepticle base from the factory grille.
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7.     Use caution when removing the factory chrysler emblem 
      from the factory grille. Heat the back of the grille to soften 
      the silicone holding the emblem and insert a small round 
      punch or similar tool into one of the holes located behind 
      the emblem. Slowly push the emblem out of the recess. 
      Once the emblem begins to push out, use a plastic spreader
      or other non-metallic tool to finish prying the emblem out. 

8.     Reinstall the emblem into the E&G Grille using silicone or 
      double faced tape (not shown). 
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9.    Paint everything inside the factory grille opening with 
      flat or semi-gloss black paint that would be visible 
      through the E&G grille.
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4.    Lay the factory grille face down onto a clean work sur
      face.

5.    Rotate the factory lower mounting clips 90 degrees and 
      use pliers to squeeze the clip to release it from the bot-
      tom of the factory grille. Save these clips for reinstallation
      into the E&G grille.
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11.  Install the inner mounting brackets onto the grille onto 
      the left and right sides of the grille (inner driver side 
      shown) using the supplied 1/8” x 3/8” stainless steel riv-
      ets.
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17. Finished installation.

13.  Reinstall the hood support rod clip into the reciever hole 
      laser cut into the driver side inner mounting bracket. 

14.  Install the assembled E&G grille back into the vehicle, 
      making sure the lower four (4) factory clips snap back 
      into the mounting holes.

15.  Reinstall the four (4) 10mm bolts to secure the top of the
      E&G grille to the header panel.
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16.  On vehicles painted colors other than dark blue or black,
      you must tape up the edge of the hood and approxi-
      mately 1” back from the inner edge of the hood (as 
      shown), scuff the paint and apply black paint to this 
      area. Due to the chrome surface of the E&G grille, it will 
      reflect all the factory seams and spot welds that are visi-
      ble. This will eliminate the unwanted reflections.
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12.  Reinstall the four (4) factory lower mounting clips into 
      the brackets located on the bottom of the E&G grille.
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E&G BILLET GRILLES CUSTOM GRILLES

http://www.carid.com/eg-classics/
http://www.carid.com/billet-grilles.html

