
Note: Standard spoiler shown. Version II spoiler installation is the same.1 Piece E&G Rear Spoiler
Hardware Kit (componets listed below):
(2) Mounting Brackets
(90”) 1/2” x .040” Double Faced Tape
(24”) 3/4” x .045” Double Faced Tape

1
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Description Part No.Quantity
5007-1701-08
5007-1702-08
5007-1705-08
3004-9248-92
3004-9247-92

IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE

Part No. 5007-1700-08

2008 Cadillac CTS
Rear Deck Lid Spoiler 

Installation Instructions
C 11 G8R

3. Align the wing onto the trunk lid, making sure it is 
perfectly centered from side to side and flush against 
the rear edge. Tape the wing in place to prevent it 
from moving.

1. E&G recommends applying an adhesive promoter to 
the inside surfaces of the spoiler and allow to dry. 

2. Install the supplied 1/2” x .045” double faced tape 
onto the inside surface of the E&G spoiler where 
shown. 

4. Apply masking tape where the back edge of the spoil-
er contacts the painted surface of the deck lid and the
high mount stop lamp.

7. Carefully remove the masking tape securing the front 
edge of the spoiler to the deck lid and apply masking 
tape up to the forward edge of the spoiler for paint 
protection. Remove the spoiler from the deck lid.  

8. Peel back a small section of the double faced tape 
applied to the bottom of the brackets. Align the 
mounting brackets onto the top of the high mount 
stop lamp.
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5. Install the supplied 1/2” double faced tape to the 
wide leg of the mounting brackets. 

6. Install the supplied 3/4” double faced tape to the 
short leg of the mounting brackets. 
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1 Piece E&G Rear Spoiler Version II
Hardware Kit (componets listed below):
(2) Mounting Brackets
(90”) 1/2” x .040” Double Faced Tape
(24”) 3/4” x .045” Double Faced Tape

1
1 

Description Part No.Quantity
5007-1701-08X
5007-1702-08
5007-1705-08
3004-9248-92
3004-9247-92

Version II  Part No. 5007-1700-08X

For unpainted spoilers: D/A the spoiler with 360
dry or 400 wet sand paper. Use a red scotch brite
pad around all edges. Degrease the spoiler and
follow the paint man u fac tur er's recommendations
for painting this type of part (ABS plastic).

http://www.carid.com/eg-classics/
http://www.carid.com/spoilers.html


 

14. Press the wing down (A) and then forward (B) at the 
center to adhere to the double faced tape applied to 
the mounting brackets.

15. Carefully peel off the remaining tape backing and 
press the spoiler firmly into place to set the tape and 
finish the installation.

11. Peel off the double faced tape backing from the tape 
applied to the mounting brackets (not shown).

12. Peel back a small portion of tape backing from each 
section of double faced tape applied to the inside of 
the spoiler

13. Align the spoiler onto the deck lid and make sure it is 
perfectly centered but do not allow the inner surface 
of the spoiler to contact the double faced tape on the
mounting brackets. Tape to ends of the double faced 
tape backing to the deck lid to prevent them from 
rolling back underneath the spoiler.
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10. E&G recommends the careful application of an adhe-
sive promoter such as “ProBond” or equivalent be 
applied to the painted surface of the deck lid up to 
the protective masking tape. Use caution as adhesive
promoters have a tendency to stain painted surfaces. 
Coat all services that the double faced tape will 
adhere to.

9. The double faced tape surface on the face of the 
mounting brackets (A) must align 1/8” back from the 
edge of the masking tape applied in Step 4. This will 
assure that the back edge of the spoiler will adhere to 
the brackets. Once the brackets are properly aligned, 
peel off the double faced tape backing and press the 
brackets firmy into place to set the tape.

9

A


