
IMPORTANT: PLEASE KEEP THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE !

2011-12 Chrysler 300 Rear Spoiler
Part #: Complete 5099-1700-11

1. Clean the rear trunk lid to remove dust, dirt, fingerprints, etc.

1a.Align the rear spoiler onto the trunk lid, making sure that it is per-

     fectly centered and that the cutout is even around the trunk 

     mounted high mount stop lamp.

1b.Once the spoiler is in the proper position, use masking tape to 

     hold the spoiler in place.

2. With the spoiler taped in place, use 1” wide masking tape to tape

around the edges of the spoiler prior to adhesive promoter appli-

    cation.

TOOLS REQUIRED 
Clean soft cloths, alcohol or glass cleaner, wax and grease remover, automotive grade masking tape,  

non-acidic silicone or urethane, razor blade or X-Acto knife and adhesive promoter.

3. Remove the spoiler and use an adhesive promoter such as

“ProBond” or equivalent and apply it to the painted surfaces inside

the masking tape applied in the previous step. USE CAUTION

and do not get any adhesive promoter anywhere on the paint that

will not be covered by the spoiler. Adhesive promoters will stain

the paint!

4. Use an adhesive promoter such as “ProBond” or equivalent and

apply it to the mounting surfaces inside the rear spoiler.

4a.  Install the supplied 3/4” double faced tape to the inside mounting

      flanges of the rear spoiler.
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http://www.carid.com/eg-classics/


5. Peel back a small portion of the double faced tape backing and 

    use masking tape to hold it back (as shown).

6. Apply a large dab of non-acidic silicone or urethane onto each in

    side corner of the rear spoiler prior to installation.

7. Align the rear spoiler into place, making sure perfectly aligned 

    with the masking tape applied in Step 2.

8. Begin pulling off the upper double faced tape backing first, then 

    press the top edge of the spoiler into place.

9. Once the upper tape backing has been removed and the spoiler 

    pressed into place, repeat the procedure on the lower sections of 

    the double faced tape.

10. Finished installation.
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Quantity: Description: Part Number:

1 Rear Deck Lid Spoiler 1099-1701-11

8’ .045 x 3/4” Double Faced Tape 3004-9247-92

Part #5099-1700-11


