
IMPORTANT INFORMATION : Steps 1-4 must be followed.

1. Thoroughly read and comprehend the instructions before you begin the installation.
2. The vehicle should be parked on a level surface for proper hood vent alignment.
3. High quality 3M automotive tape/gasket is pre-applied to the vents and backing and should not be removed until

instructed.
4. The hood should be properly cleaned to remove any wax, paint sealant or grease that will prevent proper tape adhe-

sion.
5. Using the dimensions on the following page, use a grease pencil and lightly mark the centerline of the hood as the

basis for hood vent alignment.
6. Once the center of the hood is marked, measure over from the center 2-5/8” to either side at the front of the hood, or

2-1/4” at the rear of the hood.
7. Measure back from the crease on the front edge of the hood 2-5/8” for proper hood vent setback. For rear mounted

hood vents, measure forward from the rear edge of the hood 2-/14” at the center and 9/16” forward at the outer edge
and mark the locations with a grease pencil.

8. Align the hood vents into place, making sure that they are even and properly angled to match the grease pencil marks.
9. Once the hood vents are in place, trace around the outside of the hood vents with a grease pencil, then remove the

hood vents from the hood.
10.Align the die cut black out tape appliques inside the traced outline of the hood vents and install the tape using a

squeegee. Make sure that there are no air bubbles trapped between the hood and the black out tape.
11.Tape around the grease pencil marks with masking tape and apply and adhesive promoter such as ProBond or equiv-

alent to the paint exposed between the masking tape and the black out applique.
12.Once the adhesive promoter dries, peel back a small portion of the double faced tape liner from the back of the hood

vents, align the vents with the grease pencil marks and slowly peel back the adhesive liners and press the vents firmly
into place to finish.

CNC Hood Vents (includes):
(1 Set) Chrome Plated Frames 
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Description Part No.Quantity

Front Mount Part # 1007-4920-08A
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On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/eg-classics/
https://www.carid.com/custom-grilles.html

