
1. Remove the eight (8) plastic push fasteners using a
small flat blade screw driver and remove the radia-
tor support panel cover from the vehicle (to be
reused).

2. Use masking tape to protect the bumper cover
grille opening while removing the factory grille
insert.

3. Lift up on the bumber cover tab locking the factory
grille insert mounting tab in place, then push the
mounting tab forward to begin grille insert
removal (10 mounting tabs total).
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Upper Mesh Grille Surround
Upper Mesh Sections
Lower Mesh Grille Surround
Lower Mesh Grille Section
Emblem Corral Block Off Plate
Hardware Kit (components listed below)
(12) 8-32 ESNA Half Nuts
(2) 3/16” x 1/2” x .062” Black Nylon Washers
(4) 1.006” x .189” x .064 Black Washers
(2) .156” x 1-1/4” Black Cap Plugs
(4) Black Rectangular Mesh Retainers
(1) Upper Grille Outer Hole Template (see page 7)
(1) Lower Grille Outer Hole Template (see Page 7)
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Description Part No.Quantity
1049-0184-10
1049-0183-10
1049-0182-10
1999-0065-00
1999-0256-00
1999-0264-00
1999-0241-00
1999-0256-00
1999-0264-00
1999-0311-00
1099-0167-05B
1049-0068-10Q
1049-0067-10Q

Part #1049-0102-10

Will not fit 2010 Base Mustangs
with the optional “Pony” package.

IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE

2010 Ford Mustang 
2 Piece Stainless Steel 
“Heritage” Mesh Grille    

G 22 G9P 



4. Carefully pull the factory grille insert out of the
bumper cover, making sure you do not drag it
across the top of the bumper cover.

5. Install the supplied 1” double faced tape to the
back of the corral block off plate.

7. Carefully cut out and align the upper grille outer
hole location template and tape it into place and
use an awl or similar pointed tool to mark the grille
at the hole locations. Keep the awl perpendicular
to the surface of the grille for an acurate hole loca-
tion.

8. Tape around the perimeter of the grille to protect
the plastic. Use a 1/8” drill bit to drill a pilot hole
where the marks were made in the factory grille.
Enlarge the holes to 5/16”.

9. Turn the factory grille over and clean off any plastic
shavings.
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6. Carefully remove the tape backing and align the
corral plate over the factory grille, making sure you
do not scratch the plastic surrounding the
Mustang emblem.
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14. Install the supplied large black plastic washers and
#8-32 ESNA half nuts onto the inner mounting
studs and tighten.
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13. Install a black plastic washer and a 8-32 ESNA half
nut onto each outer stud and tighten.
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10. Carefull align the mesh sections over the factory
upper grille as shown. The mesh must not overlap
the corral block out.
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11. Trim the ends from the black vinyl caps and install
them onto the outer studs on the upper mesh
grille surround.

12. Align the surround, making sure the studs pass
through the cuts outs in the mesh and the holes
drilled in Step 7. Once everthing is aligned, turn
the grille over.
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15. Reinstall the assembled mesh grille back into the
opening in the bumper cover, pressing firmly into
place until it clips in, then remove the protective
masking tape.
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16. Raise the vehicle and remove the lower front aero
pan 5.5mm hex screws.

IMPORTANT: It is not necessary to remove front license
plate brackets to install the lower grille.
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21. Align the lower mesh section and surround into
place, making sure that the studs protrude
through the outer holes drilled in Step 15. Install
the supplied rectangular mesh retainers to the cen-
ter four (4) studs, securing the grille to the factory
lower grille.
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22. Install a large black plastic washer and a #8-32
ESNA half nut onto each outer stud and tighten.
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20. Test fit the lower grille. If the upper studs hit the
factory grille, remove the grille surround and use a
5/16” drill bit to remove some of the factory plastic
interfereing with the upper mounting studs. If you
do not do this, the grille will not be centered in
the factory opening.
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19. Use a 5/16” drill bit to drill through the marks
made in the previous step.
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18. Using the supplied template, mark the outer stud
hole locations using an awl or similar pointed tool.
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17. Apply protective masking tape around the lower
grille opening (as shown).
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On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/eg-classics/
https://www.carid.com/custom-grilles.html



