
Stainless Steel “Z” Grilles - Upper Center
Upper Right

Upper Left
Stainless Steel “Z” Grilles  -  Lower Right

Lower Left
Hardware Kit (components listed below)
8-32 ESNA Half Nuts
.156” x 1” Vinyl Caps

1 Set

1 Set

1
12
2

Description Part No.Quantity
1049-0184-05GT
1049-018A-05GT
1049-018B-05GT
1049-018Y-05GT
1049-018Z-05GT
1049-0182-05GT
1999-0065-00
1999-0241-00

Notes to the Technician:
E&G is proud to present this package to you and reminds you that 
for technical information. Do not attempt installation any E&G 
product without first reading the detailed instructions. E&G Classics 
will not warrant damaged parts or vehicle due to altered 
installation instructions.

IMPORTANT: PLEASE KEEP THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE !

2005 Ford Mustang GT
Stainless Steel “Z” & “Q”

Grilles     C 08 G5R

“Z” Grille Part #1049-0185-05GT

1. Remove the plastic push fasteners using a small flat
blade screw driver and remove the radiator sup-
port panel cover from the vehicle (to be reused).

2. Remove the 10mm hex bolts (one each side) from
the top of the bumper cover and lift it up over the
alignment tab.

3. Use a flat blade screw driver to release the factory
grille from the bumper cover. Pry between the
mounting tab’s hooked end and the bumper cover
to release.
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-------- WARNING! ---------
PLEASE HANDLE WITH CARE! THE EDGES OF THE STAINLESS STEEL “Z”

GRILLE MAY BE SHARP!

Stainless Steel “Q” Grilles - Upper Center
Upper Right

Upper Left
Stainless Steel “Q” Grilles  -  Lower Right

Lower Left
Hardware Kit (components listed below)
8-32 ESNA Half Nuts
.156” x 1” Vinyl Caps

1 Set

1 Set

1
12
2

Description Part No.Quantity
1049-0184-05GTQ
1049-018A-05GTQ
1049-018B-05GTQ
1049-018Y-05GTQ
1049-018Z-05GTQ
1049-0182-05GT
1999-0065-00
1999-0241-00

“Q” Grille Part #1049-0185-05GTQ

2

3

https://www.carid.com/eg-classics/


4. Carefully remove the electrical connectors from the
factory grille mounted driving lights and remove
the grille from the car.

5. Apply masking tape to the bottom face of the grille
opening to prevent possible scratching from the
stainless steel grille alignment.

6. Carefully align the grille center section into place
and press the mounting studs locations firmly
enough to mark the factory plastic grille.

7. Remove the grille and use a 5/16” drill bit to drill
through the factory grille at the indented mount-
ing stud locations.

8. Trim a 1/4” from the closed end of the .156” x 1”
vinyl caps and install them onto the lower studs on
the left and right sections of the upper grille only.
These are the only studs that are visible once the
grille overlay is installed.

9. Align the upper left and right grille sections and
press firmly enough to mark the stud locations.

10. Drill the marks with a 5/16” drill bit. Make sure all
plastic shavings are blown out.

11. Align the right, center and left sections of the grille
and install the supplied 8-32 ESNA half nuts.

12. Align the lower grille sections into the factory
openings and press the grille firmly enough at the
stud locations to mark the grille plastic.
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13. Use a 5/16” drill bit to drill through both layers of
grille insert and the bumper cover and blow out
plastic shavings so they do not get caught behind
the new stainless grille.

14. Align the lower stainless grille sections into place, 
install the 8-32 ESNA half nuts and completely 
tighten. You can access the hardware through the 
lower center grille openings as shown.

15. Reinstall the assembled factory grille backing into
the mounting slots in the bumper cover.

16. Once the grille is snapped back into place, reinstall
the 10mm factory bumper cover bolts.

17. Remove the protective masking tape and reinstall
the radiator support panel cover to finish.
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https://www.carid.com/custom-grilles.html



