
Upper Mesh Grille (includes):
Stainless Steel Mesh Insert
Stainless Steel Surround
Mounting Brackets

(13) 8-32 ESNA Half Nuts
Top Mounting Plate
(1) Black Plastic Washer
Lower Mesh Grille Insert (includes)
Stainless Steel Mesh Insert
Stainless Steel Surround
(3) Black Rectangular Mesh Retainers
(3) #8-32 ESNA Half Nuts
(3) 1-1/4” Black Cap Plugs
Hardware Kit (components listed below)
(5) 1.006” x .187” x.062” Plastic Washers
(3) #8-32 ESNA Half Nuts
(1) Emblem Mounting Plate w/Studs
(2) #8 x 1/2” Black Truss Head Screws
(1’) .045” x 3/4” Double Faced Tape
(2) #10 Stainless Steel Lock Washers
(2) #8-32 Stainless Steel Hex Nuts
(5) #6 x 1/2” T-10 Torx Pin Head Screws
(1) T-10 Torx Pin Head Tool

Right Outer
Left Outer

Right Inner
Left Inner

1. Open the hood and remove the four (4) push pins retaining 
the top of the grille to the support by pushing in on the cen-
ter of the pins until they click. Lift straight up to remove the 
push pins (save pins for reinstallation).

2. Apply protective tape around the upper and lower grille open-
ings to protect the paint.
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************
1084-0020-10
1084-0034-10
1084-0158-10
1084-0159-10
1084-0156-10
1084-0157-10
1999-0065-00
1084-0210-10
1999-0256-00
************
1084-0021-10
1084-0022-10
1099-0167-05B
1999-0065-00
1999-0311-00
1084-1902-10
1999-0264-00
1999-0065-00
1084-0154-07
3999-9035-00
3004-9247-92
1999-9555-00
1999-9072-00
1999-0109-00
1999-0107-00

Description Part No.Quantity

Mesh Grille Part # 1084-0102-10

Upper “Q” Grille (includes):
Stainless Steel “Q” Grille
(12) 8-32 ESNA Half Nuts
Top Mounting Plate
Mounting Brackets

Lower “Q” Grille Insert
Hardware Kit (components listed below)
(3) 1.006” x .187” x.062” Plastic Washers
(3) #8-32 ESNA Half Nuts
(2) #8 x 1/2” Black Truss Head Screws
(1’) .045” x 3/4” Double Faced Tape
(2) #10 Stainless Steel Flat Washers
(2) #10 Stainless Steel Lock Washers
(2) #8-32 Stainless Steel Hex Nuts
(5) #6 x 1/2” T-10 Torx Pin Head Screws
(1) T-10 Torx Pin Head Tool

1

1
1

************
1084-0184-10Q
1999-0065-00
1084-0210-10
1084-0158-10
1084-0159-10
1084-0156-10
1084-0157-10
1084-0183-10Q
1084-0182-10Q
1999-0264-00
1999-0065-00
3999-9035-00
3004-9247-92
3999-9551-00
1999-9555-00
1999-9072-00
1999-0109-00
1999-0107-00

Description Part No.Quantity

“Q” Grille Part # 1084-0185-10Q

Right Outer
Left Outer

Right Inner
Left Inner

3. To remove the stock grille, you must first squeeze the 
upper two (2) retaining clips and pull the top of the grille 
forward.
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IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE
2010 Nissan Altima
Sedan Mesh & “Q” 
Grille Installation

Instructions
K 06 G9R  
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Upper Mesh Grille (includes):
“Black Ice” Stainless Steel Mesh Insert
Stainless Steel Surround
Mounting Brackets

(13) 8-32 ESNA Half Nuts
Top Mounting Plate
(1) Black Plastic Washer
Lower Mesh Grille Insert (includes)
“Black Ice” Stainless Steel Mesh Insert
Stainless Steel Surround
(3) Black Rectangular Mesh Retainers
(3) #8-32 ESNA Half Nuts
(3) 1-1/4” Black Cap Plugs
Hardware Kit (components listed below)
(5) 1.006” x .187” x.062” Plastic Washers
(3) #8-32 ESNA Half Nuts
(1) Emblem Mounting Plate w/Studs
(2) #8 x 1/2” Black Truss Head Screws
(1’) .045” x 3/4” Double Faced Tape
(2) #10 Stainless Steel Lock Washers
(2) #8-32 Stainless Steel Hex Nuts
(5) #6 x 1/2” T-10 Torx Pin Head Screws
(1) T-10 Torx Pin Head Tool

Right Outer
Left Outer

Right Inner
Left Inner

1

1

1

************
1084-0020-10BI
1084-0034-10
1084-0158-10
1084-0159-10
1084-0156-10
1084-0157-10
1999-0065-00
1084-0210-10
1999-0256-00
************
1084-0021-10BI
1084-0022-10
1099-0167-05B
1999-0065-00
1999-0311-00
1084-1902-10
1999-0264-00
1999-0065-00
1084-0154-07
3999-9035-00
3004-9247-92
1999-9555-00
1999-9072-00
1999-0109-00
1999-0107-00

Description Part No.Quantity

“Black Ice” Mesh Grille Part # 1084-B102-10

4. Use a long flat blade screw driver and push down on the 
centers of the factory grille retaining clips and pull for-
ward, releasing the factory grille from the bumper cover 
(grille shown removed for clarity).
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8.   Install double faced tape to the back of the emblem (as 
  shown). 

9.   For Mesh Grilles: Align the emblem onto the emblem 
  mounting plate, align the outer edges and press the 
  emblem firmly to the plate to set the tape.
  For “Q” Grilles: Align the emblem onto the “Q” grille and 
  press the emblem firmly to the plate to set the tape (not 
  shown).

7. Remove the upper and lower mounting tabs from the 
back of the emblem.
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6. For light colored vehicles, tape up the 1/2” inward of the 
upper grille opening and scuff the factory paint. Apply 
semi gloss or flat black paint to everything inside the 
upper and lower grille openings that are not already 
painted black.
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IMPORTANT! The exposed edges of the stainless steel grille and mesh can be ex- tremely sharp. Please handle with care.

5. Remove the factory emblem from the O.E. grille by push-
ing in on the four (4) mounting tabs and push the 
emblem out from the back.
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10.   Once the emblem is double faced taped to the emblem 
  mounting plate, break off the side mounting tabs prior to 
  grille installation.
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13.  Carefully align the upper grille into place, making sure all 
  four (4) lower mounting tabs fit into the lower slots in the 
  bumper cover. Press firmly at all lower tab locations until the
  tabs snap into the slots. 

16.  Use a lift or raise the car on a jack and use jack stands to
  support it. Remove the factory fasteners that retain the 
  lower pan and remove it for lower grille hardware 
  access.
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12.  Use a flat blade screw driver to pry down on the centers 
  of the upper grille lower mounting tabs (as shown). 
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14.  Reinstall the factory upper push pins to secure the top of the
  E&G “Q” or Mesh grille. 

15.   IMPORTANT: If the grille is too high, it may hit the hood.
  Carefully close the hood and check the clearance. If you 
  need to move the grille down, remove the grille and bend 
  the lower mounting brackets up until the grille is centered in
  the opening. If the grille is too low and will not fit inside the
  opening, bend the lower mounting brackets down to raise 
  the grille up enough to fit inside the factory opening.
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11.  Install the assembled emblem onto the mesh section by 
  aligning the mounting tabs on the emblems through the
  slots in the mesh grille and install the supplied black 
  plastic washers, #10 lock washers and #8-32 hex nuts 
  then once the emblem assembly is centered, tighten. 
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17.  Trim the ends from the preinstalled black cap plugs and 
  push them down over the lower grille mounting studs.
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22. For vehicles equipped with a front license plate bracket:
Modify the lower portion of the front bracket by trimming
the center mounting leg even with the stiffening supports
(A). Shorten the side extensions (B) as needed until the front
bracket fit tight against the bumper cover and lower grille.

23. Once the front license plate bracket has been modified,
reinstall it using the factory hardware.

24. Reinstall the lower pan removed in Step 16.

BB

BB

21. Carefully peel back the protective masking tape from
around the lower mesh grille. Peel the tape back over
itself to minimize tape breakage. Pulling down on the
bumper cover underneath the mesh grille will help
increase the gap, making it easier to remove the tape.

A

A

18. Install tape at the sides and bottom of the lower grille
opening.

19. Align the lower mesh grille into place, and install a large
black plastic washer and a #8-32 ESNA half nut onto
each lower mounting stud and tighten until the washer
no longer rotates.

20. Push the top of the grille in until the mesh is tight
against the center bar and use a 1/16” drill bit to drill
through the existing holes in the small mounting tabs
and install the supplied #6 x 1/2” T-10 Torx pin head
screws.
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25. Finish removing the protective tape. Thoroughly clean the
grilles (using a mild solvent to remove any glue residue left
from the protective covering, followed by glass cleaner to
remove any solvent residue) once you are finished the instal-

  lation. CAUTION! Be careful while cleaning as the edges of 
  the stainless steel can be very sharp.
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On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/eg-classics/
https://www.carid.com/custom-grilles.html

