
Mesh Grille Insert (includes)
Stainless Steel Surround
Stainless Steel Mesh Insert
Lower Mounting Retainer
(3) 8-32 ESNA Half Nuts
Hardware Kit (components listed below)
Top Mounting Brackets
Emblem Surround Mounting Brackets
8-32 ESNA Half Nuts
S.S. Emblem Surround
.156” x 1” Vinyl Caps
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1091-0034-99
1091-0040-99
1091-0041-99
1999-0065-00
1091-1902-99
1091-0159-99
1091-0158-99
1999-0065-00
1091-0035-99
1999-0241-00

Description Part No.Quantity

Part # 1091-0104-99

1. Open the hood and remove the plastic header panel 
cover by removing the plastic push fasteners with a 
small flat blade screw driver (not shown).

2. Apply masking tape to the perimeter of the grille (as 
shown).

3. Mark the exact center of the factory grille with a grease 
pencil or marker.

IMPORTANT!
The exposed edges of the stainless

steel grille and mesh can be extremely
sharp. Please handle with care.

6. Use a 5/32” drill bit to drill through the marks made on 
the factory grille surround. Drill only through the first 
layer of chrome plated plastic. Drilling deeper is not nec-
essay.

7. Carefully align the grille, making sure the alignment pins 
fit into the mounting holes before you push the grille into 
the factory surround. Push down on the upper mounting 
studs to clear the top of the surround. Remove the mask-
ing tape at this time.

4. Mark the center hole location 1/2” out from the lower 
inner edge of the grille.

5. Measure out on each side from the center hole location 
exactly 13” and mark the surround as shown in step 3. 
Mark the hole locations 1/2” out from the lower inner 
edge of the grille on the two outer holes (same as step 4).
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IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE
1999-02 GMC Sierra &
2001-06 GMC Yukon

Stainless Steel 
Mesh Grille
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11. Align the E&G emblem surround around the factory
GMC emblem and press the mounting studs through
the mesh and factory grille.

8. Align an upper mounting bracket over the stud welded
to the top of the grille frame.

9. Install an 8-32 ESNA half nut onto the stud and tighten
to secure the top of the grille.

10. Trim the ends from the supplied black vinyl caps and
install two caps onto each emblem surround mounting
stud (as shown).
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14. Reinstall the radiator support panel cover to finish the
installation.

12. Align the E&G emblem surround mounting brackets
over the studs protruding from the back of the grille.

13. Install an 8-32 ESNA lock nut onto each stud and tight-
en.
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On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/eg-classics/
https://www.carid.com/custom-grilles.html

