
Lower Vent Mesh Inserts
Lower Vent Mesh Retainers
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Description Part No.Quantity

Part # 1099-010W-05IF

1. Lift the front of the vehicle to a comfortable working
height and place it on jack stands.

2. Remove all 7mm hex head screws, 10mm bolts and
six (6) plastic push pins in the inner fenders (3 per side)
and remove the cover panel under the front bumper
cover for access to the vent openings.

4. Paint the mesh retainers with flat or semi-gloss black
paint and allow to dry.

IMPORTANT! The exposed edges of the
stainless steel grille and mesh can be

extremely sharp. Please handle with care.

3. Remove the factory vent block-off plates by pulling straight
off. Make sure to save the factory upper mounting clips
(one each side) for reinstallation with the mesh grilles.
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Lower Vent Double Mesh Right
Left

Lower Vent Mesh Retainers

1 Set

2

1099-0068-05
1099-0069-05
1099-0064-05

Description Part No.Quantity

Part # 1099-010W-05ID

5. Clean and paint the factory mounting clips with flat or
semi-gloss black paint (as shown) and allow to dry.

7. Once the paint is dry, align the mesh retainers onto
the back of the bumper cover, aligning the factory
mounting tabs through the slots. Push the mounting
plates tight to the bumper cover, the two lower and the
outer upper tabs will snap into place.

6. Align the mesh sections into the left and right openings of
the bumper cover. Tension from the bumper cover will
hold the section in place. The “double mesh” mesh sec-
tions are left and right. Make sure to install the mesh sec-
tions correctly.
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WILL NOT WORK ON SRT-8 MODELS
DUE TO BRAKE COOLING DUCTS.

IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE
2005-07 Chrysler 300C
(Except SRT-8 Models)

Lower Vent
Mesh Inserts

D 12 G6R 
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8. Install the painted factory upper mounting clip as
shown. Push them in from underneath until the small
hole in the clip fits into the back of the mounting tab.
This will secure the retainers and keep the mesh tight
against the bumper cover,

10. Reinstall the lower cover panel and lower the vehicle.

--- Finished Installation ---

9. Once installed, you will only see a very small section of the
factory mounting clip, requiring the black paint application
in step 5.
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On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/eg-classics/
https://www.carid.com/custom-grilles.html

