
Mesh Grille Sections
3/4” Black Truss Head Screws
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Description Part No.Quantity
1103-0020-07
3999-9036-00

Fine Mesh Part #1103-0102-07

1.    Open the hood and remove the radiator support panel 
      cover (remove all plastic push fasteners and remove the 
      cover for access to the grille mounting bolts).
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2.     Remove the factory grille by first removing the four (4) 
      13mm bolts across the top of the grille.

3.    Pull the top of the grille toward you slightly to gain 
      access to the lower four (4) mounting clips. Squeeze the 
      clips where shown to release the bottom of the grille 
      and remove it from the vehicle.
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IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE
2007 Dodge Durango

Fine Mesh Grille
Installation
Instructions
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4.    Apply masking tape to the factory grille as shown to
      protect the finish. Make sure you apply several layers of 
      tape, especially to the factory emblem located in the 
      center of the grille.

5.    Place the factory grille onto a clean work area and unclip
      the factory grille inserts from the frame.
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6.    Align the mesh sections over the factory grille frame and
      press the mesh down tight against the inner edges of 
      the grille openings.
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9. Use masking tape to prevent paint overspray (where
shown). Paint everything inside the factory grille opening
with flat or semi-gloss black paint that would be visible
through the mesh grille.
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8. Install a 3/4” black truss head screw into all 22 holes
drilled in the previous step. Do not overtighten the
screws as they can distort the mesh and keep it from lay-

      ing flat against the factory openings.

7. Use a 1/8” drill bit to drill a mounting hole at all 22 fac-
      tory clip bosses (11 per side). Keep the drill bit tight 
      against the mesh when drilling.
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10. Install the assembled grille back into the vehicle, making
sure the lower four (4) factory clips snap back into the
mounting holes.

11. Reinstall the four (4) 13mm bolts to secure the top of the
assembled grille to the header panel.
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17. Reinstall the radiator support panel cover and remove
the protective masking tape to finish the installation.
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On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/eg-classics/
https://www.carid.com/custom-grilles.html

