
IMPORTANT: PLEASE KEEP THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE !

Part #: Complete 1125-0104-11 / “Black Ice” Part #1125-B104-11  

Upper Part #1125-010U-11 / Lower Part #1125-010L-11

1. Open the hood and remove the nine (9) factory push pins secur-

    ing the air intake and the radiator support panel cover and remove

    them form the vehicle.

2. Remove the  two (2) 10mm bolts secureing the top edge of the 

    grille to the core support.

3. Apply masking tape around the upper and lower grille openings 

    across the face of the bumper cover as shown.

2011 Honda  Oddessy Mesh Grille

TOOLS REQUIRED 
Flat Blade Screwdriver, Automotive Grade Masking Tape, #2 Phillips Screwdriver, 10mm Socket and

Ratchet, Side Cutters, 9mm or 11/32” Socket, Mild Solvent, Glass Cleaner and Soft, Clean Cloths.

Upper Replacement / Lower Overlay

4. Use a phillips screwdriver to remove the two (2) screws located at

    the wheel well openings (each side).

5. Apply masking tape to the front fender and bumper cover as 

    shown.
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6. Remove eight 10mm hex bolts and four plastic push fasteners 

    from across the bottom of the bumper cover.

7. Grasp the front corners of the bumper cover and pull firmly out

    ward to release the clips holding the bumper cover to the front 

    fender.

8. Once all the fasteners are removed and the corners of the bumper

    covers pulled out, lift up slightly on the bumper cover and pull it 

    forward to remove it from the vehicle.

9. Remove two (2) factory plastic push fasteners, one on either 

    lower corner of the factory grille.

10.Use a flat blade screwdriver or pick tool to unclip the lower eight 

    (8) clips across the bottom of the factory grille. Push back on the 

    factory grille while prying on the tabs. Remove the grille from the 

    bumper cover.

11.  Remove the factory Honda emblem by unthreading the phillips 

      screws. Save for reinstallation if requested.
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12.  Trim the ends from the supplied #8 x 1-1/4” black cap plugs and 

      install them onto the lower four center mounting studs on the 

      lower mesh grille.

13. Align the lower mesh grille into the lower grille opening.

14. Trim down the two supplied large black plastic washers (as 

      shown) for the outer mounting studs ands install them using 8-

      32 ESNA half nuts Use the largest of the supplied washers.

15. Install the lower grille mounting brackets using the supplied #8-

      32 ESNA half nuts.

16. While the bumper cover is off, use flat or semi-gloss black paint 

      to paint anything that would be visible through the mesh grille. 

      This includes the top edge of the bumper reinforcement.

17. Reinstall the bumper cover back onto the vehicle, reversing all 

      applicable removal procedures.

18. Use masking tape to tape in 3/4” from the outside edge of the 

      upper corners of the factory headlights (as shown).

19. Use a scotch brite pad to scuff the surface of the visible portion 

      of the headlight that would be visible through the mesh grille 

      opening.

20. Use flat or semi-gloss black paint to conceal the inner edge of 

      the factory headlight.
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Quantity: Description: Part Number:

1 Upper Mesh Grille Complete ****************

1 Lower Mesh Grille Complete ****************

1 Installation Hardware Kit 1125-1902-11

4 #8 x 1-1/4” Black Cap Plugs 1999-0311-00

10 #8-32 ESNA Half Nuts 1999-0065-00

2 Large Black Plastic Washers 1999-0264-00

2 Small Black Plastic Washers 1999-0256-00

4 7/8” OD x 1/4” ID Plastic Washers 1999-9601-00

1 Emblem Mounting Plate 1125-0158-11

8 Lower Grille Mounting Brackets 1125-0159-11

Part #

21. Perfectly center the factory emblem and the supplied emblem

mouting plate into the mesh grille and install it using (per stud)

the supplied large black plastic washers (2), small black plastic

washers (1) and reuse the factory screws. The large washers will

slide over the screw bosses and the small washer will cap it.

22. Install the assembled mesh grille onto the bumper, making sure

all the lower mounting tabs fit into the mounting slots in the

bumper cover. Once the tabs are in the slots, lean the grille back

into place.

23. Reinstall the 10mm hex bolts removed in Step 2.

24. Realign the radiator support panel cover and air intake back into

place and reinstall the factory push fasteners.

25. Carefully remove the protective coverings from the grilles and

use a mild solvent and a clean, soft cloth to remove any glue

residue from the stainless steel frames. Use alcohol or glass

cleaner to remove any solvent residue to finish.

On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/eg-classics/
https://www.carid.com/custom-grilles.html

