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IMPORTANT!
The exposed edges of the stainless steel grille and mesh can be extremely sharp.

Please handle with care.

Stainless Steel Surround
Stainless Steel Heavy Mesh Insert
Lower Mesh Retainer w/Pins
(13) 8-32 ESNA Half Nuts
Top Mounting Plate
(1) E&G Classics Emblem 

1210-0034-09
1210-0040-09
1210-0042-09
1999-0065-00
1210-0210-09
1999-0268-00

3004-9250-92
1999-9555-00
1999-9072-00
1210-0158-10
1210-0039-09
3999-9035-00
1210-0045-10

Stainless Steel Surround

Lower Mesh Retainer w/Pins
(13) 8-32 ESNA Half Nuts
Top Mounting Plate
(1) E&G Classics Emblem 

1210-0034-09
1210-0040-09BI
1210-0042-09
1999-0065-00
1210-0210-09
1999-0268-00

3004-9250-92
1999-9555-00
1999-9072-00
1210-0158-10
1210-0039-09
3999-9035-00
1210-0045-10



. Use a .125” (1/8”) drill bit to drill through the marks in 
the previous step. Hold the drill at the same angle of the 
headlamps in order to drill the holes at the proper mount-
ing angle. Make sure you chuck the bit deep, exposing 
only 1/2” of drill bit. 

! Use the drill bit to connect the 
holes making mounting slots.
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. Use masking 
tape to tape up to the factory grille mounting channel.

Cover the headlights and 1/2” of the 
headlights as they turn into the grille opening and paint 
everything black that will be visible through the 

.  

Remove all the small factory phillips screws (use a #1 
phillips screwdriver). Once all the screws have been 
removed, pry the chrome section off of the factory grille 
center section.
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. Cut out and align the 
and tape it into place once the pattern matches the 
bumper cover. Use an awl or similar pointed tool to mark 
all the hole locations onto the bumper cover.

. Pull the grille forward and remove the phillips screws that
attach the factory grille to the bumper cover at the

sides.

. Use a short phillips screwdriver to remove the lower  
retaining screws across the bottom of the factory grille.

. Once the bottom screws have been removed, pull the 
grille up and out to clear the bumper cover. 
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. Remove any protective masking tape from the headlights
and bumper cover, align the into the factory 
grille opening, making sure all lower mounting pins align
with the slots drilled in . 

.

. Once the emblem starts to seperate from the grille, turn 
it over and use the plastic tool to finish prying out the 
factory emblem. Remove all the factory double faced 
tape from the back of the emblem once the emblem has 
cooled.
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Once properly heated, use a plastic tool to pry the facto-
ry emblem from the factory grille. Do not use a metal 
tool to remove the emblem, you may damage the 
emblem!

10

. Use a heat gun to carefully heat the area behind the 
emblem to soften the factory double faced tape.
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. Lift up on the bumper cover and use a large flat blade 
screwdriver to bend over the lower mounting pins, 
keeping the lower mesh grille surround tight against the 
bumper cover.
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. or you will strip out the mount
ing holes.

. Finish removing the from the .
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. Remove any on the mounting tabs that 
could get caught under the .

. Make sure that the is perfectly centered 
in the factory grille opening and that the tabs are even 
with the slight body line in the lower grille opening ( ). 

A
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. The will self tap into the bumper 
cover through the mounting tabs, or you can first drill a 
1/16” pilot hole (as shown).
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. Align the upper mounting holes and reinstall the factory 
plastic push pins.
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Carefully close the hood and check for hood alignment. 
Open the hood and push in or out on the as need-
ed, then drill a .125” (1/8”) hole through the 

on the center of the and install a 
(as shown).

Repeat the procedure on the outer portion of the grille.





Cut out templates, align ( A to A, B to B) and tape together.

E&G GRILLES BILLET GRILLES

http://www.carid.com/eg-classics/
http://www.carid.com/billet-grilles.html

