
Quantity Description Part No.

1
2
1
1
1

Upper Mesh Grille Surround
Upper Fine Mesh Sections
Lower Mesh Grille Surround
Lower Fine Mesh Section
Hardware Kit (items listed below)
(4) #6 x 3/4” T-10 Torx Screws
(1) T-10 Torx Bit
(4) Large Black Plastic Washers
(4) Small Black Plastic Washers
(8) #8-32 ESNA Half Nuts
(1) Upper Grille Upper Hole Location Template
(30”) .045” x .250” Double Faced Tape

1234-0034-10
1234-0020-10
1234-0022-10
1234-0021-10
1234-1902-10
1999-9108-00
1999-9107-00
1999-0264-00
1999-0256-00
1999-0065-00
1234-0068-10
3004-9250-92

IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE
2010 Kia Forte Sedan

Upper and Lower 
Stainless Steel 
Mesh Grilles

A 08 H0P 

Mesh Grille Part # 1234-0102-10

*USE CAUTION* while handling the grille. The
stainless steel edges and mesh can be very sharp.

4. Install the no.6 x 3/4” torx screws using the sup-
plied T-10 torx bit and a slow speed drill, allowing
the screws to self tap into the plastic grille opening.
DO NOT OVERTIGHTEN or you will strip out the
mounting holes.Finish the installation of all #6 x
3/4” torx screws, working from the top to the bot-
tom corners. Remove the masking tape.

3. Carefully align the lower mesh section & surround
(once the protective liner is removed) into the
bumper opening and use masking tape to hold it in
place during the following installation procedure.

5. Apply protective masking tape to the factory grille
surround and emblem. Cut out and align the sup-
plied upper grille upper mounting hole location
template into place, then use an awl or similar
pointed tool to mark the hole locations onto the
factory upper grille (where shown). Flip the tem
plate over and mark the holes on the opposite side.
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2. Pull out on the grille and remove the eight (8)
phillips screws retaining the factory grille to the
bumper cover (4 on sides, 4 across the bottom).

1. Open the hood and remove the hardware attach-
ing the factory upper grille to the bumper cover.
Remove the phillips screw inserts and lift the fasten-
er straight up to remove.
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8. Using the supplied .045” x .250” double faced tape
between the two upper studs and the two lower
mounting studs. Peel off the protective liner.

9. Carefully align the upper mesh sections over the
back of the upper mesh surround, making sure that
the mesh sections do not protrude past the sur -
round edges. Press firmly to set the tape.
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10. Align the assembled upper mesh grille, making
sure that the upper studs pass through the holes
drilled in Steps 5 & 6.
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11. Install large black plastic washers and #8-32 ESNA
half nuts onto the upper center studs and tighten.
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12. On the upper outer corners, you will need to trim
off a portion of the large black plastic washers to
clear the mounting boss on the factory grille.

13. Once trimmed and in place, install #8-32 ESNA
half nuts and tighten (one per side).
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6. Use a 1/8” drill bit to drill a pilot hole through the
marks made in the previous step.
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7. Enlarge the mounting holes to 5/16” from the
reverse side of the grille. This will prevent damaging
the factory grille surround.
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16. Reinstall the factory screws removed in Step 2.
Install the side screws first, then the screws across
the bottom.
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18. Remove the protective film from the polished sur-
round. Thoroughly clean the installed surround
using a soft cloth and a mild solvent or adhesive
remover, making sure to follow with alcohol or
glass cleaner to remove any residue left by the sol-
vent or adhesive remover.

18. Finished installation.

17. Reinstall the factory hardware removed from the
top of the grille in Step 1.
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14. Install the small black plastic washers and #8-32
ESNA half nuts onto the lower mounting studs
and tighten.

15. Realign the factory grille upper grille back onto the
bumper cover, making sure the factory screw hole
are in alignment.
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On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/eg-classics/
https://www.carid.com/custom-grilles.html

