
Upper Mesh Grille (includes):
Upper Mesh Surround
Heavy Mesh Section  
(2) Black Rectangular Mesh Retainers
(2) 8-32 ESNA Half Nuts
(12) Black Cap Plugs
Lower Grille Center Surround
Lower Grille Right Surround
Lower Grille Left Surround
Emblem Surround
Grille Filler
Hardware Kit (components listed below):
(23) 8-32 ESNA Half Nuts
(12) Grille Retaining Clips
(18”) 3/8” x .045” Double Faced Tape
(2) 3/16” x 1/2” x .062” Black Nylon Washers
(9) 1.006” x .189” x .064” Black Plastic Washers
(1) Grille Filler Hole Location Template
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Description Part No.Quantity
************
1276-0034-10
1276-0040-10
1099-0167-05B
1999-0065-00
1999-0311-00
1276-0022-10
1276-0023-10
1276-0024-10
1276-0045-10
1276-0049-10
1276-1902-10
1999-0065-00
1402-0151-09
3004-9246-92
1999-0256-00
1999-0264-00
1276-0049-10

Part #1276-0104-10

1. Open the hood and remove the factory hood
release rod from the secondary hood catch.

2. Remove the 10mm bolt securing the secondary hood
catch lever and remove the lever from the grille.

WARNING! PLEASE HANDLE WITH CARE! THE EDGES OF THE STAINLESS STEEL
MESH & GRILLE MAY BE SHARP!

3. Remove all factory 10mm hex nuts securing the grille to
the hood and side support brackets of the vehicle.

4. Lower the hood. Firmly grasp the factory grille and give it
several quick pulls straight out to release the alignment
clips across the top of the grille. One or both of the outer
clips may break during this procedure.

5. Lay the grille onto a clean well padded work surface and
use masking tape to tape up the factory chrome surround
to protect the finish (not shown).
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IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE
2010 Toyota

Tundra 2 Piece
Stainless Steel 

Mesh Grille
I 18 G8R 
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Important information before you begin:

This E&G grille installation kit includes grille
hole location template(s) to drill mounting
holes in the vehicle.

Before marking or drilling any holes into the
vehicle, you MUST verify that the template(s)
provided in this kit match the mounting pin
locations on the grille(s).
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7. ...and pull the emblem off from the front.

7

12. Trim the ends off of the preinstalled black cap plugs and 
push them down over the bottom mounting studs. Remove
the black cap plugs from the top of the grille.
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9. Use a 5/16” drill bit to drill through the marks made in 
the previous step. Blow out all plastic shavings. 
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8. Carefully cut out and align the supplied grille filler hole 
location template and tape it into place. Make the hole 
locations with an awl or similar pointed tool (as shown), 
then untape the template, flip it over and mark the outer
hole location (not shown). 
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10. Peel back the corners of the protective covering on the 
grille filler, then align the grille filler into place, making 
sure the studs pass through the holes drilled in the pre-
vious step (not shown). Use masking tape to hold the 
filler in place.

11. Turn the grille over and install a large black plastic wash-
er and a #8-32 ESNA half nut onto each stud and tight-
en. DO NOT OVERTIGHTEN or you will indent the filler 
at the stud locations!
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6. Unclip the emblem from the factory grille from the back...
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18. Install the emblem assembly onto the mesh grille using
the supplied small black plastic washers and #8-32
ESNA half nuts. Tighten the nuts until the washer no
longer rotate but DO NOT OVERTIGHTEN or you will
indent the emblem mounting plate at the stud locations.
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19. Apply protective masking tape to the lower grille open-
ings prior to aligning the lower grille sections into place
to protect the plastic finish.
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15. Install the grille retaining clips onto the studs mounted
on the bottom of the grille frame and install a #8-32
ESNA half nut onto each stud and tighten.
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16. Perfectly center the emblem mounting ring onto the mesh
grille and push firmly enough to indent the factory plastic
grille with the studs. Remove the ring and use a 1/4” drill bit
to drill through the factory grille at the stud impressions.
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17. Carefully apply the supplied double faced tape to the
back of the emblem as shown, then peel off the tape
backing and install the emblem onto the emblem
mounting ring (not shown).
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13.Align the grille frame and mesh section the into place and
use masking tape to hold them in place during the hard
ware installation in the following steps (not shown).

14.Turn the grille over and align the supplied grille retaining
clips across the top of the grille and install the supplied
#8-32 ESNA half nuts. Snug the nuts until the mesh and
surround are snug but do not over tighten or you will
indent the surround at the stud locations.
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24. Reinstall the assembled upper grille back onto the vehicle
by reversing the removal procedure.

21. Install a large black plastic washer and a #8-32 ESNA
half nut onto each mounting stud and tighten until the
washers no longer rotate. DO NOT OVERTIGHTEN or
you will indent the lower grille sections at the stud loca-
tions!
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22. Peel off the protective cover from the lower grille sec-
tions. Use solvent to remove any glue residue from the
protective cover and then follow with alcohol or glass
cleaner to remove any solvent residue.

23. Reinstall the front license plate bracket if equipped.
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20. Carefully align the lower grille sections in place one at a
time.
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On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/eg-classics/
https://www.carid.com/custom-grilles.html

