
Upper Mesh Grille Surround
Upper Fine Mesh Insert 
Emblem Surround
Lower Mesh Grille Surround
Lower Fine Mesh Insert
Hardware Kit (components listed below)
(25) 8-32 ESNA Half Nuts
(3) Rectangular Mesh Retainers
(110”) Black Grille Edge Guard
(24”) 1/2” x .040” Double Faced Tape
(6) Universal 3 Hole Mounting Brackets
(10) Small Black Plastic Washers
(6) 1.006” x .189” x .064” Black Plastic Washers
(1) Upper Grille Hole Location Template Sheet
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Description Part No.Quantity
1295-0038-08
1295-0020-08
1295-0156-08
1295-0022-08
1295-0021-08
1295-1902-08
1999-0065-00
1099-0167-05
1999-0073-00
3004-9248-92
1108-0158-97
1999-0256-00
1999-0264-00
1295-0039-08

Part #1295-0102-08

2. Open the hood and remove the factory hood
release rod from the secondary hood catch and
from the lift handle.

4. Use a 10mm socket to remove the self tapping bolts
located across the top inside edge of the hood.
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WARNING! PLEASE HANDLE WITH CARE! THE EDGES OF THE STAINLESS STEEL
MESH & GRILLE MAY BE SHARP!

3. Remove the two (2) factory 10mm hex nuts securing the
lower outer edges of the grille to the hood brackets (per
side) mounted to the hood of the vehicle.

5. Lower the hood. Firmly grasp the side of the factory grille
and have a co-worker support the opposite corner of the
factory grille to keep it from falling. Give the factory grille
a quick pull straight out to release the alignment clips on
the left and right side of the grille. One or both clips may
break during this procedure.

6. Place the grille onto a clean work surface for the follow-
ing modifications.

5

1. Apply masking tape around the factory grille and sev-
eral layers of masking tape to the top of the front
bumper cover prior to factory grille removal.
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IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE
2008 Toyota

Sequoia
Stainless Steel 

Mesh Grille
D 29 G8P 
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Support Opposite Corner



8. Remove the lower factory support bar by removing the 
phillips screws (save for reinstallation).

7. Unclip the factory emblem from the center of the grille 
(save for reinstallation).

9. Cut out and align the supplied side template onto the 
factory grille and once properly aligned, tape the tem-
plate into place.

10. Use an awl or similar pointed tool to mark all hole loca-
tions on the template, then untape the template and flip
it over and mark the opposite side (not shown).

11. Use a 1/8” drill bit to drill through the holes marked in Step 
10, then enlarge the holes to 5/16” diameter. You will make 
a slot between the holes on the sides of the grille to allow 
extra room for the angle that the studs are mounted on.

12. Cut out and align the supplied top and bottom tem-
plates onto the factory grille and once properly aligned, 
tape the templates into place. Make sure the outer holes
line up with the holes drilled in Step 11.

13. Use an awl or similar pointed tool to mark the hole loca-
tions on the template, then untape the template and flip
it over and mark the opposite side (not shown).
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14. Use a 1/8” drill bit to drill through the holes marked in Step 
13, then enlarge the holes to 5/16” diameter.
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2008  Toyota  Sequoia
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20. Using the supplied small black plastic washers, install a
#8-32 ESNA half nut onto all the mounting studs except
the 3 studs located on either side. Begin tightening the
ESNA nuts but leave the grille loose for center adjust-
ment.

21. Install a cut down large black plastic washer over all six (6) of
the side mounting studs and begin tightening.

22. Make sure that the grille mesh and surround is centered
over the factory grille, then tighten all mounting hardware.

18. Install the supplied black edge guard to the perimeter of
the E&G mesh surround with the seam at the bottom
center.

19. Align the mesh section over the back of the studded
E&G surround, then align the assembly over the factory
grille, making sure all the studs fit through the holes
drilled in the factory grille.
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15. Use masking tape to tape up to the centerlines of the
holes drilled in Steps 10 & 13, and apply masking tape to
the chrome sections of the factory grille.

16. Use a scotch brite pad of fine sandpaper to scuff the
center section of the factory grille to break the gloss.

17. Apply several coats of flat or semi-gloss black paint to
the factory grille to conceal it once it is covered with the
chrome plated mesh section.
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23. Paint the mounting studs on the emblem surround black
before installation onto the grille assembly and allow to
dry.
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24. Carefully align the emblem surround over the mesh and
factory emblem mounting boss, making sure that it is
centered over the mounting boss.
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25. Install the supplied 3 hole mounting brackets over the 
studs on the emblem surround and install #8-32 ESNA 
lock nuts and tighten.

27. Reinstall the factory Emblem by aligning the lower leg 
and snapping the upper tabs into place.

28. Reinstall the assembled grille back onto the hood, mak
ing sure the four (4) upper plastic alignment pins go 
back into the plastic clips across the top of the hood.

29. Reach behind the grille and locate the factory hood 
latch rod, pull down on the rod and open the hood. 

30. Reinstall all factory hardware and reattach the hood 
latch rod. Remove the protective masking tape to finish 
the upper grille installation. Leave the hood open for 
lower grille mounting access.

33. Apply masking tape to the painted portion of the lower 
grille opening.

34. Align the lower grille into place, making sure the mount-
ing studs fit through the existing slots in the factory 
lower grille.

35. Install the 3 hole mounting brackets onto each of the 
mounting studs and tighten until the lower grille is 
snug. Do not overtighten or you could indent the lower
grille at the stud loactions.

31. Install the supplied 24” x 1/2” section of double faced 
tape to the bottom of the lower mesh surround grille 
opening. Peel off the tape backing.

32. Align the mesh section of the lower mesh surround and 
install three (3) rectangular mesh retainers and #8-32 
ESNA half nuts onto the three (3) center studs at the top
of the surround (where shown). The double faced tape 
will keep the mesh section tight against the frame and 
factory grille, preventing the mesh from rattling.

26. Realign the factory support bar removed in Step 8 and 
secure it with the factory screws.
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36. Finished installation.

On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/eg-classics/
https://www.carid.com/custom-grilles.html

