
3D “Z” Grille (Includes):
Top Mounting Plate
Polished Exterior Insert
Brushed Exterior Insert
Hardware Kit (Items listed below)
#8-3/8” Black Truss Head Screws
1/4” I.D. x 9/16” O.D. Washers

1

1
2
2

************
1318-0206-03
1318-0203-03
1318-0201-03
1318-0202-03
1999-9574-00
1999-3910-00

1. Apply masking tape around the factory grille.
Open the hood and remove the push fasteners
retaining the air intake tubing (remove intake tub-

      ing now) and the top of the factory grille. Pull the 
 grille out at the top, squeeze the lower mounting 
 tabs and pull the grille straight out to release.

2. E&G recommends that everything visible behind the
grille be painted flat or semi gloss black. You will see
through the E&G grille once it is installed and blacking
out the radiator, bumper reinforcement, lower mount
ing holes on light colored vehicles, etc. will make for a
professional appearing “factory” installation.

3. Remove the factory emblem from the O.E. grille
and install it onto the E&G grille using the sup-

      plied 3/8” truss head screws and plastic washers 
      (3D “Z” grille shown, Mesh similar).

5. If not already done so by E&G, tape the inside
edge of the grille to prevent paint overspray from
adhering to the edges of the stainless steel grille
openings. Apply semi-gloss or flat black paint to
the tops of the lower mounting tabs so they are
not visible from the outside once the grille is
installed.

4. Bend the centers of the six lower mounting tabs
down before you install the grille on the bumper
cover. These tabs will help keep the lower mount-

      ing tabs tight against the bumper cover once the 
      grille is installed.

“Dual Weave Mesh Grille (Includes):
Top Mounting Plate
“Dual Weave” Mesh Surround
“Dual Weave” Mesh Exterior Frame Cover
1 Set -“Dual Weave” Mesh Sections

(2) Mesh Retainers
Hardware Kit (Items listed below)
#8-3/8” Black Truss Head Screws
1/4” I.D. x 9/16” O.D. Washers

1

1
2
2

************
1318-0206-03
1318-0034-03D
1318-0049-03D
1318-004A-03D
1318-004B-03D
1099-0167-05
1318-0202-03
1999-9574-00
1999-3910-00

MESH Part # 1318-0104-03D
Description Part No.Quantity

Right
Left

3D “Z” Part # 1318-0200-03

Description Part No.Quantity

IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE
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8. Thoroughly clean the grille once you are finished
the installation. A mild solvent followed by glass
cleaner works very well. CAUTION! Be careful while
cleaning the fins and edges of the grille frame as
the edges of the stainless steel can be very sharp.

7. Reinstall the factory upper push pins to secure the
E&G grille and the factory plastic cover. Reinstall
the air intake tubing once the radiator support
panel is reinstalled. Once the grille is installed,
remove the protective tape and all masking tape
(3D “Z” grille shown).

6. Make sure that the lower mounting tabs fit into the fac-
    tory grille retaining slots. You will need to bend the 

mounting tabs that protrude through the slots in the
bumper cover down to hold the grille in place (make
sure to push in on the bottom of the grille while bend-

    ing the mounting tabs). Use a long, thin screwdriver 
and pass it between the fins or mesh to bend down
the lower mounting tabs.

On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/eg-classics/
https://www.carid.com/custom-grilles.html

