
Upper "Q" Grille Insert (includes):
(9) Black Cap Plugs
Lower “Q” Grille Insert (includes):
(9) Black Cap Plugs
Hardware Kit (components listed below)
(11) 1.006 x .189 x .064 Black Plastic Washers
(15) #8-32 ESNA Half Nuts
(4) Black Rectangular Retainers
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1

1

1336-018A-10Q
1999-0311-00
1336-018B-10Q
1999-0311-00
1336-1902-10
1999-0264-00
1999-0065-00
1099-0167-05B

Description Part No.Quantity

“Q” Part Number 1336-0185-10Q

IMPORTANT!
The edges of the “Q” grille,
mesh and mesh surrounds
can be extremely sharp.
Please handle with care.

1. Open the hood and remove the six (6) plastic push
pins (three each side) that secure the side plastic
covers to the header panel then flip the panels
back out of the way.

2. Use a torx T-20 tool to remove the four (4) screws
securing the top edge of the bumper cover/grille
assembly to the core support (2 each side as
shown).

INSTALLATION TIP: 

E&G highly recommends using a thumb ratch-
et and a short 11/32” socket when installing
these grilles due to limited hardware installa-
tion access.
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IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE
2010-11 Chevrolet Equinox
Stainless Steel Mesh & "Q"

Grille Installation
Instructions 

K 09 H0 R

Upper Mesh Surround (includes):
(9) Black Cap Plugs
Upper Fine Mesh Insert
Lower Mesh Surround (includes):
(9) Black Cap Plugs
Lower Fine Mesh Insert
Hardware Kit (components listed below)
(11) 1.006 x .189 x .064 Black Plastic Washers
(15) #8-32 ESNA Half Nuts
(4) Black Rectangular Retainers

1

1
1

1
1

1336-0034-10
1999-0311-00
1336-002A-10
1336-002B-10
1999-0311-00
1336-0022-10
1336-1902-10
1999-0264-00
1999-0065-00
1099-0167-05B

Description Part No.Quantity

Fine Mesh Part Number 1336-0102-10



4.   Align the mesh sections over the surrounds and 
      (for both mesh and “Q” grilles) trim the ends from 
      the supplied black cap plugs and install them onto 
      the mounting studs across the bottoms and sides 
      of the surrounds or “Q” grilles.

5.   Align the lower grille (mesh section and frame or 
      “Q”) into place and use masking tape to hold the 
      grille into place during the next step. Make sure 
      outer corners of the grille are taped back tightly 
      against the factory grille while you perform Step 6.
      Note: If the grille will not stay in place once taped, 
      slightly arch the grille to better match the curvature
      of the factory grille. 

4

5

3.   Apply several layers of masking tape around the 
      upper and lower grille openings to protect the 
      painted and chrome sections of the factory grille.
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7.   Install a large black plastic washer and a #8-32 
      ESNA half nut onto the outer upper studs first and 
      leave loose so that the mounting washer rotates. 
      Once the outer hardware is installed, install the 
      center upper washers and ESNA half nuts. DO 
      NOT TIGHTEN at this time !

8.   Install the supplied black rectangular retainers 
      across the bottom of the lower grille. It may be 
      necessary to remove part of the factory black 
      styrofoam from underneath the mounting studs in 
      order to install the retainers and ESNA nuts. If you 
      do remove portions of the black styrofoam, paint 
      the exposed bumper black so it is not visible 
      through the grille. Center the grille and tighten all 
      mounting hardware.
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6.   Pull the top of the bumper cover out towards you 
      and use a couple of small sections of 2x4 and 
      insert them inbetween the bumper cover and the 
      core support panel. This will give you access to 
      install the upper and lower grille section mounting 
      hardware.
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11. Use a tape measure and measure out from the 
      center of the bumper cover 1-1/2” and place a 
      mark as shown. Measure over an additional 7-3/4” 
      and place a mark as shown.
12. Repeat the measurements on the opposite side of 
      the vehicle. You will not need to mark the center 
      hole on the passenger side as there is no stud.

14. Apply 3 or 4 layers of protective masking tape to 
      the headlamps lenses (as shown). Insert 2x4 sec-
      tions between the headlights and the bumper 
      cover (as shown) to hold the bumper cover out for
      upper grille mounting hardware installation.

13. Use a 5/16” drill bit to notch out of the factory 
      grille (insert the drill into the factory grille at the 
      marks made in the previous steps and push down 
      or pull up to make stud relief notches).
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9.   For upper grille installation, use a tape measure 
      and measure out from the center of the bumper 
      cover 2-5/8” and place a mark as shown. Measure 
      over an additional 7-3/4” and place a mark as 
      shown.
10. Repeat the measurements on the opposite side of 
      the vehicle.
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15. Align the upper “Q”grille or mesh section and sur-
      round into place, making sure the studs line up 
      with the reliefs drilled into the factory grille.

16. For the outer studs, install a black rectangular 
      retainer onto the studs and secure it with a #8-32 
      ESNA half nut. Begin tightening the nut but leave 
      it slightly loose for left to right adjustment. 
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18. Once the grilles are properly centered, remove the
masking tape by shifting the grilles slightly and pull
the tape back over itself to minimize breakage.
Once the tape has been removed, tighten all
mounting hardware.

19. Peel off the protective film from the mesh grille sur-
      rounds or “Q” grille and use a soft cloth and a 

mild solent to remove any glue residue from the
surrounds. Use alcohol or glass cleaner to remove
any solvent residue.

20. Reinstall the side plastic covers repositioned in Step
1 to finish the installation.
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17. Install the supplied large black plastic washers and
#8-32 ESNA half nuts to the studs across the top
and bottom of the upper grille section and hand
tighten. Once the upper grille is perfectly centered,
tighten all mounting hardware but DO NOT
OVERTIGHTEN OR YOU COULD INDENT THE SUR-

      ROUND OR “Q” GRILLE AT THE STUD LOCATIONS!
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On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/eg-classics/
https://www.carid.com/custom-grilles.html

