
Part # 1348-0102-10

Upper Mesh Grille (includes):
Upper Mesh Surround
Upper Mesh Section
Upper Mounting Tabs          (2) Inner Right

(2) Inner Left
(1) Outer Right

(1) Outer Left
Lower Mounting Tabs                 (2) Right

(2) Left
(2) Black Rectangular Mesh Retainers
(2) Rectangular Mesh Retainers
(18) #8-32 ESNA Half Nuts
(44”) Black Edge Guard
(4) Small Black Plastic Washers
Lower Mesh Surround (includes):
Lower Mesh Surround
(8) 8-32 x 3/4” Black Cap Plugs
Lower Mesh Section
Hardware Kit (components listed below):
(8)8-32 ESNA Half Nuts
(10)1.006” x .189” x .064” Black Washers
(18”) 1” x .045” Double Faced Tape
(2) #10 S.S. Lock Washers
(2) #8-32 S.S. Hex Nuts
(3”) .015” x 3/4” Double Faced Tape
(1) Emblem Mounting Plate

1

1

1
1

Description Part No.Quantity
************
1348-0034-10
1348-0020-10
1348-0154-10
1348-0155-10
1348-0156-10
1348-0157-10
1348-0158-10
1348-0159-10
1099-0167-05B
1099-0167-05
1999-0065-00
1999-0295-00
1999-0256-00
************
1348-0022-10
1999-0119-00
1348-0021-10
1348-1902-10
1999-0065-00
1999-0264-00
3004-9244-92
1999-9555-00
1999-9072-00
3004-9245-92
1348-0151-10

3. Remove the plastic push fastener and the 7mm hex
bolt from the bumper cover and grille support.

1. Open the hood and remove the push fasteners
that retain the plastic cover and weatherstrip-
ping that wraps around from fender to fender
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4. Remove the T-20 Torx machine screws from across
the back of the factory grille.

2. Remove the push pin holding the rubber wea-
herstripping from the rear corners of the hood,
then remove the plastic panels and weather-
stripping from the vehicle.
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IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE

2010-11 Buick LaCrosse 
Stainless Steel 

Mesh Grille
B 24 H1R 

“Black Ice” Part # 1348-B102-10

Upper Mesh Grille (includes):
Upper Mesh Surround
“Black Ice” Upper Mesh Section
Upper Mounting Tabs          (2) Inner Right

(2) Inner Left
(1) Outer Right

(1) Outer Left
Lower Mounting Tabs                 (2) Right

(2) Left
(2) Black Rectangular Mesh Retainers
(2) Rectangular Mesh Retainers
(18) #8-32 ESNA Half Nuts
(44”) Black Edge Guard
(4) Small Black Plastic Washers
Lower Mesh Surround (includes):
Lower Mesh Surround
(8) 8-32 x 3/4” Black Cap Plugs
“Black Ice” Lower Mesh Section
Hardware Kit (components listed below):
(8)8-32 ESNA Half Nuts
(10)1.006” x .189” x .064” Black Washers
(18”) 1” x .045” Double Faced Tape
(2) #10 S.S. Lock Washers
(2) #8-32 S.S. Hex Nuts
(3”) .015” x 3/4” Double Faced Tape
(1) Emblem Mounting Plate

1

1

1
1

Description Part No.Quantity
************
1348-0034-10
1348-0020-10BI
1348-0154-10
1348-0155-10
1348-0156-10
1348-0157-10
1348-0158-10
1348-0159-10
1099-0167-05B
1099-0167-05
1999-0065-00
1999-0295-00
1999-0256-00
************
1348-0021-10
1999-0119-00
1348-0022-10BI
1348-1902-10
1999-0065-00
1999-0264-00
3004-9244-92
1999-9555-00
1999-9072-00
3004-9245-92
1348-1051-10

WARNING! PLEASE HANDLE WITH
CARE! THE EDGES OF THE STAINLESS
STEEL MESH & GRILLE MAY BE SHARP!
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5. Carefully apply masking tape around the factory 
grille to help protect the painted bumper cover 
during the factory grille removal.

10. Continue to push down on the centers of the fac-
tory grille retaining clips to release them and pull 
the grille forward as the clips release until the grille
has completely seperated from the bumper cover.
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6. Remove the factory rubber weatherstrip from 
across the top of the factory grille. It is double 
faced taped to the bumper cover, small push pins 
(see arrow) and a single rivet in the center that the
moulding can be pulled free from.

7. Seperate the chrome outer section of the factory 
grille from the black mounting bracket by prying 
the chrome section towards you.

8. Use a wide flat blade screwdriver and pry the 
chrome section forward to unclip the top sides of 
the factory grille.

9. Keep working the clips one at a time and as they 
unclip, the following clips become visible.
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16. Reinstall the front license plate bracket.15. For vehicles equipped with a front license plate 
bracket: Apply 1-1/2” masking tape flush with the 
the lower front edge of the tag bracket. Remove 
the exposed section of the tag bracket to clear the 
mesh grille using a disc grinder or vibrating “cast 
cutter” tool. Make sure the cut edge is smooth.

14. Carefully remove the masking tape from around 
the lower grille opening by pulling it back over 
itself to minimize tape breakage. You can also lift 
up on the surround if the tape gets caught behind 
the grille.
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13. Apply several layers of masking tape around the 
lower grille opening. Align the lower grille into 
place, then reach up through the lower openings 
or down from the upper grille opening and install 
the supplied large black plastic washers and #8-32
ESNA half nuts to secure the lower grille. DO NOT 
OVERTIGHTEN the hardware or you will indent the
surround at the stud locations!

12. Trim the tips from the black cap plugs located on 
the bottom and sides of the lower grille surround
and push the caps over the studs. Align the mesh 
section onto the back of the surround.
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11. Carefully unclip the factory Buick emblem from the 
grille by pressing in on the clips retaining the black 
emblem base. Place the factory emblem in a clean, 
safe place until you are ready to install the chrome 
portion of the emblem onto the E&G mesh grille. 
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22. Apply masking tape around the factory upper grille
opening and paint the mounting channel and
everything inside the grille opening that would be
visible through the mesh grille with flat or semi-
gloss black paint. Once the paint is dry, remove
only the masking tape that could get caught
behind the installed mesh grille.

21. Install the emblem assembly onto the mesh grille,
making sure that the emblem is perfectly centered
and level. Install the supplied large black plastic
washers, #10 S.S. lock washers and #8-32 S.S. hex
nuts and tighten until the emblem is no longer
able to shift around.

20. Peel back a small section of the double faced tape
backing and carefully align the chrome emblem
onto the supplied emblem mounting plate and
once properly aligned, begin pressing the emblem
onto the plate while pulling off the tape backing.
Work your way around the emblem until all the
tape backing has been removed.

19. Install the supplied .045” x .250” double faced
tape to the back of the chrome plated emblem
with the tape seam at the bottom.

18. Remove (break off) the mounting tabs from the
back of the chrome plated emblem.

17. Unclips the chrome section of the Buick emblem
from the black base.
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28. Press the top of the grille firmly against the factory 
block out panel and fold the upper mounting tabs
down to secure the top edge of the grille.

27. Make sure that the upper mounting tabs pass 
through the slots in the upper portion of the fac-
tory grille block-off panel (as shown).
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26. Push in on the bottom of the mesh grille surround 
firmly enough so that the lower mounting tabs clip
into the slots in the bumper cover. If the tabs do 
not clip in, remove the grille and bend the centers 
of the mounting tabs until they are high enough 
to lock behind the bumper cover.
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25. Align the E&G mesh grille, making sure all of the 
lower mounting tabs pass through the slots in the 
bumper cover. 

24. Prior to upper mesh grille installation, use a flat 
blade screwdriver or needle nosed pliers to bend 
up the centers of the lower mounting tabs the 
thickness of the metal (as shown).
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23. Cut the supplied section of .015” x 1” double faced
tape length wise and install one 1/2” wide section 
onto the center top of the factory grille to hood 
weatherstrip (where shown).
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34. Reinstall the factory plastic panels and weather
stripping removed in Step 1.

33. Carefully close the hood and check for proper grille
depth. The surface of the grille surround must be
flush with the front edge of the hood. Once prop-
erly aligned, open the hood and tighten the torx
screws. If the grille will not go back far enough,
remove the torx screws and slot the mounting
holes in the factory block out panel, then reinstall
the torx screws, align and tighten.
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32. Reinstall the factory torx screws removed in Step 4.
Snug the screws but DO NOT COMPLETELY
TIGHTEN at this time.
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31. Carefully remove the masking tape from around
the upper grille opening by pulling it back over
itself to minimize tape breakage. You can also push
on the surround if the tape gets caught behind the
grille.

30. Carefully align the center portion of the factory
weatherstripping and press it firmly against the
back surface of the mesh surround to set the tape.
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29. Peel of the backing from the double faced tape
applied in Step 23.



35. Finished installation.

On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/eg-classics/
https://www.carid.com/custom-grilles.html

