
Upper
Upper Side

Lower Right Side
Lower Left Side

Upper “Q” Grille
Lower “Q” Grille
Hardware Kit (components listed below)
.568 x .263 x .050” Plastic Flat Washers
3/16 x 1/2 x .062” Black Nylon Washers
8-32 ESNA Half Nuts
Lower Grille Mounting Brackets
Micro Spacers (13SP169B)
Emblem Mounting Plate
Retangular Mounting Washer
#10 S.S. Flat Washers
#10 Lock Washers
#8-32 Stainless Steel Hex Nuts

1
1
1
6
4
13
2
18
1
1
2
2
2

1356-0184-06Q
1356-0183-06Q
1356-0182-06Q
1999-3910-00
1999-0256-00
1999-0065-00
1108-0158-97
1999-0273-00
1356-0159-06Q
1356-0156-06Q
1999-1935-00
1999-9555-00
1999-9072-00

Description Part No.Quantity

“Quarter by Quarter” # 1356-0185-06Q

IMPORTANT!  The exposed edges of the stainless steel grille can be extremely sharp. Please handle with care.

1. Open the hood and remove the plastic push fasteners
securing the plastic air intake scoop. Remove the scoop
by pulling straight up.

2. Apply masking tape completely around the factory
upper and lower grille (openings) to protect the paint.

3. Remove the plastic header panel covers (by lifting
straight up) and six (6) of the top plastic push fasteners.
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5. Use a flat blade screwdriver to pry out on the support
to clear the factory locking tab (both sides).

4. Use a 10mm socket to remove the two (2) factory bolts
retaining the upper bumper cover support (both sides).
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Upper “Heavy Metal” Mesh Grille
Includes: Mesh Surround
4 Piece Retainer

“Heavy Metal” Mesh Insert
Lower “Q” Grille
Hardware Kit (components listed below)
.568 x .263 x .050” Plastic Flat Washers
3/16 x 1/2 x .062” Black Nylon Washers
8-32 ESNA Half Nuts
Lower Grille Mounting Brackets
Micro Spacers (13SP169B)
Emblem Mounting Plate
Retangular Mounting Washer
#10 S.S. Flat Washers
#10 Lock Washers
#8-32 Stainless Steel Hex Nuts

1

1
1
6
4
13
2
18
1
1
2
2
2

-------------------
1356-0034-06
1356-0042-06
1356-0043-06
1356-0044-06
1356-0045-06
1356-0040-06
1356-0183-06Q
1356-0182-06Q
1999-3910-00
1999-0256-00
1999-0065-00
1108-0158-97
1999-0273-00
1356-0159-06Q
1356-0156-06Q
1999-1935-00
1999-9555-00
1999-9072-00

Description Part No.Quantity

“Heavy Metal” Mesh # 1356-0104-06

IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE
2006-08 Honda Ridgeline
“Quarter by Quarter” Z 

& “Heavy Metal”
Mesh Grilles

K 07 G5R 



9. Trim the tips from the supplied vinyl caps and install 
them onto the studs on the lower grille.

10. Remove the front tag bracket if equipped (not shown, 
reinstall once the lower grille is installed). 

11. Carefully align the lower grille into place and install the 
retangular washers over the studs and install an 8-32 
ESNA half nut onto each stud and tighten. Installation 
access is through the upper grille opening. Remove the 
masking tape from aroudn the lower grille opening.
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8. For vehicles painted any color other than black: Apply 
semi-gloss or flat black paint to anything inside the 
upper and lower grille openings not already black to 
conceal it once the new grille is in place.

7. Remove the nine (9) phillips screws securing the factory 
grille to the bumper cover and remove it. If the Honda 
emblem is to be reinstalled onto the new grille, remove 
the two phillips screws retaining the emblem from the 
factory grille (not shown).
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13. For factory emblem installation: Center the assembled 
emblem plate onto the new grille and install it using 
the rectangular mounting washer, flat washers, lock 
washers and #8-32 hex nuts (“Q” grille shown, Mesh 
grille same).
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12. For factory emblem installation: Align the emblem onto 
the supplied mounting plate and place three (3) .562” x 
.140” x .062” plastic flat washers over each of the factory 
screw bosses. For Mesh grilles: Make sure that the em- 
blem and mounting plate are positioned onto the mesh 
section before installing the plastic washers and screws.

12a.Install two (2) 3/16” x 1/2” x .062” black nylon washers 
onto each factory emblem screw and install the screws 
into the factory screw bosses and tighten.

12b.Trim off the factory emblem alignment pins flush with 
the back of the emblem plate

12a
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12b

6. Pull out on the front bumper cover far enough to 
remove the upper bumper cover support bracket from 
the vehicle (save for reinstallation).
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16. Reinstall the bumper cover support bracket (Steps 4
through 6), radiator support panel cover (Step 3) and
the air intake scoop (Step 1) to finish.
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15. Align the new grille into the factory opening, making
sure each stud passes through the factory mounting
holes. Install an 8-32 ESNA half nut onto each stud and
completely tighten.

14. Install two (2) black plastic spacers onto each stud prior
to grille installation (“Q” grille shown, Mesh grille same).
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On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/eg-classics/
https://www.carid.com/custom-grilles.html



