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Upper Mesh Grille Surrounds

Upper Mesh Inserts

Small “E&G Classics” Emblem
Hardware Kit (components listed below)
1.006” x .189” x .064” Black Washers
8-32 ESNA Half Nuts
Black Plastic Washers
.156” x 1” Vinyl Caps

1 Set

1 Set
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1364-0034-07
1364-0035-07
1364-002A-07
1364-002B-07
1364-002Y-07
1364-002Z-07
1999-0268-00
1364-0182-07
1999-0264-00
1999-0065-00
1999-3910-00
1999-0241-00

Description Part No.Quantity

Part # 1364-0102-07

IMPORTANT! The edges of the stainless
steel grille can be extremely sharp. Please
handle with care.

1. Open the hood and remove the plastic battery cover
by turning the attaching pins and lifting out.

2. Remove the plastic radiator support panel cover by
removing the 10mm hex bolts across the back edge and
the torx screws across the front edge.

3. Apply masking tape to the painted (or chromed) open-
ings of the factory grille (as shown).
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5. Install the upper grille frame center studs through the
holes drilled in Step 4. Press the outer studs firmly onto
the grille to mark the plastic at the stud locations.
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4. Draw a center line down the middle of the factory grille
on both top and bottom sections. Measure the stud
placement on the grille and transfer the measurements
onto the centerline and drill the mounting holes with a
5/16” drill bit.
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9. Trim the closed tip from the supplied vinyl caps and 
install them onto the outer studs welded to the back of
the upper mesh surround (shown) and “Q” grille sec-
tions.

7. For vehicles other than ones painted black or dark col-
ors, mark the grille onto the masking tape and remove 
the grille sections.

8. Trim the masking tape 1/4” inside the lines made in Step 
7. Scuff the exposed paint with a scotch brite pad and 
paint with flat or semigloss black paint. Once the paint is
dry, remove the masking tape.
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10. Reapply maksing tape to prevent damaging the paint 
surrounding the grille emblem.

11. Remove the protective cover from the “Q” grille and 
thoroughly clean using a mild solvent to remove any 
glue residue, followed by glass cleaner to remove sol
vent residue.

12. Carefully align the upper grille into place. Install the sup
plied small black plastic washers and ESNA half nuts 
onto the studs protruding through the center of the fac-
tory grille. DO NOT COMPLETELY TIGHTEN THE ESNA 
NUTS, LEAVE THEM SEVERAL TURNS FROM SNUG FOR 
THE FOLLOWING MESH INSERT INSTALLATION. 

13. Carefully pull out the outer edges of the upper grille 
and insert the corresponding mesh sections one at a 
time.
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6. Drill the outer stud mounting holes with a 5/16” drill 
bit.



15. Remove the protective masking tape from around the
factory emblem.

16. Reinstall the plastic header panel cover and battery cover
(not shown) to finish.

14. Install the supplied large black plastic washer and an
ESNA half nut onto the outer studs. Make sure the
mesh section is centered behind the surround and
tighten the ESNA nuts. Make sure that the opposite
upper mesh is aligned before tighening the center
ESNA half nuts.
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On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/custom-grilles.html
https://www.carid.com/eg-classics/

