
Upper Q Inserts

Small “E&G Classics” Emblem
Hardware Kit (components listed below)
1.006” x .189” x .064” Black Washers
8-32 ESNA Half Nuts
.156” x 1” Vinyl Caps
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1364-018A-07Q
1364-018B-07Q
1364-018Y-07Q
1364-018Z-07Q
1999-0268-00
1364-0184-07Q
1999-0264-00
1999-0065-00
1999-0241-00

Description Part No.Quantity

Part # 1364-0185-07Q

IMPORTANT! The edges of the stainless
steel grille can be extremely sharp. Please
handle with care.

1. Open the hood and remove the plastic battery cover
by turning the attaching pins and lifting out.

2. Remove the plastic radiator support panel cover by
removing the 10mm hex bolts across the back edge and
the torx screws across the front edge.

3. Apply masking tape to the painted (or chromed) open-
ings of the factory grille (as shown).
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5. Drill the outer stud mounting holes with a 1/4” drill bit.
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4. Align one of the “Q” grille sections into place and press
the outer stud firmly against the plastic to indent it.

4

3
1

IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE
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6. Trim the closed tip from the supplied vinyl caps and
install them onto the outer studs welded to the back of
the upper “Q” grille sections.

7. Remove the protective film from the grille section and
clean off the glue residue using a mild solvent or adhe-
sive remover followed with alcohol or glass cleaner.

8. Align the grille section into place and install an ESNA half
nut onto the stud protruding from the outer stud (A)
and install a 1” flat washer and ESNA half nut onto the
inner stud (B) and hand tighten.
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10. Tighten the outer ESNA nut, making sure the grille is
snug but DO NOT OVERTIGHTEN. Overtightening will
indent the grille where the studs are attached.

11. Tighten the inner ESNA nut, making sure the grille is
snug but DO NOT OVERTIGHTEN. Overtightening will
indent the grille where the studs are attached.

12. Repeat Steps 4 thru 10 for the remaining grille sections.

13. Finished installation.
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9. With the grille in place, remove any protective masking
tape that could get could get caught behind the grille
section once it is tightened.

A
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On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/custom-grilles.html
https://www.carid.com/eg-classics/

