
1. Open the hood and remove the 10mm hex nuts at
the top of the grille and the 10mm hex bolts on the
bottom (where shown).

2. Remove the factory grille from the hood (not shown).

4. Remove the factory emblem by seperating it from the
double faced tape. Make sure all the factory tape is
removed from the back of the emblem (not shown).

5. Install the supplied double faced tape to the back of the
factory emblem, align the emblem backing plate and
press firmly to set the tape.

6. Once the emblem backing plate is installed, trim the fac
tory alignment pins flush with the back of the emblem
plate.
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Upper Mesh Grille Insert (includes):
Stainless Steel Surround
Heavy Mesh Insert
(4) Bottom Mounting Brackets
(4) Side Mounting Brackets
(2) Center Top Mounting Brackets
(2) Outside Top Mounting Brackets (L)
(12) #8-32 ESNA Half Nuts
Lower Mesh Grille Insert (includes):
Heavy Mesh Insert
3 Piece Stainless Steel Surround

(4) Rectangular Mesh Retainers
Bottom Mesh Retainer
(8) #8-32 ESNA Half Nuts
Hardware Kit (components listed below)
(2) 1” I.D. x .187” O.D. x .062” Plastic Washer 
(4) 10-24 J-Clips
(2) #8-32 Stainless Steel Hex Nuts
(2) #10 Stainless Steel Lock Washers
(1) Emblem Backing Plate
(4) 10-24 x 1/2 Black Pan Head S.S. Screws
(4) #8 - 5/8” Black Truss Head Screws
(4) 3/16” Speed Nuts
(1) Lower Grille Hole Location Template
(2’) .030” x 1” Double Faced Tape
(8’) Black Edge Guard
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************
1365-0038-04
1365-0040-04
1365-0156-04
1365-0157-04
1365-0158-04
1365-0159-04
1999-0065-00
************
1365-0041-04
1365-0045-04
1365-0046-04
1365-0047-04
1099-0167-05
1365-0044-04
1999-0065-00
1365-1902-04
1999-0264-00
1999-9040-00
1999-9072-00
1999-9555-00
1365-0155-04
1999-1918-00
3999-9031-00
3999-9589-00
1365-0067-04
3004-9240-92
1999-0073-00

Description Part No.Quantity

Upper & Lower Part # 1365-0104-04
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3. Tape up 1/2” inside the return edge of the grille open-
ing on the hood. Scuff the paint and apply flat or semi
gloss black paint inside the factory grille opening sur-
round.
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IMPORTANT!  

Before installing the grille into the hood opening,
you must thoroughly clean the face of the grille by
removing the protective plastic and clean off any glue
residue with a mild solvent or adhesive remover
applied with a soft cloth. Remove any solvent residue
with alcohol or glass cleaner. Once the grille is clean,
install the supplied black edge guard around the
perimeter of the grille frame, seaming the edge guard
at the bottom center. Perform this procedure after
Step 7.

The exposed edges of the stainless steel grille and
mesh can be extremely sharp. Please handle with
care.
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IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE
2004-08 Infinity QX56

“Heavy Metal”
Stainless Steel 

Mesh Grille
L 06 G7R 

Upper Mesh Grille Insert (includes):
Stainless Steel Surround
Heavy Mesh Insert
(4) Bottom Mounting Brackets
(4) Side Mounting Brackets
(2) Center Top Mounting Brackets
(2) Outside Top Mounting Brackets (L)
(12) #8-32 ESNA Half Nuts
Hardware Kit (components listed below)
(2) 1” I.D. x .187” O.D. x .062” Plastic Washers 
(4) 10-24 J-Clips
(2) #8-32 Stainless Steel Hex Nuts
(2) #10 Stainless Steel Lock Washers
(1) Emblem Backing Plate
(4) 10-24 x 1/2 Black Pan Head S.S. Screws
(4) 3/16” Speed Nuts
(2’) .030” x 1” Double Faced Tape
(8’) Black Edge Guard
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************
1365-0038-04
1365-0040-04
1365-0156-04
1365-0157-04
1365-0158-04
1365-0159-04
1999-0065-00
1365-1902-08
1999-0264-00
1999-9040-00
1999-9072-00
1999-9555-00
1365-0155-04
1999-1918-00
3999-9589-00
3004-9240-92
1999-0073-00

Description Part No.Quantity

2008 Upper Grille Part # 1365-0104-08



11. Install the supplied 3/16” speed nuts onto the top four 
(4) mounting studs across the top of the mesh grille.

9. Install the painted factory J-clips onto the lower mount-
ing brackets installed on the bottom of the Mesh grille.

10. Install the supplied 10-24 J-clips over the factory side 
mounting tabs and mesh grille mounting tabs and 
secure the sides of the grille using the 10-24 x 1/2” 
black pan head phillips screws.

IMPORTANT: Install the black edge guard onto the upper
grille frame as outlined in the detailed note on the bottom
left of page 1.

8. Remove the J-clips (U-nuts) from the bottom of the fac-
tory grille using a small flat blade screw driver and 
apply black paint to the J-cilps.
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12. Reinstall the factory bolts into the lower mesh grille 
mounting brackets.

13. Once the grille is perfectly centered in the factory hood 
opening, tighten all mounting hardware.
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7. Install the emblem centered onto the mesh grille using 
the 1” black plastic washers, lock washers and hex 
nuts. Do not overtighten the hex nuts and do not use 
the hex nuts with the nylon lock.
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Finished installation

16. Use a 3/32” drill bit to drill through the marks made in
Step 15 for the lower mesh grille mounting pins. Be
sure to drill through both layers of plastic and slot the
holes for adjustment.

17. Remove the protective masking tape and plastic shavings
from the bumper cover.

18. Install the lower mesh grille by pressing the lower
mounting pins into the holes drilled in Step 16. Push the
grille back into the opening and install the 5/8” truss
head screws through the upper mounting tabs once a
3/32” pilot hole is drilled. Do not overtighten the screws!
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14. Tape the lower bumper opening to protect the paint.
15. Carefully measure and mark the center of the lower

bumper opening. Align the supplied template and mark
the hole locations using an awl or similar pointed tool,
then turn the template over and mark the opposite
side. Remove the template for the following procedure.
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On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/custom-grilles.html
https://www.carid.com/eg-classics/

