
1. Apply several layers of masking tape to the seperate
lower chrome section of the factory grille and to the
painted sides of the bumper cover around the grille.
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Upper Mesh Grille Insert (includes):
Chrome Plated Steel Surround
Chrome Plated Heavy Mesh Insert
(1) Top Mounting Plate
(1) Bottom Mesh Retainer w/Pins
(14) #8-32 ESNA Half Nuts
(2) Black Rectangular Mesh Retainers
Heavy Mesh Insert
Stainless Steel Surround
Hardware Kit (components listed below)
(10) 1” I.D. x .187” O.D. x .062” Plastic Washers
(6) #8 x 1/2” Black Truss Head Screws
(10) #8-32 ESNA Half Nuts
(1) Emblem Backing Plate
(1) Upper Grille Hole Location Template
(2) Small Black Plastic Washers
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************
1365-0034-11
1365-0040-11
1365-0210-11
1365-0042-11
1999-0065-00
1099-0167-05B
1365-0041-11
1365-0022-11
1365-1902-11
1999-0264-00
3999-9035-00
1999-0065-00
1365-0157-11
1365-0039-11
1999-0256-00

Description Part No.Quantity

Part # 1365-0104-11

2. Remove the plastic push fasteners and the 10mm hex
head bolts from across the top of the radiator support
panel cover.

IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE

2011 Infinity QX56
“Heavy Metal” 

Mesh Grille
H 31 H0 P 

Important information before you begin:

This E&G grille installation kit includes grille
hole location template(s) to drill mounting
holes in the vehicle.

Before marking or drilling any holes into the
vehicle, you MUST verify that the template(s)
provided in this kit match the mounting pin
locations on the grille(s).

Upper Mesh Grille Insert (includes):
Chrome Plated Steel Surround
“Black Ice” Heavy Mesh Insert
(1) Top Mounting Plate
(1) Bottom Mesh Retainer w/Pins
(14) #8-32 ESNA Half Nuts
(2) Black Rectangular Mesh Retainers
Lower“Black Ice” Heavy Mesh Insert
Lower Stainless Steel Surround
Hardware Kit (components listed below)
(8) 1” I.D. x .187” O.D. x .062” Plastic Washers 
(6) #8 x 1/2” Black Truss Head Screws
(8) #8-32 ESNA Half Nuts
(1) Emblem Backing Plate
(1) Upper Grille Hole Location Template
(2) Small Black Plastic Washers
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************
1365-0034-11
1365-0040-11BI
1365-0210-11
1365-0042-11
1999-0065-00
1099-0167-05B
1365-0041-11BI
1365-0022-11
1365-1902-11
1999-0264-00
3999-9035-00
1999-0065-00
1365-0157-11
1365-0039-11
1999-0256-00

Description Part No.Quantity

“Black Ice” Part # 1365-B104-11

Upper Mesh Grille Insert (includes):
Chrome Plated Steel Surround
Heavy Mesh Insert
(1) Top Mounting Plate
(2) Bottom Mesh Retainer w/Pins
(14) #8-32 ESNA Half Nuts
(2) Black Rectangular Mesh Retainers
Hardware Kit (components listed below)
(6) #8 x 1/2” Black Truss Head Screws
(1) Emblem Backing Plate
(1) Upper Grille Hole Location Template
(2) Small Black Plastic Washers

1

1 

************
1365-0034-11
1365-0040-11
1365-0210-11
1365-0042-11
1999-0065-00
1099-0167-05B
1365-1903-11
3999-9035-00
1365-0157-11
1365-0039-11
1999-0256-00

Description Part No.Quantity

Upper Part # 1365-010U-11

Lower Heavy Mesh Insert
Lower Stainless Steel Surround
Hardware Kit (components listed below)
(8) 1” I.D. x .187” O.D. x .062” Plastic Washers 
(8) #8-32 ESNA Half Nuts

1
1
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1365-0041-11
1365-0022-11
1365-1905-11
1999-0264-00
1999-0065-00

Description Part No.Quantity

Lower Part # 1365-010L-11



8. Trim the ends from the preinstalled black cap plugs and 
push them down over the studs on the back of the lower
grille surround. Align the lower mesh section into place.

9. Apply masking tape around the lower grille opening.
10. Align the lower mesh grille assembly into place, making 

sure you are careful not to scratch the paint on the 
bumper cover when passing the studs through the facto-
ry lower grille

IMPORTANT: You must unhook the front parking assist cam
era from the factory grille by pushing down on 
the small tab on the electrical connector (A) 
prior to grille removal.
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4. Pull the top of the grille out far enough to reach the low-
er mounting tabs. Lift up on the center portion of the 
mounting tabs with your finger, then pull the grille for-
ward to begin the removal. Start on either side, working 
your way across the bottom of the factory grille. Make 
sure you release the upper tabs, not the ones securing 
the lower portion of the factory grille.

5. Remove the grille and place it onto a clean work area 
for factory emblem/parking assist camera removal.

6. Remove the factory screws securing the emblem/parking 
assist camera to the factory grille and remove the 
emblem/park assist camera assembly.

7. Align the factory emblem/parking assist camera into the 
opening on the mesh grille, align the supplied emblem 
backing plate and small black plastic washers, then 
reinstall the factory screws to secure the emblem 
assembly to the mesh grille.
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3. Lift up on the back edge of the radiator support panel 
over to expose the upper grille top mounting tabs. 
Push down onto the center of the mounting tabs and 
pull the grille forward to release the top edge.
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13. Use a .125” (1/8”) drill bit to drill through the marks 
made in Step 12 for the upper mesh grille mounting 
pins. Be sure to connect the holes with the drill bit, 
making a mounting “slot” for slight left to right adjust-
ment.

14. For vehicles painted colors other than black or dark 
blue: Tape around the bumper cover, 1/2” inside the 
opening. Scuff the painted sections of the bumper cover
for proper paint adhesion. For all vehicles: Paint every
thing inside the grille opening that would be visible 
through the mesh grille with flat or semi-gloss black 
paint.
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12. Carefully measure and mark the center of the upper
grille opening. Cut out and align the supplied hole loca-
tion template and mark the hole locations using an awl 
or similar pointed tool, then turn the template over and 
mark the opposite side. Remove the template for the 
following procedure.
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16. Reinstall the factory 10mm hex bolts removed in Step 2,
making sure that the grille is perfectly centered and 
pushed back as far in as it will go. Reinstall the plastic 
push pins across the back of the radiator support panel
cover (not shown).

15. Carefully align the upper mesh grille assembly, making 
sure any masking tape is removed that could get aught 
between the grille and the bumper cover/lower factory 
chrome section. Once all the mounting pins are lined up
with the slots drilled in Step 13, push the mesh grille
firmly into place.

11. Install the supplied large black plastic washers and the 
#8-32 ESNA half nuts onto all mounting studs. Tighten
the nuts until the washers no longer rotate.
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18. Install the supplied #8 x 1/2” black truss head screws
through the holes in the top mounting plate and into
the factory radiator support cover. DO NOT OVER
TIGHTEN or you could strip out the screw holes.
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17. Push in on the outer upper corners of the mesh grille
and use a 7/64” drill bit to drill through the holes in the
top mounting plate and through the radiator support
panel.
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19. Peel off the protective cover from the lower grille sur-
round. Use a mild solvent and a clean, soft cloth to
remove any glue residue from the surround. Use alcohol
or glass cleaner and a clean, soft cloth to remove any sol-
vent residue.

20. Finished installation.

On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/custom-grilles.html
https://www.carid.com/eg-classics/

