
Upper Mesh Grille (includes):
Chrome Plated Frame
Mesh Insert
Upper Mounting Plate
Finishing Plate
(6) #8-32 ESNA Half Nuts
Lower Mesh Grille (includes):
Stainless Steel Surround
Mesh Insert
(10) Small Black Plastic Washers
(10) #8-32 ESNA Half Nuts
Hardware Kit (components listed below)
Emblem Backing Plate
1.006” x .189” x .064” Black Plastic
Washers
#8-32 ESNA Half Nuts
Upper Grille Mounting Brackets
8-32 x 1” Black Cap Plugs
#19422 Push Fasteners (for tag bracket)
.030” x .250” Double Faced Tape
2” Black Pressure Tape
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12
6
6
2
3’
4’

************
1369-0141-07
1369-0020-07
1369-0210-07
1369-0211-07
1999-0065-00
************
1369-0022-03
1369-0021-07
1999-0256-00
1999-0065-00
1369-1902-07
1369-0158-07

1999-0264-00
1999-0065-00
1369-0155-07
1999-0241-00
1999-0286-00
3004-9242-92
2999-9122-00

Description Part No.Quantity

Part # 1369-0102-07

1. Open the hood and remove the phillips screws (A) at
the top of the grille and the four push pins (B) securing
the radiator cover (where shown) and remove the
cover.

2. Use a 3/16” drill bit to drill out the aluminum rivets and
unclip the lower mounting tabs to remove the front tag
bracket from the bumper cover (if equipped).

3. Apply protective masking tape to the painted bumper
cover and headlights that surround the factory grille.

IMPORTANT!  
The exposed edges of the stainless

steel grille and mesh can be extremely
sharp. Please handle with care.

4. Pull the grille out at the top and remove the lower fac-
tory speed nuts (one each side) near the bottom of the
headlights.
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IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE
2007-08 Lincoln MKZ 
2 Piece Mesh Grille

Installation
Instructions

L 20 G7R 
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6. For vehicles painted colors other than black or dark blue: 
Tape 1/8” in from the edge of the factory grille opening 
and scuff the paint on the grille opening. Tape 1/2” in 
from the side edge of the headlights, scuff the sides of 
the headlights and apply flat or semi gloss black paint. 
Paint everything inside the grille opening black that 
would be visible through the mesh grille.

11. Align the Mesh grille into place, making sure that the lower 
mounting studs are resting on top of the bumper cover. Do
not try and push the studs through the slots in the bumper 
cover or the grille will be too low in the opening.

12. Make sure that the mesh grille is centered between the 
headlights and the mesh section fits down behind the edge 
of the bumper cover. Install the mounting brackets and #8-
32 ESNA half nuts and tighten. Apply black paint to the 
studs and nuts to conceal them once the grille is secure.

5. Use a flat blade screwdriver and insert it between the 
bumper cover and the top of the factory clips securing 
the lower edge of the grille and push down on the 
screwdriver to release the mounting clips. Start from 
one side and work your way across to the opposite side
then remove the grille. Remove the push on retainer 
secruing the Lincoln emblem to the factory grille and 
unclip the emblem (to be reused on the Mesh grille).
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Photo available soon
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7. Thoroughly clean the lower grille opening. Apply 
making tape to the painted bumper cover sur
rounding the lower factory black grille insert. 

8. Apply the 2” black out tape to the chrome mould-
ing across the center of the lower grille opening 
so it will not be visible through the installed lower
mesh grille. Make sure that you cover the entire 
top and front areas of the factory chrome mould-
ing, carefully trimming the edges to keep the tape 
from overlapping onto the factory black insert.
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9. Install two (2) black cap plugs onto the lower studs 
(as shown) once the closed ends are cut off.
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10. With the factory upper grille removed, you have access 
to install the lower grille mounting hardware without 
having to raise the vehicle and remove the lower plastic 
cover. Align the lower grille into place and install the 
supplied black plastic washers and ESNA half nuts onto 
each stud and tighten.
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16. Peel back a small section from each piece of double
faced tape from the emblem backing plate and align the
plate over the grille frame emblem base, making sure
the center cross bar is closer to the bottom than the
top. If the cross bar is closer to the top, rotate the back-
ing plate 180 degrees. Once properly aligned, peel off
the tape backing and press the emblem backing plate
firmly onto the grille to set the tape.

17. Apply double faced tape to the back of the factory
emblem (as shown). The sides of the emblem need two
layers of tape.
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15. Tape the back of the factory emblem backing plate as
shown.
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13. Once the lower edge of the grille is secured, remove
the wire tie holding the mesh section to the frame
under the emblem mount.

14. Reinstall the radiator support panel cover using the
factory fasteners.
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18. Dry fit the emblem to determine proper orientation as
there is a top and bottom to the emblem. Peel off the
double faced tape backing, align the four alignment
tabs so that they fit into the notches in the emblem
backing plate and press firmly into place to set the tape.
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19. It will be necessary to cut off the lower front tag
bracket strap that clips into the fornt bumper
cover as there is no longer access for the bracket.

20. Reinstall the front tag bracket (if equipped) using
the supplied #19422 black plastic push fasteners.

On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/custom-grilles.html
https://www.carid.com/eg-classics/

