
“HEAVY METAL” PART NO. 1382-0104-09

Mesh Grille Surround
Chrome Plated “Heavy” Mesh Insert
Hardware Kit (components listed below)
(18) #8-32 ESNA Half Nuts
(2) 1.006” x .189” x .064” Black Washers
(12) 3/16 x 1/2  x .062” Black Nylon Washers
(1) Emblem Mounting Plate
(3) #8 x 1/2” Black Truss Head Screws
(26) 22 Gage Stainless Steel Retainer Clips
(1) Double Faced Tape for Emblem
(1) Lower Mesh Retainer w/Pins
(4) Black Rectangular Mesh Retainers
(2) A4 Mesh Retainers
(2) 3/16” x 3/8”  S.S. Rivets
(2) #10-24 x 1/2” Black Machine Screws
(2) #10-24 ESNA Lock Nuts
(1) .130” x 5” Black Cable Tie
(1) Lower Hole Location Template
(2) #10 Lock Washers
(2) #8-32 Hex Nuts
(2) A4 Sensor Mounting Brackets
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Description Part No.Quantity
1382-0034-09
1382-0040-09
1382-1902-09
1999-0065-00
1999-0264-00
1999-0256-00
1354-0051-05
3999-9035-00
1382-0159-09
1354-0153-05
1382-0042-09
1099-0167-05B
1382-0167-09
1999-0217-00
1999-0020-00
1999-2991-00
1999-0301-00
1382-0039-09
1999-9555-00
1999-9072-00
1382-0151-09

1. IMPORTANT: Apply masking tape to all painted
edges and chrome surfaces of the front bumper
cover to protect the paint from damage since you
will be removing the grille and bumper cover from
the vehicle. Remove front license plate if equipped.

2. Remove the radiator support panel cover from the
vehicle (to be reused), the back edge is fastened
with torx screws and the front edge fits under the
stock chrome grille.

3. Remove the factory air intake by removing the two
(2) fasteners (one each side) and save the duct and
inlet screen for reinstallation.
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IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE

2009 Audi A4
Mesh Grille Installation

Instructions
E 21 G9R 

Important information before you begin:

This E&G grille installation kit includes grille
hole location template(s) to drill mounting
holes in the vehicle.

Before marking or drilling any holes into the
vehicle, you MUST verify that the template(s)
provided in this kit match the mounting pin
locations on the grille(s).

Please place the assembled grille’s mounting 
pins over the template(s) provided and make 
sure that the pin and hole locations are the 
same. 



5. Raise the vehicle and remove the two (2) quarter turn fas-
teners across the bottom of the front bumper cover
(where shown).

6. Remove the inner wheel well retaining clips by
inserting a small flat blade screwdriver where
shown (arrow) and lift up and push the retainer off
over the mounting stud.

8. Fold back the inner wheel well liners to expose the
bumper cover to fender mounting hardware and
driving lamp electrical connectors. You can tuck the
liners behind the rotor shields to hold them out of
the way.

9. Disconnect the fog lamp electrical connector from
the fog lamp assembly in the bumper cover.
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7. Remove the T-25 torx screws (three per side) securing
the bottom of the wheel well to the lower bumper pan.
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4. Pull the air temperature sensor from the grille
mounted bracket and disconnect the electrical con-
nector from the sensor located behind the factory
grille emblem.

4



18. Remove the retaining screws securing the factory
sensor and remove the bracket and sensor.

19. For customers who request reinstallation of the
factory grille emblem: Use a small flat blade screw
driver to pry back on the factory grille emblem
mounting tabs, then push in on the emblem tabs
and push the emblem off the factory grille.

15. Remove the factory styrofoam filler from the
bumper cover and grind flush the protrusions on
the front outer corners (not shown).

16. Use a torx tool to remove the factory screws
(where shown) and the corresponding lower
screws (not shown).

17. Use a flat blade screw driver to seperate the
chrome frame from the bumper cover for the fol-
lowing mesh insert and stainless steel retainer
and mesh installation (not shown). You must pry
up on the center of the clips and push firmly to
release them.

13. Use a T-30 torx tool to remove the upper mount-
ing bolts (one per side) inside the grille opening.

14. With the help of an assistant, pull the bumper
cover corners out (away from the fenders) then for
ward to remove the bumper cover from the front
of the vehicle (not shown). Place the bumper cover
onto a clean work area for dissassembly.

12. Use a T-30 torx tool to remove the lower mounting
bolts (one per side) inside the grille opening.
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10. Using a 10mm socket or nut driver, loosen the two
(2) 10mm hex nuts securing the bumper cover to
the front fender. Do not remove them.

11. Remove the 10mm hex bolt from the front fender.
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26. Use a 5/16” drill bit to drill through the marks
made in the previous step.

25. Once the factory grille upper mounting section has
been cut from the remainder of the grille, mark the
areas where the mesh grille surround mounting
studs are located.

22. Mark the inside of the factory grille using a white
grease pencil where shown. This is were you will
cut the factory grille center section from the top
support.
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21. For customers who request reinstallation of the
factory grille emblem: Clean the emblem plate with
alcohol to remove grease, finger prints, etc. Peel off
the double faced tape backing from the emblem,
align it onto the emblem plate and press the
emblem firmly into place to set the tape. Measure
and align the emblem assembly onto the mesh in
the same location as stock and install the emblem
assembly using the black plastic washers, lock
washers and 8-32 S.S. hex nuts.

23. Cut the grille at the sides were shown by the white
marks. Cut the lower portion of the grille off
underneath the screw boss (see arrow).

24. Cut the center section from the grille support using
a jig saw or vibrating blade saw (cast cutter type).
Use a disc grinder to smooth the edges.
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20. For customers who request reinstallation of the
factory grille emblem: Remove the mounting tabs
from the back of the factory emblem. Apply double
faced tape (as shown) to the back of the emblem.



31. Align the upper side mesh retainers as shown and
install a #8-32 ESNA half nut and tighten.

30. Install a small black plastic washer and a #8-32
ESNA half nut onto each of the studs across the
top of the surround and tighten.

29. Align the top portion of the factory grille cut off in
Steps 21 & 22 with the surround mounting studs.
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28. Align the mesh over the back of the surround,
making sure the mesh is centered. Install a rectan-
gular mesh retainer and a #8-32 ESNA half nut
onto the lower and center side mounting studs
and tighten.

32. Align the lower mesh retainer with pins across the
bottom edge of the mesh grille and install the sup-
plied #8-32 ESNA half nuts to secure.
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27. Align the mesh surround over the back of the fac-
tory chrome plated grille and attach it using the
supplied 22 gage mounting clips. Bend the inner
tab up to secure. NOTE: If the tabs are not tight,
bend an arch into the clip (a high point in the cen-
ter) to help keep it tight (not shown).
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40. Reinstall the electrical connector into the bottom of
the factory sensor (as shown).

36. Install the sensor mounting brackets using the sup-
plied 3/16” stainless steel rivets.

37. Apply flat or semi-gloss black paint to the brackets,
the top of the intercooler (if equipped) and the top
of the aluminum bumper reinforcement. Apply flat
or semi-gloss black paint to anything that will be
visible through the mesh grille.

35. Use a 3/16” drill bit to drill the factory sensor
mounting bracket holes were marked in the previ-
ous two steps.
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34. Continue to measure across to the driver side and
mark the aluminum bumper at 19-1/8”.

38. Use a small flat blade screw driver to remove the
wire harness connector from the top of the radia-
tor.

39. You will need to cut and remove the cable tie from
the harness as you will need to move the connec-
tor farther over to the driver’s side to allow the
sensor connector to reach the relocated sensor.
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33. Using a tape measure, measure over from the edge
of the plastic bumpercover 11-3/4” and mark the
aluminum front bumper with a grease pencil or
marker.
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46. Use a 1/8” drill bit to drill through the marks made
in the previous step. Begin drilling at the angle
show.

44. Cut out and align the supplied lower hole location
template onto the lower portion of the factory
bumper cover and tape it into place (as shown).

45. Using an awl or similar pointed tool, mark all hole
locations. Untape the template, flip it over and
mark the opposite side.

43. Position the exterior temperature sensor close to
the rear edge of the plastic bumper cover. Drill a
1/2” diameter mounting hole (where shown), then
push the sensor down until it snaps into the
mounting hole.
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42. Use the supplied black cable tie to reattach the
wires to the connector once you have remounted
the connector onto the top of the radiator. Make
sure that there is plenty of slack in the wire going
to the sensor.

47. Once the hole is started but not drilled completely
through, rotate the drill to a verticle position (as
shown) and finish drilling the holes. Use the drill
bit to connect the holes making small mounting
slots.

48. Align the lower mounting pins on the assembled
grille through the holes in the bumper cover drilled
in the previous step (not shown).
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41. Using the supplied #10-24 x 1/2” black machine
screws and #10 ESNA lock nuts, install the factory
sensor to the brackets installed in Step 36.
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53. Realign the assembled grille and bumper cover
back onto the vehicle, reversing the removal proce-
dure. Make sure all factory fasteners are reinstalled
in their proper locations.

52. Push down on the grille and using vise grips or pli-
ers, bend the lower mounting studs back to keep
the bottom of the grille tight against the bumper
cover.

51. Carefully remove any protective masking tape that
could get caught between the chrome and the
painted bumper cover.
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50. Align the screws into the bosses on the back of the
assembled mesh grille and tighten. The chrome
frame should be mounted flush with the painted
bumper cover once the screws are tight.

54. Modify the existing front tag bracket / moulding as
follows: Use a grease pencil to mark a new edge
that you will grind up to. Connect the corners,
eliminating any of the factory mounting tabs.
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49. Install the factory upper grille retaining screws into
their respective holes, then install two (2) small
black plastic washers onto the exposed threads.
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58. Reinstall all factory hardware in the wheel well
areas and across the bottom of the bumper cover
(not shown).

59. Remove all masking tape and reinstall the air intake
ducting and the radiator support panel cover.

57. Push the grille back tight against the reinstalled
radiator support panel cover. Use a 1/16” drill bit
to drill through the forward part of the round plas-
tic boss at the top outer corners of the grille and
install  #8 x 1/2” black truss head screws. This will
help keep the grille from pulling forward.

56. Push the grille back tight against the reinstalled
radiator support panel cover, making sure it fits
underneath the chrome factory grille surround.
Use a 1/16” drill bit to drill through the forward
part of the round plastic boss at the top center of
the grille and install a #8 x 1/2” black truss head
screw. This will help keep the grille from pulling
forward.

57

31

59

55. Align the front tag bracket / moulding over the
mesh grille, making sure it is level and tight against
the sides of the factory chrome grille frame. Use a
3/32” drill bit to drill through the front tag mould-
ing and tag where shown, and install the supplied
black no.6 countersunk phillips screws to secure
the part to the bumper cover reinforcement.

60. Finished Installation.
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54. Modify the existing front tag bracket / moulding as
follows: Use a grease pencil to mark a new edge
that you will grind up to. Connect the corners,
eliminating any of the factory mounting tabs.
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On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/custom-grilles.html
https://www.carid.com/eg-classics/

