
Quantity Description Part No.

1

1

1

Upper “Denali” Style “Z” Grille
Lower “Denali” Style “Z” Grille
Hardware Kit (items listed below)
(5) Upper Center Mounting Brackets
(2) Upper Outer Mounting Brackets
(1) Upper Left Mounting Bracket
(8) ESNA Half Nuts
(12) .156” x 1” Vinyl Caps
(8) #6 x 1/2” Torx Pin Head Screws
(1) #10 Torx Pin Head Tool
(1) Upper Outer Mounting Bracket Template
(6) AD44ABS Aluminum Rivets
(42”) Black Edge Guard
(4) Small Black Plastic Washers
(2) 1/4” License Plate Retainer Nuts

1383-0184-07
1383-0183-07
1383-0182-07
1383-0156-07
1383-0155-07
1383-0157-07
1999-0065-00
1999-0241-00
1999-0109-00
1999-0107-00
1383-0067-07
1999-3912-00
1999-0073-00
1999-0256-00
1999-0203-00

IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE

2007-08 GMC Sierra HD 
“Denali” Style Stainless Steel

“Z” Grille
A 14 G8R 

“Denali” Style “Z” Grille Part # 1383-0185-07

4. Using a 1/8” drill bit, drill thorugh the marks made in
the previous step.
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3. Cut out the supplied template and use masking tape to
fasten it to the factory grille frame. The top edge of the tem-
plate (A) must be flush with the top surface of the 
grille frame and the back edge (B) must be up against 
the factory grille. Use a awl or pointed tool to mark the hole
locations, then remove the template, flip it over 
and mark the opposite side.

1. Remove the plastic radiator support panel cover by
removing the plastic push pins (not shown). 
2. Thoroughly clean the factory grille and apply protective
masking tape to the bottom of the chrome surround 
and to the top chrome surfaces of the GMC emblem.
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*USE CAUTION* while handling the grille.

The stainless steel edges can be very sharp.
Once the grilles are installed, peel off the protec-
tive liner from the polished stainless steel. Use a 
mild solvent and a soft cloth to remove any glue 

residue from the stainless steel. Use alcohol or 
glass cleaner and a soft cloth to remove any sol-
vent residue to finish.

5. Align the outer mounting brackets onto the factory
grille frame and install the brackets using the supplied 
1/8” aluminum rivets. Paint the rivet heads black to 
conceal them.
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Quantity Description Part No.

1

1

Upper “Denali” Style “Z” Grille
Hardware Kit (items listed below)
(5) Upper Center Mounting Brackets
(2) Upper Outer Mounting Brackets
(1) Upper Left Mounting Bracket
(8) ESNA Half Nuts
(12) .156” x 1” Vinyl Caps
(1) Upper Outer Mounting Bracket Template
(6) AD44ABS Aluminum Rivets
(42”) Black Edge Guard
(4) Small Black Plastic Washers

1383-0184-07
1383-0182-07
1383-0156-07
1383-0155-07
1383-0157-07
1999-0065-00
1999-0241-00
1383-0067-07
1999-3912-00
1999-0073-00
1999-0256-00

“Denali” Style Upper “Z” Grille Part # 1383-018U-07
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6. Install the supplied black vinyl sleeves onto the center
six (6) mounting studs to conceal the treads once the

grille is installed. Trim the ends from the sleeves and 
install two per stud, leaving 1/4” of threads protruding 
from the sleeves.

8. Install the center mounting brackets onto all of the 2”
center studs (except the upper left stud) and install an
8-32 ESNA lock nut onto each stud but do not com

pletely tighten at this time. Allow for slight left to right 
adjustments for outer studs to bracket alignment. 

Install the long bracket onto the upper left stud at an 
angle to clear the GMC emblem boss located on the 
back of the factory grille (not shown).

9. Install a small black plastic washer and an 8-32 ESNA
lock nut onto each outer stud to attach it to the outer

mounting brackets but do not completely tighten at 
this time. Leave the grille slightly loose until the grille is 

perfectly centered, than tighten the nuts to secure the 
grille to the outer mounting brackets.
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7. Carefully align the E&G “Denali” style grille
over the factory GMC emblem, making sure you do
not cut through the protective masking tape.
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10.Adjust the depth of the grille at the top and bottom
center of the by slowly tightening the center ESNA
nuts to draw the grille in so that the gaps across the
bottom and top are uniform.
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11.Carefully remove the protective maksing tape from
around the grille frame. You can pull up on the E&G
grille or push down on the factory grille shell to in- 
crease the gap present where the E&G grille meets
the chrome plated factory shell. Peel the tape back
over itself to help prevent the tape from breaking and
getting caught behind the stainless steel frame. Once
the tape is removed and the grille centered, tighten
the mounting hardware.
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13.Install the supplied license plate nuts prior to lower
“Denali” style grille installation.

14.Align the lower grille and once it is perfectly centered,
use masking tape to hold it in position for the hole
drilling procedure in Step 15.
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15.Use a 1/16” drill bit to drill pilot holes in the bumper
cover through all eight (8) holes in the lower grille.

16.Install the supplied #6 x 1/2” T-10 torx screws (A) and
the #6 x 1-1/2” T-10 torx screws (B) to secure the
lower grille to the bumper and remove the masking
tape.
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17.Reinstall the radiator support panel cover to finish
the “Denali” style grille installation.

12.Install the supplied black edge guard across the top
edge of the grille to cover any rough edges.

A

B

On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/custom-grilles.html
https://www.carid.com/eg-classics/

