
Upper Mesh Grille (includes):
Upper Mesh Surround
Small “E&G Classics” Emblem
Chrome Plated S.S. Mesh Insert
Two Piece Top Mounting Plate Right

Left
Lower Retainer w/Pins
(10) #8-32 ESNA Half Nuts
Lower Mesh Grille (includes):
Lower Mesh Surround
Chrome Plated S.S. Mesh Insert
Bottom Retainer w/Pins
(5) Rectangular Mesh Retainers
(5) #8-32 ESNA Half Nuts
Hardware Kit (components listed below):
(2) #10 S.S. Lock Washers
(2) #8-32 S.S. Hex Nuts
(1) Upper Grille Hole Drilling Template
(1) Lower Grille Hole Drilling Template
(2) 1” x .189” x .064” Black Plastic Washers
(5) 1/2” Torx Pin Head Screws
(1) #6 Torx Pin Head Bit T-10
(4) #8 x 1/2” Black Truss Head Screws

1

1

1

************
1385-0038-10
1999-0268-00
1385-0040-10
1385-0210-10
1385-0211-10
1385-0042-10
1999-0065-00
************
1385-0022-10
1385-0041-10
1385-0049-10
1099-0167-05
1999-0065-00
1385-1903-10
1999-9555-00
1999-9072-00
1385-0039-10
1385-0067-10
1999-0264-00
1999-0109-00
1999-0107-00
3999-9035-00

Description Part No.Quantity

Part # 1385-0104-10

IMPORTANT!

& glass cleaner.

steel grille and mesh can be very
sharp. Please handle with care.

IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE
2010 Range Rover Sport

“Heavy Mesh”
Replacement Mesh

Grilles
D 30 H0 R 

***** Tools needed *****
1/8”drill bit, 9mm or 11/32” socket wrench,
1/4” socket wrench, sissors, awl or pointed
tool, drill, masking tape, adhesive remover 

Important information before you begin:

This E&G grille installation kit includes grille
hole location template(s) to drill mounting
holes in the vehicle.

Before marking or drilling any holes into the
vehicle, you MUST verify that the template(s)
provided in this kit match the mounting pin
locations on the grille(s).

Upper Mesh Grille (includes):
“Ultimate” CNC Upper Mesh Surround
Small “E&G Classics” Emblem
Chrome Plated S.S. Mesh Insert
Two Piece Top Mounting Plate Right

Left
Lower Retainer w/Pins
(10) #8-32 ESNA Half Nuts
Lower Mesh Grille (includes):
Lower Mesh Surround
Chrome Plated S.S. Mesh Insert
Bottom Retainer w/Pins
(5) Rectangular Mesh Retainers
(5) #8-32 ESNA Half Nuts
Hardware Kit (components listed below):
(2) #10 S.S. Lock Washers
(2) #8-32 S.S. Hex Nuts
(1) Upper Grille Hole Drilling Template
(1) Lower Grille Hole Drilling Template
(2) 1” x .189” x .064” Black Plastic Washers
(5) 1/2” Torx Pin Head Screws
(1) #6 Torx Pin Head Bit T-10
(4) #8 x 1/2” Black Truss Head Screws

1

1

1

************
1385-0038-10A
1999-0268-00
1385-0040-10
1385-0210-10
1385-0211-10
1385-0042-10
1999-0065-00
************
1385-0022-10
1385-0041-10
1385-0049-10
1099-0167-05
1999-0065-00
1385-1903-10
1999-9555-00
1999-9072-00
1385-0039-10
1385-0067-10
1999-0264-00
1999-0109-00
1999-0107-00
3999-9035-00

Description Part No.Quantity

“Ultimate” CNC Part # 1385-0104-10A

Upper Mesh Grille (includes):
Upper Mesh Surround
Small “E&G Classics” Emblem
Chrome Plated S.S. Mesh Insert
Two Piece Top Mounting Plate Right

Left
Lower Retainer w/Pins
(10) #8-32 ESNA Half Nuts
Hardware Kit (components listed below):
(2) #10 S.S. Lock Washers
(2) #8-32 S.S. Hex Nuts
(1) Upper Grille Hole Drilling Template
(2) 1” x .189” x .064” Black Plastic Washers
(4) #8 x 1/2” Black Truss Head Screws

1

1

************
1385-0038-10
1999-0268-00
1385-0040-10
1385-0210-10
1385-0211-10
1385-0042-10
1999-0065-00
1385-1905-10
1999-9555-00
1999-9072-00
1385-0039-10
1999-0264-00
3999-9035-00

Description Part No.Quantity

Upper Part # 1385-010U-10

Upper Mesh Grille (includes):
“Ultimate” CNC Upper Mesh Surround
Small “E&G Classics” Emblem
Chrome Plated S.S. Mesh Insert
Two Piece Top Mounting Plate Right

Left
Lower Retainer w/Pins
(10) #8-32 ESNA Half Nuts
Hardware Kit (components listed below):
(2) #10 S.S. Lock Washers
(2) #8-32 S.S. Hex Nuts
(1) Upper Grille Hole Drilling Template
(2) 1” x .189” x .064” Black Plastic Washers
(4) #8 x 1/2” Black Truss Head Screws

1

1

************
1385-0038-10A
1999-0268-00
1385-0040-10
1385-0210-10
1385-0211-10
1385-0042-10
1999-0065-00
1385-1905-10
1999-9555-00
1999-9072-00
1385-0039-10
1999-0264-00
3999-9035-00

Description Part No.Quantity

“Ultimate” CNC Upper Part # 1385-010U-10A

https://www.carid.com/eg-classics/
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4. Install the supplied double faced tape to the emblem
surround and install it onto the emblem mounting
plate.

5. Use the remaining double faced tape the supplied
brushed S. S. “L R” emblem (not shown, or around the
edge of the factory Land Rover emblem and place a dab
of silicone in the center of the factory emblem), peel off
the tape backing, then align the emblem and press it
firmly in place to set the tape. Once the silicone cures,
the emblem will be premanently installed.

4

6. Align the emblem in the approximate location as on the
factory grille and install the black plastic washers, lock
washers and s.s hex nuts and tighten to secure the
emblem to the grille. Make sure that the emblem is per-
fectly level as you are tightening the mounting hard
ware.

6

3. If reusing the factory emblem: Use a head gun and
apply heat to the back of the emblem recess to soften
the adhesive. Use caution or you will melt the plastic
factory grille and may ruin the emblem. Insert a razor
blade between the emblem and grille recess and lift the
emblem out of the recess (careful, emblem and grille are
hot). Remove any adhesive from the back of the
emblem once it cools.

3

2. Remove the factory grille by pulling the bottom of the
grille straight out to release the lower mounting clips. If
the clips do not pull out, use a long flat blade screw
driver and insert it between the clip and the mounting
panel and twist to release.

1. Open the hood and remove the factory grille by press-
ing down and uncliping the four (4) clips across the top
of the grille (one side shown).

1

2



11. Press firmly down to properly seat the mounting pins.
12. With the grille in place, push down on the outer edges

to make sure that the grille is tight against the bumper
over. Use a 5/32” drill bit to grille through the outer
mounting tabs (as shown).
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10. Install the upper mesh grille into place by pushing the
mounting studs through the slots made in the previous
step., making sure you start at the center and work
your way towards the sides.

6

9. Use a .125” drill bit (1/8”) to drill through the marks
made in Step 7. Use the drill bit to connect the holes
making mounting “slots” in the bumper cover.

9

8. Tape up to the centers of the hole locations marked in the
previous step. Tape up the sides of the headlight assem-
blies to prevent to protect them during the following
paint and grille installation procedures. Paint anything
inside the factory grille opening, and on vehicles painted
colors other than dark blue or black, scuff and paint the
exposed bumper cover that would be visible through the
mesh grille.

8

7. Cut out and align the supplied upper grille hole location
template onto the bumper cover and use masking tape to
hold it in place. Use an awl or similar pointed tool to
mark the hole locations onto the bumper cover. Untape
the template, flip it over and mark the holes on the oppo-
site side.

7



16. Align the lower grille into place and push the center
four (4) lower mounting pins into the holes, starting at
the center pins and work your way to the sides.

17. Once the pins are pushed through the bumper cover,
press the grille tight against the factory insert. Use a
1/16” drill bit to drill a pilot hole through the mounting
tabs across the top of the grille and install the supplied
#6 Torx T-10 screws. DO NOT OVERTIGHTEN or you
will strip out the mounting holes.

14. Remove the masking tape and peel off the protective
backing from the mesh and emblem surrounds. Use a
soft cloth and a mild solvent to remove any glue residue
from the protective tape. Use glass cleaner or alcohol to
remove any solvent residue from the grille surround.
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15. Use a .125” (1/8”) drill bit to carefully drill through the
marks made in the plastic bumper opening, then use
the drill bit to make a slot between the holes. This will
allow for left to right adjustment.

14. Cut out and align the supplied template for the lower
grille lower mounting hole locations against the inside
edge of the painted bumper cover opening and tape it
in place, making sure the center is lined up with the
center line marked in Step 10. Use an awl or similar
pointed tool and mark the bumper cover at all mount-
ing hole locations (see arrows). Untape the template,
flip it over and mark the holes on the opposite side.
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13. Repeat the hole drilling procedure on the inner mount-
ing tabs and install the supplied #8-1/2” black truss
head screws.

13

WARRANTY INFORMATION:

E&G Classics, Inc. warrants its chrome parts and products to be free from defects in ma te ri al, 
workmanship or finish for Thirty-Six (36) months from the date of shipment by E&G.  This war-
ranty is limited to the repair or replacement, at E&G Classics option, of the defective part or 
product.     

You are responsible for inspecting all packages containing E&G Classics' parts and prod-
uct immediately upon their receipt and must file a claim with the carrier for any damage dis -
clo sure by such inspection and notify E&G classics in writing at the above address of any such 
damage.  This warranty does not extend to any of our products which have been subject to 
misuse, neglect, accident or have been altered or repaired in any way.  This warranty does 
not cover any accidental or consequential damages for any breach of this warranty agree 
ment. E&G Classics shall have no responsibility for any loss of time, inconvenience, com mer 
cial loss or consequential damage, nor shall E&G be liable for any injury or damage to persons 
or prop-erty by reason of any defect in material, workmanship or finish of its parts or 
products.  This warranty gives you specific legal rights and you may also have other rights 
which may vary from state to state.



Cut out, overlap and tape templates together.



Cut out, overlap and tape templates together.

Shop for other custom grilles on our website.

https://www.carid.com/custom-grilles.html
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