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Fender Vent Replacements (includes):
(1 Set) Chrome Plated Steel Surrounds

(2) Stainless Steel Heavy Mesh Insert
(1 Set) Chrome Plated Center Bars

(2) Chrome Plated Center Bar Spacers
(4) Small Black Plastic Washers
(14) #8-32 Stainless Steel ESNA Nuts
(4) Black Rectangular Mesh Retainers
(2) 1.006” x .187” x .062” Black Plastic Washers
(4) Rectangular Mesh Retainers
(2) Rectangular Black Tape Appliques

(62”) .030” x 1/4” Double Faced Tape
Hardware Kit (components listed below)
(2) 22 Ga. Brushed S.S. “LR” Emblems
(6”) .030” x 1/4” Double Faced Tape
(2) 10 Ga. Black Mounting Brackets
(2) #10-24 x 3/4” F/H PH S.S.Machine Screws
(2) Oval Black Tape Appliques

1 Set
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************
1385-0083-04
1385-0084-04
1385-0081-04
1385-0088-04
1385-0089-04
1385-0087-04
1999-0256-00
1999-0065-00
1099-0167-05B
1999-0254-00
1099-0167-05
1385-0097-04
1385-0098-04
3004-9242-92
1385-0060-04
1385-0086-04
3004-9242-92
1385-0091-04
1999-0259-00
1385-0099-04

Description Part No.Quantity

“Heavy Metal” Part # 1385-01XW-04

IMPORTANT!
The exposed edges of the stain-
less steel mesh can be extremely
sharp. Please handle with care.

IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE

2004-09 Range Rover Sport
“Heavy Metal”
Fender Vents

G 09 G8P 

3. Remove the phillips screws and the plastic push fasten-
ers on the back half of the inner fender liner for access
to the back of the fender vents.
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1. Raise the front of the vehicle and remove the front
wheels to access the plastic inner fender liner.

2. Apply masking tape around the fctory vents.

***** Tools needed *****
#2 phillips screwdriver, masking tape, flat

blade screwdriver & glass cleaner.
4. Push up on the centers of the bottom retaining clips to

release the bottom edge of the fender vent and rotate
the bottom of the vent out.
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5. The top of the vent is retained in a mounting channel
and will release when you rotate the vent out at the
bottom.
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6. Temporarily align the assembled fender vent into place
and mark the center mounting hole location above and

below the vent. 
7. Remove the fender vent and using an x-acto knife or

razor blade, notch the rubber insert approx. 3/4” wide 
and 3/16” deep to clear the mounting bracket.
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10. For vents using the supplied “LR” emblems: Clean the
emblem recesses and install the supplied black tape
appliques into the emblem recesses.

NOTE: Factory Land Rover emblems can be ordered from 
any Land Rover Dealership parts department (Land
Rover Part No. DAG100330 ) and can be installed in
place of the E&G supplied emblems.

11. Use the supplied 1/4” double faced tape and apply it to
the back of the emblem, then align the emblem into
the recess and press firmly in place to set the tape.

12. Reinstall the inner fender liner hardware and reinstall
the front wheels to finish.
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8. Align the mounting bracket with the long side down,
with the pressed in nut centered in the opening. You
can tape the bracket to the back of the fender or have
an assistant hold the bracket from the back of the fender
in place for fender vent alignment in the next step.

9. Align the fender vent into place into place, making sure
that the mounting bracket lines up with the mounting
hole in the fender vent emblem recess.

10. Install the supplied countersunk phillips machine screw
through the hole in the emblem recess and into the nut
pressed into the mounting bracket and tighten.
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On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/custom-grilles.html
https://www.carid.com/eg-classics/

